
Angaben zu entsprechender Ident-Nr. siehe Fertigungsunterlagen.
For further information about I.D. number see manufacturing document.

Notes:

1. Operating temperature: -20°C / +70°C
2. Protection class: IP40
3. Sealing plate: Drawing number 103356.
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 power supply

124654

(HLG)

CAN signals incl.

green

Screw clamp 5 pin

Termination

103644

(HLG)
CAN high, low, ground 

Screw clamp 2x3 pin

Screw clamp 5 pin
CAN signals incl.

 power supply

124655 Screw clamp 2x3 pin CAN high, low, ground 
(HLG)

124621 (HLG)
CAN high, low, ground Screw clamp 2x3 pin

supply
Fastening 

screw thread
Signals / Power ColourCable termination

interface (PU)
Programming Type

number
Part 

103643  power supply

134149 Screw clamp 10 pin CAN signals incl.
 power supply

104670 Termination Screw clamp 5 pin green
CAN signals incl.

 power supply

144744 Switch

without

Spring clamp 6 pin

anthracite

CAN high, low, ground 
(HLG)

#4-40 UNC

103642

Node

Screw clamp 10 pin CAN signals incl.
 power supply

103668 Screw clamp 10 pin CAN signals incl.
 power supply

124620 Screw clamp 2x3 pin CAN high, low, ground 

154826 Switch

with

Spring clamp 6 pin

anthracite

CAN high, low, ground 
(HLG)

#4-40 UNC
103662

Node
Screw clamp 10 pin CAN signals incl.

Part 
number Type

Programming 
interface (PU) Cable termination Colour

Signals / Power 
supply

Fastening 
screw thread
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