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PIDG (Pre-Insulated Diamond Grip) (Continued)
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Ring Tongue Terminals
(Insulation Restricting)

Material
Insulation — Nylon, UL 94V-2
Terminal Body — Copper per
ASTM B-152
Plating — Tin per ASTM B-545
Metallic Sleeve — Copper per 
ASTM B-152
Plating — Nickel per QQ-N-290 or
Tin per ASTM B-545

Related Product Data
Insulation Color Code — pg. 4
Packaging Quantities — pg. 4
Performance Specifications —
pgs. 4 & 5
Application Tooling — pg. 72

Wire Size Tongue Dimensions Terminal Wire Part Numbers
Circular Mils Material Stud

W C E L
Insulation Insulation

Loose Tape
[mm2] Thickness Size

Min. Max. Max.
Color Diameter

Piece MountedMax. Solid/Stripe Range
2 .203 .211 .632 .739 Yellow/Black .026-.055 53078† —M2 5.16 5.36 16.05 18.77 0.66-1.40

4 .203 .211 .632 .736 Yellow/Black .026-.055 53049† —
26

5.16 5.36 16.05 18.69 0.66-1.40

304 .029 6 .250 .243 .664 .792 Yellow/Black .026-.055 53050† —
[0.15] 0.74 M3.5 6.35 6.17 16.87 20.12 0.66-1.40

8 .281 .250 .671 .814 Yellow/Black .026-.055 53051† —M4 7.14 6.35 17.04 20.68 0.66-1.40

10 .312 .281 .702 .863 Yellow/Black .026-.055 53052† —7.92 7.14 17.83 21.92 0.66-1.40

4 .203 .211 .587 .691 Yellow/Blue .031-.055 2-323914-2 —5.16 5.36 14.91 17.55 0.79-1.40
6 .250 .281 .657 .785 Yellow/Blue .031-.055 2-326875-4 —

.020 M3.5 6.35 7.14 16.69 19.94 0.79-1.40
0.51 8 .250 .281 .657 .785 Yellow/Blue .031-.055 2-323916-3 —M4 6.35 7.14 16.69 19.94 0.79-1.40

10 .250 .281 .657 .785 Yellow/Blue .031-.055 2-326875-5 —

24
6.35 7.14 16.69 19.94 0.79-1.40

475 2 .203 .211 .632 .739 Yellow/Blue .031-.055 53053† —
[0.24] M2 5.16 5.36 16.05 18.77 0.79-1.40

4 .203 .211 .632 .736 Yellow/Blue .031-.055 53054† —5.16 5.36 16.05 18.69 0.79-1.40
.029 6 .250 .243 .664 .792 Yellow/Blue .031-.055 53055† 53055-1†

0.74 M3.5 6.35 6.17 16.87 20.12 0.79-1.40
8 .281 .250 .671 .814 Yellow/Blue .031-.055 53056† —M4 7.14 6.35 17.04 20.68 0.79-1.40

10 .312 .281 .702 .860 Yellow/Blue .031-.055 53057† 53057-1†

7.92 7.14 17.83 21.84 0.79-1.40
2 .182 .172 .638 .731 Red/Green .038-.110 52307 —M2 4.62 4.37 16.21 18.57 0.97-2.79

4 .218 .156 .622 .734 Red/Green .038-.110 52273* —5.54 3.96 15.80 18.64 0.97-2.79
.218 .156 .622 .734 Red/Green .038-.110 2-36149-3* —

6 5.54 3.96 15.80 18.64 0.97-2.79
M3.5 .250 .250 .716 .844 Red/Green .038-.110 51863-2* 51863-56.35 6.35 18.19 21.44 0.97-2.79

8 .312 .281 .747 .906 Red/Green .038-.110 1-320551-2* 1-320551-522 .033 M4 7.92 7.14 18.97 23.01 0.97-2.79
754 0.84

10 .312 .281 .747 .906 Red/Green .038-.110 2-36153-3* 2-36153-6[0.38]
7.92 7.14 18.97 23.01 0.97-2.79

1/4 .469 .437 .903 1.140 Red/Green .038-.110 2-320571-3 —M6 11.91 11.10 22.94 28.96 0.97-2.79
5/16 .469 .437 .903 1.140 Red/Green .038-.110 2-320572-2 —M8 11.91 11.10 22.94 28.96 0.97-2.79

3/8 .531 .546 1.012 1.280 Red/Green .038-.110 2-320573-1 —13.49 13.87 25.70 32.51 0.97-2.79
1/2 .713 .530 .996 1.355 Red/Green .038-.110 2-328975-1 —M12 18.11 13.46 25.30 34.42 0.97-2.79

*Available in small packaging quantities.
Note: “C” dimension applies from edge of metal wire barrel to center of stud hole.
†Must be crimped with 22-18 or 22-16 PIDG (red) Tooling.




