uvex

uvex quatro pro shoe
Art.no. 8400.2
Standard  EN ISO 20345: 2011 S3 SRC

uvex quatro pro

TO th e I i m it Upper Sturdy water-repellent leather upper
Lining Textile Lining
Sizes 5t0 15
uvex quatro pro boot

Art.no. 8401.2
Standard  EN ISO 20345: 2011 S3 SRC

Upper Sturdy water-repellent leather upper
Lining Textile Lining
Sizes 5t0 15

uvex quatro pro winter lace-up boot
Art.no. 8402.2
Standard  ENISO 20345: 2011 S3 CI SRC

Upper Sturdy water-repellent leather upper
Lining Fleece Lining
Sizes 5t015

uvex quatro pro winter zip-up boot
Art.no. 8403.2
Standard  EN ISO 20345: 2011 S3 CI SRC

Upper Sturdy water-repellent leather upper
Lining Fleece Lining
Sizes 5t0 15

protecting people



uvex quatro pro

To the limit

: uvex quatro Injection moulded Injection moulded uvex 3D hydroflex®
Feature ozt sl pro sole plastic heel cap scuff cap foam insole

Deep and wide tread Improved shook Improves stability Increased shock

Advantage design prevents dirt ) and offers greater Protects the leather. ;
g from building up. absorption. SRC rated. twist protection, absorption.
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