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|. Preparation of Cable
(1) Slide nut, washer and gasket onto cable
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{2) Strip cable to recommended dimensions (see image "stripping dimensiun"]-

(3) Slit cable jacket in two places, 180°C apart

2. Soldering Center Contact to Cable Center

Conductor

—

E—

(1) Flare slightly end of cable braid to facilitate insertion of braid clamp

(2) Slide braid clamp onto cable until braid clamp shoulder rest

against cable jacket

(3) Slide rear insulator and center contact onto cable to rest

firmly against each other
(4) Solder (or Crimp) center contact to cable
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3. Inserting Insulator onto Center Contact

(1) Insert front insulator onto center contact

4. Final Assembly

(1) Insert cable assembly and hardware into connector body

(2) Screw and tighten nut on
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1.0 ELECTRICAL
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35.3+0,5¢1,.320+.020>

1.1 FREQUENCY RANGE: DC—4 GHz
1.2 NOMINAL IMPEDANCE: 50 OHMS
VOLTAGE RATING: 500 VOLTS MAX.
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4 VSWR: 1.3 MAX

MATERIALS
2.1 BODIES: BRASS PER JIS-C3804

2.2 CENTER CONTACT: BRASS PER JIS—-C36804
2.3 INSULATION: TEFLON FER ASTM D1457 AND ASTM D1710

3.0 FINISHES AND OTHERS
31 SEE BELOW TABLE FOR DETAILS.
MECHANICAL

4.1 INTERFACE IN ACCORDANCE WITH: MIL—STD-348A
4.2 FOR USE WITH RG213U OR SIMILAR STYLE CABLE
4.3 CABLE ATTACHMENT: QUTER: CLAMP, INNER: SOLDER

4.0

5.0 ENVIRONMENTAL

5.1 OPERATING TEMPERATURE RANGE: —85° C TO +185° C

13 | NUT BRASS 1 |SILVER 70t MIN.
12 | BODY BRASS 1 |SILVER 70 & MIN.
11 | WASHER BRASS 1 |SILVER 70 4 MIN.
10 | GASKET SILICONE | 1 |RED

9 |BRAID CLAMP BRASS 1 |SILVER 70 MIN.
8 |INSULATION TEFLON 1 |NONE

7 | WASHER BRASS 1 |SILVER 70 & MIN.
6 |SPRING WASHER |SK-5 1 |NICKEL

5 | WASHER BRASS 1 |NICKEL

4 | GASKET SILICONE | 1 |RED

3 [CENTER CONTACT | BRASS 1 |SILVER 70 & MIN.
2 | INSULATION TEFLON 1 |NONE

1 |SHELL BRASS 1 |SILVER 70 4 MIN.
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