Tecnico

Stile di montaggio

Filettatura di montaggio

Materiale del galleggiante e dello stelo
Temperatura massima

Pressione massima

PS del galleggiante

PS minimo del liquido

Lunghezza del cavo - Standard
Dimensione del cavo

Materiale conduttore del cavo
Materiale della guaina del cavo
Temperatura nominale del cavo
Guarnizione di tenuta

Coppia di serraggio del dado di fissaggio

Esterno
1/2"NPT

Acciaio inox di grado 316 e 304

120 °C (versione H 180 °C)
5 bar

0.7

038

100 cm o spina
17/0.10 - AWG22
Rame stagnato
XLPE

125°C

Non fornita
2.0kg/cm

‘s ° Sensata

Technologies

La serie SSF212 ¢ costituita da interruttori a montaggio orizzontale che
vengono installati tramite filettatura NPT da 1/2" dall'esterno del
serbatoio, pertanto non richiedono I'accesso all'interno del serbatoio.

Sono prodotti in acciaio inox 304 e 316, e operano nei liquidi con peso
specifico (PS) di 0,8 o superiore.

L'azione dell'interruttore puo essere invertita montando il dispositivo
con la freccia di orientamento rivolta verso il basso invece che
normalmente verso l'alto.

Sono disponibili con cavo volante da 100 cm, spina e presa DIN 43650
0 connessione circolare M12.

Sono disponibili set di cavi da utilizzare con le versioni dotate di
connessione M12.

Caratteristiche

¢ Raccordo esterno tramite filettatura NPT 1/2"

¢ Galleggiante acciaio inox 316

¢ Design compatto dell'interruttore

e Disponibile anche nella versione per alte temperature (180 °C)

e Indicazioni livello alto N/O (make on rise) o livello basso N/C
(make on fall) configurabili dall'utente

Elettrico
Forma di contatto N/O (N/C)
Potenza di commutazione massima VA 50

300 (SSF212XPM12 = 240V ca

300 (SSF212XPM12 = 200V cc)
Corrente di commutazione massima A 05

Tensione CA di commutazione massima V

Tensione CC di commutazione massima V

Tutti i valori nominali si riferiscono esclusivamente al carico resistivo.
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PARTI STANDARD

Materiale del galleggiante Materiale dello stelo Potenza massima Uscite
SSF212X100 Acciaio inox 316 Acciaio inox 304 50VA 100cm XLPE 17/0.1
SSF212X100H Acciaio inox 316 Acciaio inox 304 50VA 100cm XLPE 17/0.1
SSF212XPL Acciaio inox 316 Acciaio inox 304 50VA Spina e presa
SSF212XPM12 Acciaio inox 316 Acciaio inox 304 50VA Presa M12 a 4 poli
E possibile realizzare versioni su misura per applicazioni particolari. Si prega di contattare Sensata per comunicare le proprie esigenze.
DIMENSIONI
Tutte le dimensioni sono espresse in millimetri.
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Sensata Technologies, Inc. (“Sensata”) data sheets are solely intended to assist designers (“Buyers”) who are developing systems that CONTACT US

incorporate Sensata products (also referred to herein as “components”). Buyer understands and agrees that Buyer remains responsible
for using its independent analysis, evaluation and judgment in designing Buyer’s systems and products. Sensata data sheets have

been created using standard laboratory conditions and engineering practices. Sensata has not conducted any testing other than that
specifically described in the published documentation for a particular data sheet. Sensata may make corrections, enhancements,
improvements and other changes to its data sheets or components without notice.

Buyers are authorized to use Sensata data sheets with the Sensata component(s) identified in each particular data sheet. HOWEVER, NO
OTHER LICENSE, EXPRESS OR IMPLIED, BY ESTOPPEL OR OTHERWISE TO ANY OTHER SENSATA INTELLECTUAL PROPERTY RIGHT, AND
NO LICENSE TO ANY THIRD PARTY TECHNOLOGY OR INTELLECTUAL PROPERTY RIGHT, IS GRANTED HEREIN. SENSATA DATA SHEETS
ARE PROVIDED “AS IS". SENSATA MAKES NO WARRANTIES OR REPRESENTATIONS WITH REGARD TO THE DATA SHEETS OR USE

OF THE DATA SHEETS, EXPRESS, IMPLIED OR STATUTORY, INCLUDING ACCURACY OR COMPLETENESS. SENSATA DISCLAIMS

ANY WARRANTY OF TITLE AND ANY IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, QUIET
ENJOYMENT, QUIET POSSESSION, AND NON-INFRINGEMENT OF ANY THIRD PARTY INTELLECTUAL PROPERTY RIGHTS WITH REGARD
TO SENSATA DATA SHEETS OR USE THEREOF.

All products are sold subject to Sensata’s terms and conditions of sale supplied at www.sensata.com SENSATA ASSUMES NO LIABILITY
FOR APPLICATIONS ASSISTANCE OR THE DESIGN OF BUYERS' PRODUCTS. BUYER ACKNOWLEDGES AND AGREES THAT IT IS SOLELY
RESPONSIBLE FOR COMPLIANCE WITH ALL LEGAL, REGULATORY AND SAFETY-RELATED REQUIREMENTS CONCERNING ITS PRODUCTS,
AND ANY USE OF SENSATA COMPONENTS IN ITS APPLICATIONS, NOTWITHSTANDING ANY APPLICATIONS-RELATED INFORMATION
OR SUPPORT THAT MAY BE PROVIDED BY SENSATA.
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