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Standard Part List (With HVIL)

THIS DRAWING IS SUPPLIED FOR INFORMATION ONLY. DESIGN FEATURES, SPECIFICATIONS AND PERFORMANCE DATA SHOWN HEREON ARE THE PROPERTY OF THE
AMPHENOL CORPORATION. NO RIGHTS OF REPRODUCTION ARE IMPLIED. ALL DIMENSIONS ARE SUBJECT TO NORMAL MANUFACTURING VARIATIONS.

- P/N Model NO. Polarization
AC-HA001120 PL283X-301-35 X
AC-HA001121 PL283Y-301-35 y
WAE R Ordering Information AC-HAO01122 | PL283X-301-50 X
I_PL_2_8 '_3'_)'(_;_:'30_'1_'__'_'76 '_| @t AC-HA001123 PL283Y-301-50 y
i i AC-T1A001124 PL283X-301-70 X
| —— T — T —— T | | AC-T1A001125 PL283Y-301-70 y
| BRI Key mERH HVIL BHRN Cable Size © Q D
I i 0 yﬂ;Wffﬁ%@{.NO L 0=t I @?I Standard Part List (With Out HVIL)
| Ly whidl With HYIL gg:ggmz | L P/N Model NO. Polarization
i o i AC-HAOOL126 |  PL283X-300-35 X
|_ _____________________ _I | AC-HA001127 PL283Y-300-35 y
I AC-HA001128 PL283X-300-50 X
| AC-HA001129 PL283Y-300-50 y
s AC-T1A001130 PL283X-300-70 X
WS H (Spec. ) - | 3.4 ACTAQ01131 | PL283Y-300-70 v
1. TR Operating temperature: —40° C~+125° C.
2. HiE B Current rating(Connector Only): 300 A.
3. WU B Operating voltage: 1000 VOX. AMPHENOL | Amphenol Technical Products International GZ

4.7 B JE Dielectric withstanding voltage: 5000 VDC.
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5. BiHPEELR Protection class:IP67 & TP2X. m ERa I:x i If,;ﬁ [ mmow a0 705 P G
6. HLfEBF Shielding. mmc‘ = = = Phg
7. MU @ Mating cycle:50 Min, T v = _
8. M HEh R8I Automatic secondary lock. i I DRAWN [ ] 03/13/14 .“:":‘.m ) PL283-300
9. e s B Blectrical interlock (HVIL). T 7 cHeckeD | & 03/13/14 e — N/A e
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