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XACA Order guide instructions
Custom built pendant stations

1. The first step in putting together your pendant station is to determine the number of operators that you require. This enables you to choose the
enclosure based on the number of holes needed.

2. Select the type of operator, contact block and appropriate nameplate for each function required from pages 163-166. Enter the components
for each function on the order form below.

3. Check for special functions that may be required. These items could include mechanical interlocks, adapters for self-supporting cable, lower
support rings, protective guards etc.    

Photocopy this form and complete all information.

TO BE COMPLETED BY SQUARE D        TO BE COMPLETED BY CUSTOMER
Name Branch/Sales office Firm Sheet No.

Date Order No. Delivery date Date Cust. Order No. Delivery date

No. of
identical units
required

Unit 
reference
of enclosure

XACA

Functions
(optional)

Mechanical
interlock
(draw a line
between the 2
units to be
interlocked★)

Legends Contact blocks
and pilot light 
bodies

push button
pilot light or
blanking plug
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★ Mechanical interlock XACA009 Number of XAC A009 required

Unit mounted in base of station (facing downwards)
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Attachments
Position Type Catalog No.

Cross the
appropriate
box if required

14 Adapters for self supporting cable type BBAP
(only available with 8 to 26 mm dia. cable sleeve) XACB961

15 Lower support ring XACA971

16 Protective guard for base mounted selector switch
or 40 mm emergency stop push button XACA982

17 Protective guard for key switch  XACA983
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* Mechanical interlock

Possible 
combinations

Impossible 
combinations


