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CARACTERISTIQU
ES

La hauteur de la téte Vis a six pans creux M5 x 20

est égale au diamétre

de la tige mm de RS Pro brillantes Acier
Plus économique Zi“gUé

que l'acier inoxydable

Différentes tailles de
filetage disponibles

Conception filetée de
haute qualité

Les produits homologués par RS vous apportent des pieces de
gualité professionnelle dans toutes les catégories de produits.
Notre gamme de produits a été testée par des ingénieurs et fournit
une qualité comparable aux plus grandes marques sans avoir a
payer un prix élevé.
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Description du produit

Gamme de vis a téte creuse hexagonale de RS PRO adaptées pour les zones difficiles a atteindre.
Conception a téte étroite adaptée pour les petits espaces et les douilles dans les emplacements
difficiles. L'acier a haute résistance a la traction confirme la résistance de chaque vis utilisée dans
les réparations et I'entretien de machines. Tous les modéles sont extrémement fiables et d'une
excellente qualité.

Caractéristiques

Taille du filetage M5
Forme de téte Capuchon de douille hexagonal
Matériau Acier
Finition Galvanisé brillant
Type de filetage Métrique
Classe 12,9
Travail du bois, applications domestiques, fixations et
Applications fixations, outillage et réparation de machines, protection

de sécurité, construction de panneaux

Spécifications mécaniques

Longueur 20mm

Pas de filetage 0.8mm

Plage de diameétre de téte 8,28 a2 8,72 mm

Plage de hauteur de téte 4.82a5mm

Plage nominale de taille de clé 4 -20mm a4 095 mm
Engagement de clé 2.5mm
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Homologations

Conformité/certifications

Certificat de conformité RoHS, DIN912, ISO4762, ANSI
B18
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Please view our full range listing below for all Bright Zinc Plated Steel Hexagon Socket
Cap Head Screws:

Head Shape Material Thread Size Length RS Part Mo.
Hex Socket Cap Zinc Plated Steel M2.5 B mm 4838124
Hex Socket Cap Zinc Plated Steel M2.5 12 mm 4838130
Hex Socket Cap Zine Plated Steel M3 6 mm 4838146
Hex Socket Cap Zinc Plated Steel M3 4 mm 4838168
Hex Socket Cap Zine Plated Steel M3 10 mm 4838174
Hex Socket Cap Zinc Plated Steel M3 12 mm 4915209
Hex Socket Cap Zine Plated Steel M3 16 mm 4838180
Hex Socket Cap Zinc Plated Steel M3 20 mm 4838196
Hex Socket Cap Zinc Plated Steel M4 8 mm 4915215
Hex Socket Cap Zinc Plated Steel 4 10 mm 4838203
Hex Socket Cap Zinc Plated Steel M4 12 mm 4915221
Hex Socket Cap Zinc Plated Steel M 16 mm 4838225
Hex Socket Cap Zine Plated Steel M4 20 mm 4838231
Hex Socket Cap Zinc Plated Steel M 25 mm 4915237
Hex Socket Cap Zine Plated Steel M4 30 mm 4838247
Hex Socket Cap Zinc Plated Steel M4 40 mm 4838253
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Hex Socket Cap Zinc Plated Steel M5 10 mm 4838269
Hex Socket Cap Zinc Plated Steel M5 12 mm 4915243
Hex Socket Cap Zinc Plated Steel M5 16 mm 4839981
Hex Socket Cap Zinc Plated Steel M5 20 mm 4838275
Hex Socket Cap Zinc Plated Steel M5 25 mm 4915259
Hex Socket Cap Zine Plated Steel M5 30 mm 4839997
Hex Socket Cap Zinc Plated Steel M5 40 mm 4838281
Hex Socket Cap Zine Plated Steel M5 50 mm 4838297
Head Shape Material Thread Size Length RS Part No.
Hex Socket Cap Zinc Plated Steel Mé& 10 mm 4838304
Hex Socket Cap Zinc Plated Steel M& 12 mm 4838310
Hex Socket Cap Zinc Plated Steel Mé& 16 mm 4838326
Hex Socket Cap Zinc Plated Steel M& 20 mm 4840004
Hex Socket Cap Zinc Plated Steel Mé& 25 mm 4838332
Hex Socket Cap Zinc Plated Steel W& 30 mm 4838348
Hex Socket Cap Zinc Plated Steel Mé& 35 mm 4915265
Hex Socket Cap Zinc Plated Steel Mé& 40 mm 4840010
Hex Socket Cap Zinc Plated Steel Mé& 50 mm 4838354
Hex Socket Cap Zinc Plated Steel Mé& 60 mm 4838360
Hex Socket Cap Zinc Plated Steel Ma 16 mm 4838382
Hex Socket Cap Zinc Plated Steel Ma 20 mm 4838398
Hex Socket Cap Zinc Plated Steel Ma 25 mm 4915271
Hex Socket Cap Zinc Plated Steel Ma 30 mm 4838405
Hex Socket Cap Zinc Plated Steel Ma 35 mm 4915287
Hex Socket Cap Zinc Plated Steel Ma 40 mm 4838411
Hex Socket Cap Zinc Plated Steel Ma 50 mm 4838427
Hex Socket Cap Zinc Plated Steel Ma 60 mm 48309515
Hex Socket Cap Zinc Plated Steel M& 70 mm 4839521
Hex Socket Cap Zinc Plated Steel Ma 80 mm 4839537
Hex Socket Cap Zinc Plated Steel M10 20 mm 4840026
Hex Socket Cap Zine Plated Steel M10 25 mm 4840032
Hex Socket Cap Zinc Plated Steel M10 30 mm 4840054
Hex Socket Cap Zine Plated Steel M10 40 mm 4840060
Hex Socket Cap Zinc Plated Steel M10 50 mm 4840076
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SOCKET HEAD CAP SCREWS DIN 912/1SO 4762 /ANSIB 183.1 M

.
R = - a2 max. aliows for
fo==—1o [
'- - -
_i._ L ol e ER
Stee &1 U a1 M2 M2S M2.6 L] ]
Prch 03 035 04 045 045 05 0.7
Length b & S 16 17 NA 1 2
Head Dia. d2 min max min. max. min. max min. max. min. ma min. max. min. man.
OIN 912 (1 246 274 286 114 98 | 432 | 468 | 482 | 58 | 532 | s68 | 678 | 722 |
4762 (1997) 286 314 162 398 | 43 | 458 532 | ses | o7 | 72
81T M 287 314 98 | 43 | <68 s | se8 | 680 | 722
Height k . max. mn max. men. max. men. max. min. max. min. mas. min. ma.
126 140 14 150 1.86 00 36 1 250 | 246 | 200 | 286 | 300 | 382 | 400 |
1.46 1.60 186 | 200 | 236 | 2% 286 | 300 | 382 | 400
1986) 1.52 1.50 191 | 200 | 240 | 2% .89 | 300 | 388 | 400
s 1 1.5 1
min max. min max. min. max. man. max. min. mae man. max. min. mas
L 132 136 152 156 1.52 156 | 200 | 206 | 200 | 206 | 252 | 258 | 302 | 308
4762 (1997) 152 1.56 152 | 156 | 202 | 208 252 | 258 | 302 | 308
Bia3 M1 1.520 1.545 1520 | 1545 | 2000 | 2045 252 | 2% | 3020 | 3071
t mn. man. min min. min min min
12 (1 0s 07 1 1.10 12 13 2
SO 4762 (1997) 07 1 1.0 13 2
JANSI B 1831 M (1986) 08 1 1.25 15 2
L] ] M8 M10 Mg (M1 1] ]
Pitch o8 1 125 1.5 1.75 2 2
b 2 24 28 2 » ) <
min max. mn max. min. max men. max min. mar man. mae mn. mar
912 (¥ 828 872 5.78 1022 | 1273 | 27 [ s [w2 | w773 | ez | 2067 | 2130 | 2367 | 2433
4762 (1 828 872 9.78 10.22 1273 [ w27 [wsm | w2 | w73 | 1827 | 2067 | 2130 | 23687
B 18.3.1 M (1986) 827 8.72 8.74 1022 | 1270 | 1327 | 1567 | 1627 | 1763 | 1827 | 206 | 210 | 2358 | 4
3 - - L. Y S, . . . . . W .. L, 1 o,
912 (1983 482 5.00 5.7 6.0 764 | 800 | 9.64 | 1000 | 91.57 | 1200 | 13.57 | 14.00 | 1557 | 16.00
W 482 .00 57 60 7 800 | 964 | 1000 | 1157 | 1 1387 | 1400 | 1557
81831 M (1986) 485 5.00 585 6.00 783 | 200 | o81 | 1000 | 179 | 1200 | 1377 | 1400 | 1578 | 16.00
Size nominal < s 6 ] 10 12 14
min max min max. min. max man. max min. e min. man min. M
912 (1983) 4020 | 4088 5.02 5.14 602 | 614 | 8025 | 8175 10.026 | 10.175 | 12.032 | 12.212 | 14032 | 14212
s782 (3 4020 | 4006 | SO0 5.54 $02 | 614 18025 | 8175110025 1 10.175 120321 12.212 | 14002 | 14212
8 18.3.1 M (1986) 4020 | 40e« | sox0 | soes | 6020 | 6095 | 8025 | 8115 | 10.025 | 10.127 | 12.032 | 12.146 | 14022 | 14.159
L . 3 L =n - .3 L.
25 3 B 5 6 7 8
25 3 < 5 6 7 ]
B 1831 M (1986) 25 3 4 5 [ ? 8
o18) M20 a22) M4 oz7) 30 M3
25 28 25 3 3 35 38
<8 82 3 [ 3 2 78
o1 oux L3 S W W W EH EE N WH EN s -
2667 | 2733 | 2067 | 303 | 3261 | 3339 | 3561 | 3639 | 3951 | 4039 | 4461 | 4539 | 4961 | 5039
20067 | 3j0m 3561 | w»W %81 | 453
2953 | 308 ¥ | ww Al | 5w
min max. min. max. man. max min. max. min. max. man. mas min. M
1757 1800 | 1948 | 2000 | 2148 | 2200 | 2348 | 2400 1 2648 | 27.00 | 2048 | 3000 | 32.38 | 3200
1948 | 2000 2248 | 240 29.48 | 30.00
1973 | 2000 2370 | 2400 2987 | 3000
4 7 17 19 19 F73 24
. .3 SN, .3 N WE WE N SN wE =
“ow | 14212 | 1708 1723 | 1705 | 1723 | 19.065 | 19275 | 19.085 | 19.275 | 22.085 | 22.275 | 24.085 | 24.275
17.05 17.23 19.065 | 19275 22.065 | 22275
17.050 | 17216 19.068 | 1926 22008 | 22.319
mn man. mn mn mn mn mn
] 10 1" 12 135 15 18
10 12 15.5
10 12 18
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