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Cable protection end sleeve - WP-SC PA HF 15,8 BK - 3240983
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documentation. Our General Terms of Use for Downloads are valid
(http://phoenixcontact.com/download)

End sleeves as cable protection

Key Commercial Data
Packing unit 50 pc

Minimum order quantity 50 pc

GTIN

GTIN 4046356711012

Technical data

Dimensions
Length (b) 20 mm

Diameter 15.8 mm

Inner diameter (f) 10.3 mm

Outside diameter 15.8 mm

Ambient conditions
Ambient temperature (operation) -40 °C ... 120 °C

General
Components halogen-free

Material PA 6

Flammability rating according to UL 94 V2

Environmental Product Compliance
China RoHS Environmentally friendly use period: unlimited = EFUP-e

No hazardous substances above threshold values
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Cable protection end sleeve - WP-SC PA HF 15,8 BK - 3240983
Classifications

eCl@ss

eCl@ss 10.0.1 27430316

eCl@ss 11.0 27430316

eCl@ss 4.0 27141100

eCl@ss 4.1 27141100

eCl@ss 5.0 27141100

eCl@ss 5.1 27141100

eCl@ss 6.0 27141100

eCl@ss 7.0 27439210

eCl@ss 9.0 27430316

ETIM

ETIM 3.0 EC000897

ETIM 4.0 EC002584

ETIM 6.0 EC000519

ETIM 7.0 EC000519

UNSPSC

UNSPSC 6.01 30211812

UNSPSC 7.0901 39121410

UNSPSC 11 39121411

UNSPSC 12.01 39121411

UNSPSC 13.2 39121404

UNSPSC 18.0 39121404

UNSPSC 19.0 39121404

UNSPSC 20.0 39121404

UNSPSC 21.0 39121404

Approvals

Approvals

Approvals

LR / UL Recognized

Ex Approvals

Approval details
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Cable protection end sleeve - WP-SC PA HF 15,8 BK - 3240983
Approvals

LR    http://www.lr.org/en  

UL Recognized    http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/index.htm  
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