
Carbide drill bits - CIF

Product Carbide drill bits

Reference

Packaging - per unit, Ø - 0,4 mm : DU64
Packaging - per unit, Ø - 0,5 mm : DU65
Packaging - per unit, Ø - 0,6 mm : DU66
Packaging - per unit, Ø - 0.7 mm : DU67
Packaging - per unit, Ø - 0,8 mm : DU68
Packaging - per unit, Ø - 0,9 mm : DU69
Packaging - per unit, Ø - 1,0 mm : DU70
Packaging - per unit, Ø - 1,1 mm : DU71
Packaging - per unit, Ø - 1,2 mm : DU72
Packaging - per unit, Ø - 1,3 mm : DU73
Packaging - per unit, Ø - 1,4 mm : DU74
Packaging - per unit, Ø - 1,5 mm : DU75
Packaging - per unit, Ø - 1,6 mm : DU76
Packaging - per unit, Ø - 1,7 mm : DU77
Packaging - per unit, Ø - 1,8 mm : DU78
Packaging - per unit, Ø - 1,9 mm : DU79
Packaging - per unit, Ø - 2,0 mm : DU80
Packaging - per unit, Ø - 2,1 mm : DU81
Packaging - per unit, Ø - 2,2 mm : DU82
Packaging - per unit, Ø - 2,3 mm : DU83
Packaging - per unit, Ø - 2,4 mm : DU84
Packaging - per unit, Ø - 2,5 mm : DU85
Packaging - per unit, Ø - 2,6 mm : DU86
Packaging - per unit, Ø - 2,7 mm : DU87
Packaging - per unit, Ø - 2,8 mm : DU88
Packaging - per unit, Ø - 2,9 mm : DU89
Packaging - per unit, Ø - 3,0 mm : DU90
Packaging - per unit, Ø - 3,17 mm : DU91
Packaging - per unit, Ø - 0.3 mm : DU63
Description - Jeu 24 forets Ø 0.8 à 3.2 mm, pas
0.1 mm : DU92

Description - Jeu 38 forets Ø 0.6 - 0.7 - 0.8 - 1.0 -
1.2 - 3.17 mm : U800020

Description - Ring for drill bit or milling bit -
distance to cut to be confirmed when ordering, 1
pce

: U600002

Packaging - per unit, Ø - 1,0 mm, Ø Shank - 3 mm,
Matière d\'utilisation - Inox : DU61



Product Image

Summary

Monopiece. Reinforced shank Ø 3,17 mm• In stock from 0,4 mm to 3,17 mm • Minimum drilling speed
20 000 rpm • smallest is the diameter, higher will be the speed • Descent speed from 1,6 to 4 m/min •
Option: drill bits with ring upon request
Available in packs of 10 (more economical)
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