=

Datasheet

Stock No: 776-9368
RS Pro Colour Bullet Camera

100
TVL

Features:

* 1/3" 960H SONY SUPER HAD Il CCD

* High Resolution 700TVL

*  Minimum Illumination : 0.003Lux (F:1.2)

* Day & night function

* White Balance : Auto

e SENS-UP, WDR, 3D-DNR

e f=4~9mm Manual Varifocal Lens

* OSD Controller

* Power Source : DC12V (6.5V~28V)

* Total Pixels / Effective Pixels: 1020(H)x508(V)




PRO.

Specifications:

ENGLISH

Sync System Internal Synchronization
Scanning Frequency (Horizontal) 15.735KHz
Scanning Frequency (Vertical) 5994Hz
Horizontal Resolution 700 TV Line

5/M Ratio

More Than S0dB

Video Output

CVBS 1.0Wp-p (750hm)

Minimum Ilumination

Color Mode-0.0003(Sens-up AutoF1.2)

B/W mode:0.00003(Sens-up Auto,F1.2)

Day & Might DAY / MIGHT / AUTO
Exposure ELC f ALC
3D-DNR Level 100 Steps

Electronic Shutter Speed

1/60 ~ 1/120,000

White Balance

ATW(1600°K ~ 11,000°K) / AUTC f OME PUSH / MAMUAL

Auto Gain Control

OFF / LOW f MIDDLE / HIGH

Backlight Compensation

OFF f WDR f BLC f HSBLC

Privacy Masking

Defog OM fOFF

Sens-up OFF / AUTO(X4) / MANUALXZ..X512)
Digital Zoom ~ X 16

Maotion Detection 8 Regions

Retangle : 8 Areas, Circle : 4 Areas, Polygon - 2 Areas

Digital Effect OFF / V-Flip / Mirror / Rotate
IR LEDs —

LENS f=4~9mm Manual Varifocal Lens
Power Supply DC12V (DCB.SV ~ 28V)
Power Consumption IR OFF 100mA /IR ON 300maA
Operation Temperature -10°C~ + S0°C

Storage Temperature -20°C~ + 61°C
Cirmnensicn{mm) ©26 X 98 mm

Cable E00mm BMC
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ENGLISH

COMPARISON IMAGE

WDR OFF

SENS-UP OFF

enhancing details in the WDR
image and removing noise.

SENS-UPON




