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A
22 AWG Leads length 200mm
10mm ends stripped
65 25405
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(Project: RS Components) Final Inspection Table
Sr. No. Description Method of Inspection Acceptance Criteria
1 Supply Voltage Test Bench 230V S0Hz
2 Duty Cycle Description/ Lead colour [100% ED / YELLOW/BLACK/RED
3 Current Test Bench 31 ~39 Ma
4 O/P Direction from shaft end Visual Reversible
5 O/P Speed of Geared Motor Tachometer / Watch |30 RPM
6 Noise Level Sound Chamber <60dB (A)‘measured a'E a distance
of 100mm in an anechoic chamber —
7 |Shaft Type VemiorMicrometer _10S Description: MTR8cGBYV, 230V 50HZ, 30RPM, OS Type shaft
Shaft Axial Play Vernier 0.0Imm=<0.6mm i
9  |Bush Visual / Vernier Sintered Bush @14mm x 3mm tremret | Client |RS COMPONENTS Article No./Reference
10 |Lead Position Visual Top i Grcredby | qpprovedby o ts o e ol
11 Flexible Wire Leads Ruler / Measuring Tape |22 AWG, 200mm Length + Smm Bﬁam&b_aimgﬁgx Assembly Drawing
12 |Wire strip length Vernier / Ruler 10mm + 10% (9mm ~ 11mm) - —
13 |Capacitor Visual 0.27UF/500 VAC not to give F-MKT-022 VER 3.0 Eaton | S
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