
STRAP/MÉCA-ROLL
STRONG POINTS

☛ Castor for roll containers..

☛ Standards-compliant strap.

APPLICATIONS

Roll containers. Good impact resis-
tance. 

Usage temperature between -15°C
and +70°C.

CASTOR ASSEMBLY: • Swivel or fixed • 25/10 pressed steel for light-
weight series and 30/10 for reinforced series. • Fastening with top
plate. • Swivels on two row of balls. • Bright zinc-plated protection
(except Ø 125 mm reinforced bi-chromate zinc-plated series). 

WHEEL: • one-piece polychoc wheel.

HUB: • Symmetrical roller bearings. • Ø 100 mm without thread-
guards. • Ø 125 mm with white zinc-plated threadguards in light-
weight series and with bi-chromate hub cap in reinforced series.
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100 35 130 40 35 105x80 80x60 8,5 125 0,645 3 72145 314723 072145 3

0,425 3 73145 314723 073145 2

200 0,690 3 72945 314723 072945 9

0,460 3 73945 314723 073945 8

125 40 155 45 37 105x80 80x60 9,5 180 0,850 3 72855 314723 072855 1

0,750 3 73855 314723 073855 0

250 0,865 3 72955 314723 072955 8

0,770 3 73955 314723 073955 7

Type Code EAN 13

MÉCA-ROLL
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500 47 4 0,170 Rubber Asymmetrical Rubber 500 5015 339680 689100 1

Length Width Thickness Type 
of strap

Type 
of hook

Type 
of ring Code EAN 13

STRAP


