TRNAT ‘E]

]
KR

RS Pro fE7~8%. 24 v Efi-

5 mm Bifed BRI A sSmm ZEILR~F. B mEE.

ST
IPG7
BRTBEEEN 7 mm

BB | POER
T

IP67 FREE

R TR % R B

RS A i A SR A 7 it 20 B b B o JRATTHY 7
A TR, RIS 405G i) '”')rllilmfﬁiﬁ 111G 5 A e
e AT A%

RS —\ https://uk.rs-online.com/ 1 3 7= i,

ﬁ?
=
=
e
(2]



ci=vavdl ===

RS PRO LED 57547 A2 2 B P05 At U7 S EAR FA AR ARG I 12 . BS540 1P67  Hi
EHTERLHE. E2REINA. RS PRO LED fR- KT BA S B AR dirhs a2 & Al i o B2 H
ERAEERE . PTA A5 m R v 5 B =R

pivt D fan ]y N g

JTRA LED

g it 1R

KA TR 22 %%

JoE R A X AT

R B B £ R

Gics 8mcd

FRBHREY ] 2 AT

led Bt oth

LA 30.°% 100°

WA 100000hours

R ] 52 B EDR B BAR b 22 JFoe; #dlls FAE G4t
sl

BiE Bk 24Vdc

P BN 20mA

HEAZE 10%

i
p=i
=
piss

RS —\ https://uk.rs-online.com/ 1 3 7= i,

>
N
o1 wn



TRNAT

U RS
AL RSF 8mm
KE 33.9mm
HsE 20cNm % 25cNm
TR~ Smm

BRI AR

BiebE -40°c % 85°c

PRI 5
ip %% IP67
AIE

EAHE [ AE EN61340

RS —M\ https://uk.rs-online.com/ 6 3 77

i

=i
_>'

H
SR

w



TRNAT

TECHNMICAL SPECIFICATIONS

Voltage Operating Voltage  Operating Current
{Min to hMax) (Typical All Types)
02 (Mo Resistor) 18 to 3.3VDC 20mA max*
evDC 54 to 6.6VDC 20ma,
12vDC 108 to 13.2vVDC 20maA,
24vDC 216 to 26.4VDC 20maA,
28vDC 25.2 to 30.8VDC 20ma,
110VAC 99 to 121VAC Girrd
220MAC 207 to 253VAC ami

Max Reverse Voltage: 5V

Viewing Angle: 30-100 (dependant on model)

Life Expectancy: 100,000 hours

Temperature Range: -40 to +85°C (operating & storage)

Torque: 20 to 25cNm
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Standard LED Intensity Prominent and Recessed Flush Forward Voltage
HE Red B0mcd grmed 2.0
Green G0mcd Grned 220
Yellow S0mcd Grmcd 2.1
Blue 1600mecd S0med 33V
White 1600mecd S500mcd 3.3V
Orange 60mcd 110mcd 2.2
Bi-color (Typical) (Red/Green) 14/30mecd 15/10mcd 20022V
Tri-color (Typical) (Red/Green/Yellow) 60/15/13mcd 15/10/6med 2O00M2 07210

Bi-color - The color is changed by reversing the polarity of the supply voltage.

Tri-color - The indicator has red and green LEDs when both connected yellow is produced.

Super Bright LED Prominent and Recessed Flush Forward Voltage
HE Red 5,000mcd 1 300med 2.2y
Green 10.000med 1 200mcd 3.3V
Yellow 4 000rmed 350mocd 2.0
Blue 2 200med 280med 3.3V
White 2 500mcd 950mcd 3.3V
Orange 4 000med S500med 2.2
Hyper Bright LED Prominent and Recessed Flush Forward Voltage
HE Red 6.000rmed 980mcd 22V
Green 1 8900mcd 300mcd 33
Yelow 1 600med 250mecd 20V
Orange 2 400med 110med 2.2
Luminous intensity will be reduced with lower operating current.
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