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Translation; in any case of doubt, the German version shall prevail

fumwsuan‘ fName wnd reg s0at of he marks Acerce hoider

Astec America, 401 Jones Road, Oceanside, CA 92054, USA

Fertigungesiiite/Fece of manvecise
-AA- Oceanside, CA 92054, USA

Stabatik /Siatistics Aktenzeichen /Fils Oatum /Oale

1 12012-3336-1004/A18 TD1/Do/bé 11.11.1993

Mark Licence: YDE mark
To use the Certification Mark No. 1.0 as shown overleaf.

Product: Power supply for building in
Licence to use the legally protected Certification Mark No. 1.0 as sliown overleaf.

This marks licence is valid only for the above mentioned company and places of
manufacture., The VDE Testing and Certification Institute alone is authorized to
transfer this Ticence to a third party.

The right to use the Certification Mark as mentioned above is granted only for such
products listed on the following pages and complying with the samples tested and
certified by the VDE Testing and Certification Institute.

A1l products for which the Certification Mark is used shall bear the trademark
(mark of origin) as notified to and recognized by the VOE Testing and Certification
Institute. The Certification Mark and the trademark shall be shown jointly on the
s?me ?arts - if possible in the same manner - and shall be durable and clearly
visible.

The holder of the marks licence is obliged to supervise permanently the manufacture
of products bearing the Certification Mark in such a way that they comply with the
VOE Specifications, and particularly to perform regularly check tests as specified in
the VDE Specificationsor as required by the VDE Testing and Certification Institute.

In addition to the afore mentioned conditions all other provisions of the General
Contract apply with respect to this marks licence. This licence is valid as long as
the VDE Specifications on which the test was based are in force, unless it shall be
withdrawn earlier according to the provisions of the General Contract.

This licence document must be returned to the VOE Testing and Certification Institute
as soon as it was declared invalid.

YDE Testing and Certificatfon Institute
Department Certification
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7 Hame una Siz dee Zeichengenetvmigung /Nome and reg S8t of the marks Kcence hokler

Astec America, 401 Jones Road, Oceanside, CA 92054, USA

, /Pace of o

-AA- Oceanside, CA 92054, USA

Statietik/Siatistics Akienzeichen/Fie Datum/Date

1 12012-3336-1004/A1B TD1/Do/bo 11.11,1993
!

VDE-Zeichen

Es ist das umseitig unter Nummer 1.0 aufgefihrte Zeichen zu benutzen.

i Die Bedingungen zum Benutzen des Zeichens sind auf Blatt 1 vom 11.11.1993 genannt.

Beschreibung Jahresgebijhren~Einheiten

. Gepriift nach DIN VDE 0805/05.90 + Al/11.91
f EN 60950:1988 + Al:1990 + A2:1991
(IEC 950 (1986 - 1. Ausgabe modifiziert))

Einbau-Schaltnetzteil

Bezeichnung: Typ VS1-XYYY-XYYY-2Z 30,0
YXZ siehe Anlage Nr. 1

Nennspannung: AC 115 - 230 V, 50/60/400 Hz

Nennstrom: 20 A

Ausgangsspannungen

und -strdme: siehe Anlage Nr. 1

zuldssige Umgebungs-

temperatur: max. 50 Cel

SchutzmaBnahme: Zum Einbau in Einrichtungen der Informa-

tionstechnik und Biiromaschinen der Schutz-
kTasse I bestimmt

Transformator: Firma Astec, T4, Typ 53560
Firma Astec, T3, Typ 53616

~1~
-
oo

Gepriifte Einzelteile: Einbau-Gleichspannungsumformer
Firma Astec, Typ 500 W-XXX VS;
Typ 600 W-XVS
Typ 1200 W-XYS
Zn‘Go‘Nrc H 79575

!Fortsetzung siehe Blatt - 3 - 44,0
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Astec America, 401 Jones Road, Oceanside, CA 92054, USA

Fertiqungastitie/Alace of manufsciss

-AA- Oceanside, CA 92054, USA

Jiatistik/Statsocs Aktenzeichen/Fie Datum/Date
1 12012-3336-1004/A18 TD1/Do/bo 11.11.1993
YDE-Zeichen

Es ist das umseitig unter Nummer 1.0 aufgefijhrte Zeichen zu benutzen.
Die Bedingungen zum Benutzen des Zeichens sind auf Blatt 1 vom 11.11.1993 genannt.

Beschreibung Obertrag: 44,0
Fortsetzung von Blatt - 2 -

Weitere Angaben vergleiche Anlage ¥r. 1 - 3

Beim Einbau des Schaltnetzteils, der entsprechend der zugehgrigen Instal-
lationsanleitung zu erfolgen hat, ist darauf 2u achten, daB alle Anforde-
rungen gemdB der oben genannten Bestimmung(en) eingehalten sind.

VDE Prif- und Zertifizierungsinstitut . Summe der | eemem=
Abteilung TD VDE-Priifstelle Jahresgebiihren- 44,0
N : Einheiten: samaxx
i. A, 1. \
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