UNCONIFOLLED LOCUMENT PART NUMBER REV.
[ 200 (0079 SML—-LX1206GC—TR F
REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
f CATHODE MARK A | ADDED TAPE DIRECTION AND POLARITY. 11.1.95
160 [0.063]  + B | E.C.N. #10404. 12.18.97
‘ B C | E.C.N. #10644. & REDRAWN IN 3D. 7.18.00
\_ 2040 [RO.016] D |E.C.N. #10814. 12.3.01
‘(2 PLS) E | E.C.N. #10967. 3.14.03
L ANODE oDl CATHODE F_[ECN. #11148. 1.20.05
110 [0.0431 | | ‘ ELECTRO—OPTICAL CHARACTERISTICS TA=25'C If=20mA
0.60 [0.0241] PARAMETER MIN A MAX UNITS  TEST COND
f f PEAK WAVELENGTH 969 nm
~— 3.20 [0.126]1 — B LEAD FREF REFLOW PROFILE FORWARD VOLTAGE 22 26 Vi
r_ 0.30 |C0.01237 10 SEC. MAX. REVERSE VOLTAGE 39 Vr Ir=100uA
255 AXIAL INTENSITY 1 med  1f=20mA
| o /:/L'S’ VIEWING ANGLE 160 2x thetq
< 180 90-120 SEC. SF EMITTED COLOR: GREEN
X 150 ha EPOXY LENS FINISH: WATER CLEAR
£ )
i & _
0.30 [0.012] I []6[] [0.024] : & LIMITS OF SAFE OPFERATION AT 25C
PLS.) cJ\ PARAMETER MAX UNITS
il PEAK FORNARD CURRENTF 100 mA
0 IME STEADY CURRENT 25 mA
400 [0.1571 POWER DISSIPATION 65 m
- [~ 200 [0.079] TOTAL TME ABOVE 22°C IS 60 SECONDS MAX. DERATE FROM 25°C -12 mW/"C
$1.55 [40.061] OPERATING TEMP. —25T0 +BS ‘C
STORAGE TEMP. —J0TO +8BS ‘¢
- ‘ NOTES
( 175 [0.0691 | RECOMMENDED SGLDER PAD LAYOUT
1 1. THE PQLARITY MARK IS ORIENTED
8.00 [0.315] |——| |— A 1||_E5=m 3,50 [0.138] 150 [0.059] TOWARDS THE TAPE SPROCKET HOLE.
f
I_J e ) 1 f . @
2.00 [0.079] 175 [0.0691] mwowﬁ’fgimjvgiﬁrxpsmm
TOP TAPE 4,00 [0.157]
TAPE FEED DIRECTION ————
(NCONTROLLED DOC Z//ME/\/T
*UNLESS QTHERWISE SPEGIFIED TOLERANGES PER DECMAL PREGISION ARE: X=1 (0.039), XX=10.5 (£0920), XXX=10.25 (0010), XX0X=£0.127 (10.005). LEAD SZE=2Q.5 (U402), LEAD LENGTH=£075 (+0.030), MN= FOTMNA- PRECEION = +008 enEcisioN
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3.2mm x 1.6mm PCB SURFACE MOUNT LED, RELIABILITY NJTE DRAWN BY: CHECKED BY: IAPPROVED BY:|DATE: 4.21.95
OUR NANY YEARS QF EXPERIENCE DATA ACCUNLLATIDN INDICATE THAT - - - ‘ ‘ N
S6onm GREEN LED, SOLDER HEAT IS A MNCR GAUSE OF EARLY AND FUTURE FAILURE. PAGE: 1 OF 1
WATER CLEAR LENS, TAPE AND REEL. FLEASE FAY ATIENTION T0 YOUR SOLDERNG PROCESS, ac SCALE: N/A




