A-Series
Circuit Breaker

Well known for their proven reliability, the A-Series hydraulic/
magnetic circuit breakers are compact, temperature stable and
designed for precision operation in OEM markets requiring
general purpose as well as full load amp applications. The A-Series
circuit breakers are offered with ratings from 0.02 to 50 amps,

up to 277VAC or 80VDC and are available with several choices of
pole configurations, time delays, terminals, with a wide range of
standard colors, imprinting and actuator styles.

Actuator styles include handle for 1-6 poles and rocker for 1-3 pole
construction. When front panel operation and aesthetics demand 1POLE - PUSHTO RESET 2 POLE - HANDLE
a clean, contemporary design, a two-color or solid color Visi-Rocker
actuator, indicating either the ON mode or the TRIPPED/OFF mode,
is ideally suitable. The new Rockerguard bezel and push-to-reset
bezel, which help prevent inadvertent actuation, is also available.

Features:

» Specially constructed version available for applications
requiring CE markings

+ The metal toggle option was tested to MIL-PRF-55629C for
ingress protection when mounted in a panel, and also meets 1POLE - TOGGLE

IP68 requirement.

Applications: Agency Certifications:

* Marine + UL Recognized - UL Standard 508, 1077, 1500
+ Telecommunications + UL Listed - UL Standard 489A

+ Military * CSA Accepted

+ Renewable Energy Systems + TUV Certified

*

+ Generators & Welder VDE Certified

._' Carling Technologies"

‘ Innovative Designs. Powerful Solutions.

Carling Technologies, Inc.
60 Johnson Avenue - Plainville, CT 06062

Phone: (860) 793-9281 . Fax: (860) 793-9231
Email: sales@carlingtech.com « www.carlingtech.com
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Electrical

Maximum Voltage
Current Ratings

Standard Voltage Coils

Auxiliary Switch Rating

Insulation Resistance

Dielectric Strength

Resistance, Impedance

1000

mwW=ITO

0.001

Multiple of
Rated Current

277VAC 50/60 Hz, 80VDC
Standard current coils: 0.100,
0.250, 0.500, 0.750, 1.00, 2.50,
5.00, 7.50, 10.0, 15.0, 20.0, 25.0,
30.0, 35.0, 40.0, 50.0. Other ratings
available - consult ordering
scheme.

DC-6V, 12V; AC-120V, Other ratings
available, consult ordering scheme.
SPDT; 10.1 A - 250VAC,

1.0 A-65VDC/0.5 A - 80 VDC,

0.1A - 125VAC (with gold contacts).
Minimum: 100 Megohms at 500
VDC

UL, CSA - 1500V 60 Hz for one
minute between all electrically
isolated terminals. A-Series rocker
circuit breakers comply with the
8mm spacing & 3750V dielectric
requirements from hazardous
voltage to operator accessible
surfaces per EN 60950 and VDE
0805.

Values from Line to Load Terminal

- based on Series Trip Circuit
Breaker.

RESISTANCE PER POLE VALUES

from Line to Load Terminals
(Values Based on Series Trip Circuit Breaker)

CURRENT

TOLERANCE

(AMPS)

100

0.100 - 5.0 15%

5.1-20.0 25%

20.1 - 50.0 35%
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AMPERE RATING

Pulse Tolerance Curves

60 Hz 1/2 Cycle
Inrush Pulse Tolerance

Time Delay Curves

—

42,44 846
(50 Amps Max.) Ir

50 Hz 1/2 Cycle
Inrush Pulse Tolerance

Time Delay Curves
42,44 8 46
(50 Amps Max.)

Time Delay Curves
22,24 8 26

(50 Amps Max.) Time Delay Curves

22,24826
(50 Amps Max.)

Multiple of
Rated Current

t
16.67
Time in
Milliseconds

Time in
Milliseconds

“Manufacturer reserves the right to change product specification without prior notice.

Mechanical
Endurance

Trip Free

Trip Indication

Physical

Number of Poles

Internal Circuit Config.

Weight

Standard Colors

Environmental

10,000 ON-OFF operations @ 6 per
minute; with rated Current & Voltage.
All A-Series Circuit Breakers will trip
on overload, even when the actuator
is forcibly held in the ON position.
The operating actuator moves
positively to the OFF position when
an overload causes the circuit
breaker to trip. When mid-trip
handle is specified, the handle
moves to the mid position on
electrical trip of the circuit breaker.
When mid-trip handle with alarm
switch is specified, the handle
moves to the mid position & the
alarm switch actuates when the
circuit breaker is electrically tripped.

1 - 6 Poles (handle) and 1-3 poles
(rocker) at 30 Amps or less. 1 and 2
poles at 31 Amps thru 50 Amps.
Series, (with or without auxiliary
switch), Shunt and Relay with current
or voltage trip coils, Dual Coil,
Switch Only with or without auxiliary
switch.

Approximately 65 grams/pole.
(Approximately 2.32 ounces/pole)
Housing - Black; Actuator- See
Ordering Scheme.

Designed and tested in accordance with requirements of
specification MIL-PRF-55629 & MIL-STD-202 as follows:

Shock

Vibration

Moisture Resistance

Salt Spray

Thermal Shock

Withstands 100 Gs, 6ms, sawtooth
while carrying rated current per
Method 213, Test Condition “I”.
Instantaneous and ultra-short curves
tested @ 90% of rated current.
Withstands 0.060” excursion from
10-55 Hz, and 10 Gs 55-500 Hz,

at rated current per Method 204C,
Test Condition A. Instantaneous and
ultrashort curves tested at 90% of
rated current.

Method 106D; ten 24-hour cycles @
+ 25°C to +65°C, 80-98% RH.56
days @ +85°C, 85% RH.

Method 101, Condition A (90-95%
RH @ 5% NaCl Solution, 96 hrs).
Method 107D, Condition A (Five
cycles @ -55°C to +25°C to +85°C to
+25°C).

Operating Temperature -40° C to +85° C

60 Johnson Avenue - Plainville, CT 06062 - Phone: (860) 793-9281 - Fax: (860) 793-9231
Email: salesecarlingtech.com « www.carlingtech.com
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Electrical Tables
Table A: Lists UL Recognized & CSA Accepted configurations and performance capabilities as a Component Supplementary Protector.

A -SERIES TABLE A: COMPONENT SUPPLEMENTARY PROTECTORS

VOLTAGE CURRENT RATING | SHORT CIRCUIT CAPACITY (AMPS) APPLICATION CODES
CIRCUIT GENERAL UL/CSA CONSTRUCTION
CONFIGURATION | MAX. | rrequENcY | PHAsE | PUSELOAP| pURPOSE | with BAcKUP [WITHOUT BACKUP uL CcsA NOTES
AMPS FUSE FUSE
32 DC 0.02 - 50 5000 TC1,0L1,U2 | TC1,OL1,U2
65 DC 31-50 7500 TC1,2,0L1,U1 | TC1,2, OL1,U1
0.02 - 30 7500 TC1,2,0L1,U1 | TC1,2, OL1,U1
80 be 31-50 7500 TC1,2,0L0,U1 | TC1,2, OLO,U1
125 50 / 60 1 0.02 - 30 3000 TC1,0L1,U2 | TC1,0L1,U2 |Rocker Version
125 50 / 60 1 1-50 2000 TC1,0L1,U2 | TC1,0L1,U2
125 50/ 60 14 1-50 1000 TC1,0L1,U2 | TC3,0L1,U3
125/250| 50/60 12 0.02 - 30 3000 TC1,2,0L1,U2 | TC1,2, OL1,U2 |Rocker Version
SERIES 125/250| 50/60 12 0.02 - 50 3000 TC1,2,0L1,U2 | TC1,2,0L1,U2 |Handle
0.02 - 30 1500 TC1,0L0,U2 | TC1,0LO,U2 |Single Pole Break
1 0.02 - 30 3000 TC1,0L1,U2 | TC1,0L1,U2 |Two Pole Break
31-50 3000 TC1,2,0L0,U1 | TC1,2, OL1,U1
250 50/ 60
14 1-50 1000 TC1,0L1,U2 | TC3,0L1,U3
0.02- 30 50002 TC1,2,0L1,C1 | TC1,2,0L1,C1
3 31-50 2000 TC1,2,0L1,C1 | TC1,2, OL1,C1
277 50 / 60 1 0.02 - 30 5000 TC1,2,0L1,C1 | TC1,2, OL1,C1
32 DC 0.02 - 50 5000 TC1,0L1,U2 | TC1,0L1,U2
65 DC 0.02 - 50 7500 TC1,2,0L1,U1 | TC1,2, OL1,U1
0.02- 30 7500 TC1,2,0L1,U1 | TC1,2, OL1,U1
80 be 31-50 7500 TC1,2,0L0,U1 | TC1,2, OLO,U1
0.02 - 30 3000 TC1,0L1,U2 | TC1,0L1,U2 |Rocker Version
125 50/ 60 1
1-50 2000 TC1,0L1,U2 | TC1,0L1,U2
125 50 / 60 14 1-50 1000 TC1,0L1,U2 | TC3,0L1,U3
125/250| 50/60 12 0.02 - 30 3000 TC1,2,0L1,U1 | TC1,2, OL1,U1 |Rocker Version
DUAL COlL - s 250 50760 12 0.02 - 50 3000 TC1,2,0L1,U2 | TC1,2, OL1,U2
1 0.02-30 - - 1500 TC1, OLO,U2 TC1, OLO,U2 [Single Pole Break
1 0.02 - 30 3000 TC1,0L1,U2 | TC1,0L1,U2 |Two Pole Break
1 31-50 3000 TC1,2,0L0,U1 | TC1,2, OLO,U1
250 50/ 60
14 1-50 1000 TC1,0L1,U2 | TC3,0L1,U3
0.02- 30 50002 TC1,2,0L1,C1 | TC1,2, OL1,C1
8 31-50 2000 TC1,2,0L1,C1 | TC1,2, 0L1,C1
277 50 / 60 1 0.02 - 30 5000 TC1,2,0L1,U1 | TC1,2, OL1,U1
80 DC 0.02 - 30 7500 TC1,2,0L1,U1 | TC1,2, OL1,U1
125/250| 50/60 1 0.02 - 30 3000 TC1,2,0L1,U1 | TC1,2, OL1,U1
SHUNT 1 0.02- 30 3000 TC1,2,0L1,U1 | TC1,2, OL1,U1
250 50/ 60
3 0.02- 30 50002 TC1,2,0L1,C1 | TC1,2, OL1,C1
277 50/ 60 1 0.02 - 30 5000 TC1,2,0L1,C1 | TC1,2, OL1,C1
80 DC 0.02 - 30 7500 TC1,2,0L1,U1 | TC1,2, OL1,U1
125/250| 50/60 12 0.02 - 30 3000 TC1,2,0L1,U1 | TC1,2, OL1,U1
RELAY 1 0.02- 30 3000 TC1,2,0L1,U1 | TC1,2, OL1,U1
250 50/ 60
3 0.02- 30 50002 TC1,2,0L1,C1 | TC1,2, OL1,C1
277 50/ 60 1 0.02 - 30 5000 TC1,2,0L1,C1 | TC1,2, 0L1,C1
65 DC 0.02 - 50
80 DC 0.02 - 30
SWITCH ONLY 1 31-50
250 50/ 60
3 0.02 - 50
277 50/ 60 1 0.02-30 | 31-50
Notes:

1 Requires branch circuit backup with a UL LISTED Type K5 or RK5 fuse (15A minimum) at no more than 4 times the rating of the protector.

Same as note 1, except that backup fuse is limited to 80 A maximum.

2
3 2 pole protector required (with one pole per power line) for: 125/250 VAC, 1 pole protector required for : 125 VAC, 1@ Power System.
4 Satisfies the requirements of clause 11.2.8.2.5 of CSA STD C22.2 No 100 for the use of supplementary protectors with portable generators.

60 Johnson Avenue - Plainville, CT 06062 - Phone: (860) 793-9281 - Fax: (860) 793-9231
Email: salesecarlingtech.com « www.carlingtech.com
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Electrical Tables

Table B: Lists UL Recognized, CSA Accepted, VDE & TUV Certified configurations & performance capabilities as a Component
Supplementary Protector.

A-SERIES TABLE B: COMPONENT SUPPLEMENTARY PROTECTORS

VOLTAGE CURRENT RATING SHORT CIRCUIT CAPACITY (AMPS) APPLICATION CODES
CIRCUIT GENERAL UL/CSA VDE Tuv VDE CONSTRUCTION
CONFIGURATION | MAX. | coeoency| prase|FULLE LOAD| 5 rposg [ WITH [ WITHOUT [ (Inc) WITH[ (lcn) | (inc) WITH](icn) uL CSA NOTES
RATING AMPS AMPS! | BACKUP| BACKUP | BACKUP | WITHOUT | BACKUP | WITHOUT
FUSE FUSE FUSE BACKUP FUSE BACKUP

65 DC — | 010-50| - — | 7500 5000 | 3000 |TC120L1U1| Ter2 0tur [ ORI Breaker
0.10 - 30 - - 7500 3000 1500 3000 1500 TC1,2,0L1,U1 | TC1,2, OL1,U1 | Handle Version 1 Pole Only
31-50 31-50 - 7500 3000 1500 3000 1500 TC1,2,0L0,U1 | TC1,2, OLO,U1 | Handle Version 1 Pole Only
80 DC -1 0.10 - 30 - --- 7500 3000 1500 3000 1500 TC1,2,0L1,U1 | TC1,2,0L1,U1 [ Rocker Version 1 - 3 Poles
31-32 — — 7500 3000 1500 3000 1500 TC1,2,0L1,U1 | TC1,2,0L1,U1 | Rocker Version 2 Pole Only
SERIES 31-50 31-50 - 7500 3000 1500 3000 1500 TC1,2,0L0,U1 | TC1,2, OLO,U1 | Rocker Version 1 Pole Only
250 50/60 0.10 - 30 —- — 3000 3000 1500 5000 1500 TC1,2,0L1,U1 | TC1,2,0L1,U1 [ Rocker Version 1 - 3 Poles
1 31-50 31-50 - 3000 -— - 5000 1500 TC1,2,0L0,U1 | TC1,2,0LO,U1 [ Rocker Version 1 - 3 Poles
31-32 - - 3000 6000 1500 5000 1500 TC1,2,0L1,U1 | TC1,2, OL1,U1 | Rocker Version 2 Pole Only
1 0.10 - 30 — — 3000 6000 1500 5000 1500 TC1,0L1,U2 TC1,0L1,U2 | Rocker Version 2 Pole Only
14 1-50 - - 1000 - -—- 5000 1500 TC1, OL1,U2 TC3,0L1,U3 Rocker Version 1 - 3 Poles
0.10 - 30 --- 5000 ° — 3000 1500 3000 1500 TC1,2,0L1,C1 | TC1,2,0L1,C1 | Rocker Version 1 - 3 Poles
3 31-50 - 20002 - 3000 1500 3000 1500 TC1,2,0L1,C1 | TC1,2,0L1,C1 | Rocker Version 1 - 3 Poles
80 DC --- | 0.10 - 30 - --- 7500 3000 1500 3000 1500 TC1,2,0L1,U1 | TC1,2,0L1,U1 [ Rocker Version 1 - 3 Poles
0.10 - 30 — — 3000 3000 1500 5000 1500 TC1,2,0L1,U1 | TC1,2,0L1,U1 [ Rocker Version 1 - 3 Poles
DUAL COIL 250 5060 ! 30 - 50 31-50 - 3000 - - 5000 1500 TC1,2,0L0,U1 | TC1,2,OLO,U1 [ Rocker Version 1 - 3 Poles
0.10 - 30 --- 5000 2 — 3000 1500 3000 1500 TC1,2,0L1,C1 | TC1,2,0L1,C1 | Rocker Version 1 - 3 Poles
3 31-50 - 20002 --- --- - 3000 1500 TC1,2,0L1,C1 | TC1,2,0L1,C1 | Rocker Version 1 - 3 Poles
80 oc - 0.10 - 30 - --- 7500 3000 1500 3000 1500 TC1,2,0L1,U1 | TC1,2,0L1,U1 | Handle Version 1 Pole Only
0.10 - 30 — — 7500 3000 1500 3000 1500 TC1,2,0L1,U1 | TC1,2,0L1,U1 [ Rocker Version 1 - 3 Poles
SHUNT 1 0.10 - 30 - - 3000 3000 1500 5000 1500 TC1,2,0L1,U1 | TC1,2,OL1,U1 [ Rocker Version 1 - 3 Poles
250 50/60 30 - 50 31-50 — 3000 - - 5000 1500 TC1,2,0L0,U1 | TC1,2,0L0,U1 [ Rocker Version 1 - 3 Poles
3 0.10 - 30 --- 5000 ° --- 3000 1500 3000 1500 TC1,2,0L1,C1 | TC1,2,0L1,C1 | Rocker Version 1 - 3 Poles
31-50 . 2000° - --- --- 3000 1500 TC1,2,0L1,C1 | TC1,2,0L1,C1 | Rocker Version 1 -3 Poles

Notes:

General Purpose Ratings for UL/CSA Only.

Requires branch circuit backup with a UL LISTED Type K5 or RK5 fuse (15A minimum) at no more than 4 times the rating of the protector.
Same as note 2, except that backup fuse is limited to 80 A maximum.

Satisfies the requirements of clause 11.2.8.2.5 of CSA STD C22.2 No 100 for the use of supplementary protectors with portable generators.

INFAY PN

60 Johnson Avenue - Plainville, CT 06062 - Phone: (860) 793-9281 - Fax: (860) 793-9231
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Electrical Tables

Table C: Lists UL Recognized, CSA Accepted configurations and performance capabilities as Protectors, Supplementary for Marine
Electrical and Fuel Systems (Guide PEQZ2, File E75596). Ignition Protected per UL 1500. UL Classified Small Craft Electrical Devices,
Marine in accordance with ISO 8846 (Guide UZMK, File MQ1515) as Marine Supplementary Protectors.

A-SERIES TABLE C: UL1500 (Marine Ignition Protected)

CURRENT SHORT CIRCUIT
S VOLTAGE RATING CAPACITY (AMPS) APPLICATION CODES
CONFIGURATION
MAX. RATING| FREQUENCY PHASE FULL LOAD AMPS WITHOIL:JJSBEACKUP UL CSA
SERIES 141 DC 0.02 - 50 5000 TC1,0L1,U1 TC1,0L1,U1
301 DC 0.02 - 50 5000 TC1,0L1,U2 TC1,0L1,U2
65 DC 0.02 - 50 3000 TC1,0L1,U1 TC1,0L1,U1
125 50 /60 1 0.02 - 50 3000 TC1,0L1,U2 TC1,0L1,U2
125/ 250 50 /60 12 0.02 - 50 3000 TC1,0L1,U2 TC1,0L1,U2
250 50 / 60 1 0.02 - 30 1500 TC1,0L1,U1 TC1,0L1,U1

Notes:

1 Available with special catalog number only (consult factory).
2 2 pole protector required (with one per power line) for 125 /250 VAC. 1 pole protector required for 125 VAC 1 phase power system

Table D: Lists UL Listed configurations and performance capabilities as Circuit Breakers for use in Communications Equipment
(Guide DITT, File E189195), under UL489A.

A-SERIES TABLE D: UL489A (COMMUNICATIONS EQUIPMENT)

INTERRUPTING
VOLTAGE CURRENT RATING

CIRCUIT CAPACITY (AMPS)
COMACIURAMEN| | (e, FREQUENGY| _ GENERAL | WITHOUT BACKUP

RATING PURPOSE AMPS FUSE

80 DC 0.10 - 50 5000

SERIES
80 DC 60-90" 5000
Notes:

1 Parallel Pole Construction

Agency Certifications

UL Recognized CSA Accepted Component Supplementary
UL Standard 1077 Component Recognition Program @@ Protector under Class 3215 30,
N as Protectors Supplementary A File 047848 0 000 CSA

(Guide CCN/QVNU2, File E75596) Standard C22.2 No. 235
UL Standard 508 Switches, Industrial Control TUV Certified EN60934, under License No.

N

ULS, Standard 1500

pSSIE,
@

ARG

UL Listed
UL Standard 489A

LISTED

(Guide CCN/NRNT2, File E148683)

Protectors, Supplementary for
Marine Electrical & Fuel Systems
(Guide PEQZ2, File E75596)

Ignition Protection

Communications Equipment
(Guide CCN/DITT, File E189195)

VDE Certified

R72040875

EN60934, VDE 0642 under File
No. 10537

60 Johnson Avenue - Plainville, CT 06062 - Phone: (860) 793-9281 - Fax: (860) 793-9231
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1 2 3 4 5 6 7 8 9 10 11
Series Actuator  Poles Circuit Aux/Alarm Frequency Current Rating Terminal Actuator Mounting/ Agency
Switch & Delay Color Barriers Approval
r \
1 SERIES 7 CURRENT RATING (AMPERES)
L A ) CODE AMPERES
020 0.020 225 0.250 420 2.000 611 11.000
( ) 025 0.025 230 0.300 522 2.250 71 11.500
2 ACTUATOR! 030 0.030 235 0.350 527 2.750 612 12.000
A Handle, one per pole 035 0.035 240 0.400 430 3.000 712 12,500
B Handle, one per multipole unit 040 0.040 245 0.450 435 3.500 613  13.000
S Mid-Trip Handle, one per pole 045 0.045 250 0.500 440 4.000 614  14.000
L T Mid-Trip Handle, one per pole & Alarm Switch ) 050 0.050 255 0.550 445 4.500 615 15.000
055 0.055 260 0.600 450 5.000 616  16.000
( ) 060 0.060 265 0.650 455 5.500 617  17.000
3 POLES 065 0.065 270 0.700 460 6.000 618  18.000
1 One 3 Three 5 Five 070 0.070 275 0.750 465 6.500 620  20.000
L 2 Two 4 Four 6 Six J 075 0.075 280 0.800 470 7.000 622 22.000
080 0.080 285 0.850 475 7.500 624  24.000
( ) 085 0.085 290 0.900 480 8.000 625 25.000
4 CIRCUIT F®  Relay Trip (Current) 090 0.090 295 0.950 485 8.500 630  30.000
A2 Switch Only (No Coil) G Relay Trip (Voltage) 095 0.095 410 1.000 490 9.000 6358  35.000
B Series Trip (Current) H34  Dual Coil with Shunt Trip 210 0.100 512 1.250 495 9.500 6408  40.000
C  Series Trip (Voltage) Voltage Coil 215 0.150 415 1.500 610 10.000 6458  45.000
DS Shunt Trip (Current) K34 Dual Coil with Relay Trip 220 0.200 517 1.750 710 10.500 6508 50.000
__E®  ShuntTrip (Voltage) Voltage Coil J OR VOLTAGE COIL (NORMAL RATED VOLTAGE)
CODE AMPERES
r \ A06 6DC A32 32DC Ji12 12AC J65 65AC
5 AUXILIARY/ALARM SWITCHs 5 S.P.S.T, 0.093 Q.C. Term. A12 12DC A48 48 DC J18  18AC K20 120AC
0 w/o Aux Switch (Gold Contacts) A18 18DC A65 65DC J24 24 AC L40 240AC
1 S.P.D.T., 0.093 Q.C. Term. 7 S.PS.T, 0.110 Q.C. Term. A24 24DC Jo6  6AC J4g 48AC
2 S.P.D.T.,,0.110 Q.C. Term. (Gold Contacts)
4 S.P.D.T, 0.110 Q.C. Term. 8 S.P.S.T.,0.187 Q.C. Term.
(Gold Contacts) 9  S.PD.T,0.187 Q.C. Term. 8 TERMINAL® E!  Screw M4 (Bus Type)
\ J 110 Push-On 0.250 Tab (Q.C.) F Screw M5 w/upturned lugs
p N 211 Screw 8-32 w/upturned lugs and 30° bend
3 Screw 8-32 (Bus Type) G Screw M5 (Bus Type)
6 FREQUENCY & D_ELAY 4 Screw 10-32 w/upturned lugs and 30° bend
03 DC 50/60Hz, Switch Only 30 DC, 50/60Hz Instantaneous 5" Screw 10-32 (Bus Type) H''  Screw M5 (Bus Type)
10 DC Instantaneous 31 DC, 50/60Hz Ultra Short 6 Screw 8-32 w/upturned lugs L2 0.250 Q.C./ Solder Lug
11 DC Ultra Short 32 DG, 50/60Hz Short and 30° bend M" M6 Threaded Stud
12 DC Short 34 DG, 50/60Hz Medium 7 Screw 8-32 (Bus Type) and Q% Push-In Stud
14 DC Medium 367 DG, 50/60Hz Long 30° bend R Screw M4 w/upturned lugs
16 DClong 427 50/60Hz Short, Hi-Inrush 8 Screw 10-32 w/upturned lugs and 30° bend
20 50/60Hz Instantaneous 447  50/60Hz Medium, Hi-Inrush and 30° bend T Screw M4 (Bus Type)
21 50/60Hz Ultra Short 467  50/60Hz Long, Hi-Inrush 9 Screw 10-32 (Bus Type) and and 30° bend
22 50/60Hz Short 527 DC, Short,Hi-Inrush 30° bend P8 Printed Circuit Board
24 50/60Hz Medium 54; DC, Medium_, Hi-Inrush B Screw M5 w/upturned lugs Terminals
|26 50/60Hz Long 56”  DC, Long, Hi-Inrush ) c Screw M4 w/upturned lugs S8 Push-On 0.110 Tab (Q.C.)
Notes:
1 Actuator Code:
A: Handle tie pin spacer(s) and retainers provided un-assembled with multi-pole units. 9 ACTUATOR COLOR & LEGEND
B: Handle location as viewed from front of breaker: Actuator Color -0 ON-OFF Dual Legend Color
2pole-leftpole 3 pole -centerpole 4 pole - two handles at center poles White A B 1 Black
5 pole - three handles at center poles 6 pole - four handles at center poles Black C D 2 White
S: Handle moves to mid-position only upon electrical trip of the breaker. Available with Red F G 3 White
circuit codes B, C, D, E, F, G, Hand K. Green H J 4 White
T: Handle moves to mid-position and alarm switch activates only upon electrical trip of the Blue K L 5 White
breaker. Available with circuit codes B & C.
2 Switch Only circuits, rated up to 50 amps and 6 poles, and only available when tied to a Yellow M N 6 Black
protected pole (Circuit Code B, C, D or H.), For .02 to 30 amps, Gray P Q 7 Black
select Current Code 630. For 35 - 50 amps, select Current Code 650. Orange R S 8 Black
3 Available with terminal Codes 1, 2 and 3. Current Rating limited to 50A amps maximum. Black (short handle)'® T U 9 White
4 Consult factory for available Dual Coil options, as special catalog number is required.
With Shunt construction, Dual Coils will trip instantaneously on line voltage. Dual coils
require 30VA minimum power to trip and are rated for intermittent duty only.
5  Auxiliary Switch breakers with Series Trip & Switch Only circuits: < 30A - supplied with 10 MO,\;JO’\IU-I;\:.II\_IIﬁéBSA.I_F;[gERS BARRIERS
standard half shells. 35-50A - supplied with extended boat (B-Style) half shells.
On multi-pole breakers, one auxilary switch is supplied, mounted in the extreme right pole. Threaded Insert, 2 per pole
6  Separate pole type voltage coils not rated for continuous duty. Available only with delay 1 6-32 x 0.195 inches no
codes 10 and 20. A 6-32 x 0.195 inches yes
7  Available with Circuit Codes B & D only. VDE Certified to 30 amps. UL Recognized, CSA 2 ISO M3 x 5mm no
Accepted & TUV Certified to 50 amps. B ISO M3 x 5mm  (multipole only) yes
8  VDE Certification available with single pole breakers with DC Delay only. UL Recognition Front panel Snap-In, 0.75” wide bezel
0 asmd CS_I{\Aocepl)ted available in inmii and two pole breakﬁrs. 2 R 2 5 without Handleguard no
crew Terminals are recommended on ratings greater than 20 amps. Ratings over . :
amps are only available with Terminal Codeg 5,g 9,G,H,Mand Q.. ¢ 6 \ll:vnhotu t Hanld Ise guarld (rglgggolt? donlg) | yes
10 Terminal Code 1: VDE Certification up to 25 amps and UL Recognition and CSA ront panel Snap-in, 0. wi e” eze
Certification up to 30 amps, but not recommended over 20 amps. 7 Wlthc_)ut Han(_:lleguard, 1-pole 0.96” wide; ) no
11 Terminal Codes 3, 5, E and H (Bus Type) with VDE, are supplied with Lock Washers, multipole units have .105” bezel overhang on all sides
and Terminal Code M (M6 Threaded Stud) with VDE is supplied with Lock and Flat 8 without Handleguard, 1-pole 0.96” wide; yes
Washers. These breakers are only VDE Certified when the washers are used. (multipole only) .105” bezel overhang on all sides
12 Terminal Code L: VDE Certified available up to 12A. UL Recognized & CSA Accepted
available up to 30A.
13  Single pole breakers with Terminal Code P (Printed Circuit Board) are available up to 30 amps
with VDE Certification and 50 amps with UL Recognition and CSA Accepted, with Circuit 11 AGENCY APP_ROVAL
Codes A, B and C. Two pole breakers with Terminal Code P (Printed Circuit Board) are c UL Recognized & CSA Accepted
available up to 40 amps with UL Recognition and CSA Accepted with Circuit Codes A, B and C. D VDE Certified, UL Recognized & CSA Accepted
14 Terminal Code Q not available with VDE certification. E TUV Certified, UL Recognized & CSA Accepted
15  Single pole only. | UL Rec. STD 1077, UL Rec. 1500 (ignition protected), & CSA Accepted

60 Johnson Avenue - Plainville, CT 06062 - Phone: (860) 793-9281 - Fax: (860) 793-9231
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A-Series Handle UL489A - Ordering Scheme | 7

A

All-

B

0|-[14-

450/-/1 | Bj|1 |- M| T

1 2 3 4 5 8 9 10 11 12
Series Actuator  Poles Circuit Aux/Alarm Frequency Current Rating Terminal  Actuator ~ Mounting/ Max. Appl.  Agency
Switch & Delay Color Barriers Rating Approval
r N\ \
1 SERIES 9 ACTUATOR COLOR & LEGEND
L A ) Actuator Color ON-OFF Dual Legend Color
White 1 Black
( ) Black D 2 White
2 ACTUATOR! Red G 3 White
A Handle, one per pole Green J 4 White
S Mid-Trip Handle, one per pole Blue L 5 White
L T Mid-Trip Handle, one per pole & Alarm Switch ) Yellow N 6 Black
, V| S S : Black
range acl
3 POLES? Blackg(short handle)® U 9 White
1 One 3 Three L J
L2 Two 4 Four J <
r \ 10 MOUNTING/BARRIERS
4 CIRCUIT MOUNTING STYLE BARRIERS
B Series Trip (Current) Threaded Insert, 2 per pole
- o 1 6-32 x 0.195 inches no
r \ A 6-32 x 0.195 inches yes
5 AUXILIARY/ALARM SWITCH2 7  S.PS.T,0.110 Q.C. Term. 2 ISO M3 x 5mm ) no
0 w/o Aux Switch (Gold Contacts) B ISO M3 x 5mm  (multipole ‘3”'3() yes
1 SPD.T,0.093Q.C. Term. 8  SPST,0.187 Q.C. Term. Front panel Snap-In, 0.75” wide bezel
2 SPD.T,0.110Q.C. Term. 9  SPD.T,0.187Q.C. Term. 5 withoutHandleguard =~ no
L J 6 without Handleguard (multipole only) yes
p | Front panel Snap-In, 0.96” wide bezel
7 without Handleguard, 1-pole 0.96” wide; no
6 FREQUENCY & DELAY . multipole units aave .102“ bezel overhang on all sides
11 DC Ultra Short 52° DG, Short,Hi-Inrush 8 without Handleguard, 1-pole 0.96” wide; yes
12 DC Short 54°  DC, Medium, Hi-Inrush (multipole only) .105” bezel overhang on all sides
14 DC Medium 56°  DC, Long, Hi-Inrush - /
L 16 DC Long J r <\
11 MAXIMUM APPLICATION RATING
( ) M 80 DC
7 CURRENT RATING (AMPERES) - o
210 0100 285 0.850 455 5500 613 13.000 ( )
215 0.150 290 0.900 460 6.000 614  14.000 .}.2 AGESSCQYAQFS‘?E{SVAL
Zo omp  meome M oomm oo ||k UsoAUSTED voeceme
’ : : . J UL489A LISTED, TUV CERTIFIED
230 0.300 512 1.250 475 7.500 617  17.000 L ? J
235 0.350 415 1.500 480 8.000 618  18.000
240 0.400 517 1.750 485 8.500 620 20.000
245 0.450 420 2.000 490 9.000 622 22.000 Notes:
250 0.500 522 2.250 495 9.500 624  24.000 1 Actuator Code:
255 0.550 527 2.750 610 10.000 625 25.000 A: Handle tie pin spacer(s) a_n_d retainers providec_l un-a\_ssembled with multi-pole units.
260 0.600 430  3.000 710  10.500 630 30.000 S Handle moves to mid-position only upon electrical trip of the breaker. ) )
265 0.650 435 3.500 611 11.000 6353 35.000 'lI)'.r;aknet:Ie moves to mid-position and alarm switch activates only upon electrical trip of the
270 0.700 440 4.000 71 11.500 6407 40.000 2 Onmulti-pole breakers, one auxiliary switch is supplied, mounted in the extreme right pole.
275 0.750 445 4.500 612 12.000 6453 45.000 3 VDE Certri)fied to 30 amps. UL489Ary Listed to 50 ;rrr)Ips. e
| 280 0.800 450 5.000 712 12.500 650% 50.000 J 4 VDE Certification available with single pole breakers only. UL489A Listing available with one
and two pole breakers.
's \ 5 Screw Terminals are recommenge(é on gagn%s gre'\:ter (tjhgn 20 amps. Ratings over 30 amps
5 are only available with Terminal Codes 5, ,H,Mand Q.
?BTERP“SISI:_I(\)I; 0.250 Tab (Q.C.) 9 gg:etg; g 82 (Bus Type) and 6 Terminzll Code 1 (Push-On) available up to 25 amps with VDE Certification and 30 amps with
2 Screw 8-32; w/upturnec; Il..lgs B Screw M5 w/upturned lugs UL48-9A Listing, but s not recommended_ over 20 amps. i i
o 7 Terminal Codes 3, 5 and H (Bus Type) with VDE, are supplied with Lock Washers, and
3 Screw 8-32 (Bus Type) F Screw M5 w/upturned lugs Terminal Code M (M6 Threaded Stud) with VDE is supplied with Lock and Flat Washers.
4 Screw 10-32 w/upturned lugs and 30° bend These breakers are only VDE Certified when the washers are used.
57 Screw 10-32 (Bus Type) G Screw M5 (Bus Type) 8  Single pole breakers with Terminal Code P (Printed Circuit Board) are available up to
6 Screw 8-32 w/upturned lugs and 30° bend 30 amps with VDE Certification and 50 amps with UL489A Listing.
and 30° bend H Screw M5 (Bus Type) 9  Terminal Code Q not available with VDE certification.
7 Screw 8-32 (Bus Type) and M7 M6 Threaded Stud 10 Single pole only.
30° bend P8  Printed Circuit Board Terminals
8 Screw 10-32 w/upturned lugs Q°  Push-In Stud

and 30° bend

60 Johnson Avenue - Plainville, CT 06062 - Phone: (860) 793-9281 - Fax: (860) 793-9231
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8 | A-Series Handle WORLD - Ordering Scheme

AllA3/-BJ|0|-[14/-450/—- 1] A][1-|P

1 2 3 4 5 8 9 10 11
Series Actuator  Poles Circuit Aux/Alarm Frequency Current Rating Terminal ~ Actuator ~ Mounting/ Agency
Switch & Delay Color Barriers Approval
r \
r \
8 TERMINAL?®

}\SERIES 119 Push-On 0.250 Tab (Q.C.) B Screw M5 w/upturned lugs
\ J 2 Screw 8-32 w/upturned lugs C Screw M4 w/upturned lugs
r N\ 3" Screw 8-32 (Bus Type) E'  Screw M4 (Bus Type)

2 ACTUATOR! 4 Screw 10-32 w/upturned lugs F Screw M5 w/upturned lugs

A Handle, one per pole 511 Screw 10-32 (Bus Type) and 30° bend

B Handle, one per multi-pole unit 6 Sc(r‘ew 8-;)32 \év/upturned lugs G Sccrjew ML—? (Bdus Type)

S Mid-Trip Handle, one per pole and 30° ben and 30° ben

T Mid-Trip Handle, one per pole & Alarm Switch 7 Screw 8-32 (Bus Type) and ' Screw M5 (Bus Type)
~ - 30° bend R Screw M4 w/upturned lugs
- N 8 Screw 10-32 w/upturned lugs and 30° bend

3 POLES and 30° bend T Screw M4 (Bus Type)

1 One 3 Three 5 Five 9 Screw 10-32 (Bus Type) and and 30° bend
L 2 Two 4 Four 6 Six J A 30° bend )
r N “\

4 CIRCUIT D3 Shunt Trip (Current) 9 ACTUATOR COLOR & LEGEND

A2 Switch Only (No Coil) E3  Shunt Trip (Voltage) Actuator Color -0 Dual Legend Color

B Series Trip (Current) H34  Dual Coil with Shunt Trip White A 1 Black

(o] Series Trip (Voltage) Voltage Coil Black C 2 White
\ J Red F 3 White
- N Green H 4 White

5 AUXILIARY/ALARM SWITCHS %‘gw K : ‘é‘{g‘c‘f

0 w/o Aux Switch 4 S.P.D.T,,0.110 Q.C. Term. Gray ) 7 Black
L 2 S.P.D.T, 0.110 Q.C. Term. (Gold Contacts) J Orange R 8 Black

6 FREQUENCY & DELAY 10 MOUNTING/BARRIERS

03 DC 50/60Hz, Switch Only 30 DC, 50/60Hz Instantaneous
10 DC Instantaneous 31 DC, 50/60Hz Ultra Short MOUNTING STYLE BARRIERS
11 DC Ultra Short 32 DG, 50/60Hz Short . gh',:ade;’ '"?e’}‘; 2 per pole
12 DC Short 34 DC, 50/60Hz Medium A '32 x0. 195 nones no
14 DC Medium 36  DC, 50/60Hz Long A ?s% r\)/(|0' 95 inches yes
16 DC Long 427 50/60Hz Short, Hi-Inrush R Mg x gm"‘ ool ol no
20  50/60Hz Instantaneous 447 50/60Hz Medium, Hi-Inrush SO M3 x Smin (”“I’ tipole on y_)d bezel yes
21 50/60Hz Ultra Short 467  50/60Hz Long, Hi-Inrush 5 Tt‘;" fﬁ“e o “ap'(;" -/57 wide beze!
22 50/60Hz Short 527 DC, Short,Hi-Inrush without Rand eguar ) no
24 50/60Hz Medium 547 DG, Medium, Hi-Inrush 6 "F""h"t“‘ Ha”f};g“a’;’ (’glggpo'e d°”'g’) | yes
7 . ront panel Snap-In, 0.96” wide bezel
\ d 50/60Hz Long 56 DC, Long, Hi-Inrush J 7 without Handleguard, 1-pole 0.96” wide; no
p N multipole units have .105” bezel overhang on all sides
8 without Handleguard, 1-pole 0.96” wide; yes
ZOEEU E‘nﬁigs'r RATING (AMPERES) (multipole only) .105” bezel overhang on all sides
\ J
210 0.100 285 0.850 455 5.500 613  13.000
215 0.150 290 0.900 460 6.000 614  14.000 ( )
220 0.200 295 0.950 465 6.500 615  15.000 11 AGENCY APPROVAL
225 0.250 410 1.000 470 7.000 616  16.000 P TUV Certified, UL Recognized & CSA Accepted
230 0.300 512 1.250 475 7.500 617  17.000 Q UL Rec. STD 1077, UL Rec. 1500 (ignition protected), & CSA Accepted
235 0.350 415 1.500 480 8.000 618  18.000 -
240 0.400 517 1.750 485 8.500 620 20.000 Notes:
245 0.450 420 2.000 490 9.000 622  22.000 1 Actuator Code:
ggg 3.508 gzg 3'258 g?g ?osggo ggg 24883 A: Handle tie pin spacer(s) and retainers provided unassembled with multi-pole units.
-55 75 . 5. S: Handle moves to mid-position only upon electrical trip of the breaker. Available with circuit
260 0.600 430 3.000 710 10.500 630B 30.000 codes B, C, D, E, and H.
265 0.650 435 3.500 611 11.000 635° 35.000 T: Handle moves to mid-position and alarm switch activates only upon electrical trip of the
270 0.700 440 4.000 71 11.500 6408 40.000 breaker. Available with circuit codes B & C.
275 0.750 445 4.500 612 12.000 6458  45.000 2 Switch Only circuits, rated up to 50 amps and 6 poles, and only available when tied to a
280 0.800 450 5.000 712 12.500 6508 50.000 Erot:esgtecé gole (Circu:t goge B, (t:CD é)r 25)0 For .01 to 30 amps, select Current Code 630.
or 35 - 50 amps, select Current Code 650.
g?svgﬂk;/:f'f COIL (NORMAL RATED VOLTAGE)® 3 Available with terminal Codes 1, 2 and 3. Current Rating limited to 30 amps maximum.
4 Consult factory for available Dual Coil options, as special catalog number is required.
222 12 Bg ﬁgg ig Bg j}: 12 :g ‘Ij(62% 123 28 With Shunt construction, Dual Coils will trip instantaneously on line voltage. Dual coils
require
:;2 ;3 Bg JAS: 62 ’Eg jig 4213 ﬁg L40 240AC 30VA minimum power to trip and are rated for intermittent duty only.

On multi-pole breakers, one auxilary switch is supplied, mounted in the extreme right pole.

5

6  Separate pole type voltage coils not rated for continuous duty. Available only with delay
codes 10, 20 & 30.

7  Available with Circuit Codes B & D only. VDE Certified to 30 amps. UL Recognized, CSA
Accepted & TUV Certified to 50 amps.

8  Available up to two poles with AC or DC delays.

9  Screw Terminals are recommended on ratings greater than 20 amps. Ratings over 30
amps are only available with Terminal Codes 5, 9, G and H.

10 Terminal Code 1: TUV Certification up to 30 amps, but not recommended over 20 amps.

11 Terminal Codes 3, 5, 7, 9, E, G and H (Bus Type) are supplied with Lock Washers.
These breakers are only TUV Certified when the washers are used.

60 Johnson Avenue - Plainville, CT 06062 - Phone: (860) 793-9281 - Fax: (860) 793-9231
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A-Series Rocker UL 489A - Ordering Scheme | 9

AllFI[1]-

B

0

-[1][8][1]-M]|[T

14

450

1 2 3 4 5 8 9 10 11 12
Series Actuator  Poles Circuit Aux/Alarm Frequency Current Rating Terminal  Actuator ~ Mounting/ Max. Appl.  Agency
Switch & Delay Color Barriers Rating Approval
r r \
1 SERIES 8 TERMINALS 9 Screw 10-32 (Bus Type) and
L A 16 Push-On 0.250 Tab (Q.C.) 30° bend
2 Screw 8-32 w/upturned lugs B Screw M5 w/upturned lugs
( 37 Screw 8-32 (Bus Type) F Screw M5 w/upturned lugs
2 ACTUATOR! 4 Screw 10-32 w/upturned lugs and 30° bend
Two Color Visi-Rocker Push-To-Reset, Visi-Rocker 57 Screw 10-32 (Bus Type) G Screw M5 (Bus Type)
Cc Indicate ON, vertical legend N Indicate OFF, 6 Screw 8-32 w/upturned lugs and 30° bend
D Indicate ON, horizontal legend vertical legend and 30° bend H Screw M5 (Bus Type)
F Indicate OFF, vertical legend (o] Indicate OFF, 7 Screw 8-32 (Bus Type) and M7 M6 Threaded Stud
G Indicate OFF, horizontal legend horizontal legend 30° bend p8 Printed Circuit Board Terminals
Single color Push-To-Reset , Single color 8 Screw 10-32 w/upturned lugs Q°  Push-In Stud
J Vertical legend R Vertical legend and 30° bend
K Horizontal legend u Horizontal legend - 7
ROCKER STYLE DESCRIPTIONS ( )
INDICATE "ON" INDICATE "OFF" SINGLE COLOR 9 ACTUATOR COLOR & LEGEND
- CODE'C CODE TN CODE T T Actuator or Marking: Marking Color
2. Visi-Color'® ON-OFF Dual™® Single Color Visi-Rocker
2d o White B 1 Black White
E’a {V Black D 2 White n/a
i Red G 3 White Red
CODE'G" 0" CODE K", U Green J 4 White Green
2 Blue L 5 White Blue
&2 I Yellow N 6 Black Yellow
TH Gra Q 7 Black Gra
2 e Cé e % L Oraxge S 8 Black Oraﬁge )
\
's ( D
3 POLES? 10 MOUNTING/BARRIERS™
1 One 2 Two 3 Three STANDARD ROCKER BEZEL BARRIERS
\ Threaded Insert, 2 per pole
p 1 6-32 x 0.195 inches no
A 6-32 X 0.195 inches (multi-pole units only) yes
4 CIRCUIT 2 ISOM3x5mm no
__B Series Trip (Current) B ISO M3 x 5mm_ (multi-pole units only) yes
ROCKERGUARD & PUSH-TO-RESET BEZEL
( Threaded Insert, 2 per pole
5 AUXILIARY/ALARM SWITCH? 7 S.P.S.T, 0.110 Q.C. Term. 3 6-32 x 0.195 inches no
0 w/o Aux Switch (Gold Contacts) c 6-32 x 0.195 inches (multi-pole units only) yes
1 S.P.D.T, 0.093 Q.C. Term. 8 S.P.S.T, 0.187 Q.C. Term. 4 1SO M3 x 5mm no
2 S.P.D.T, 0.110 Q.C. Term. 9 S.P.D.T,, 0.187 Q.C. Term. D ISO M3 x 5mm (multi-pole units only) yes
- FRONT PANEL SNAP-IN BRACKET, 0.744” [18.90mm] wide bezel
r 8 without Rockerguard (single pole units only) no
6 FREQUENCY & DELAY H with Rockerguard (single pole units only) no
1 DC Ultra Short 52 DC, Short,Hi-Inrush FRONT PANEL SNAP-IN BRACKET, 0.96” [24.48mm] wide bezel
12 DC Short 54 DC, Medium, Hi-Inrush 9 without Rockerguard (single pole units only) no
14 DC Medium 56 DC, Long, Hi-Inrush L J with Rockerguard (single pole units only) no )
16 DC Long
\ - <
- 11 MAXIMUM APPLICATION RATING
7 CURRENT RATING (AMPERES) (M _80DC J
CODE AMPERES
210 0.100 285 0.850 455 5.500 613  13.000 ( )
215 0.150 290 0.900 460 6.000 614  14.000 12 AGENCY APPROVAL
220 0.200 295 0.950 465 6.500 615  15.000 T UL489A LISTED
225 0.250 410 1.000 470 7.000 616  16.000 K UL489A LISTED, VDE CERTIFIED
230 0.300 512 1.250 475 7.500 617  17.000 L J UL489A LISTED, TUV CERTIFIED )
235 0.350 415 1.500 480 8.000 618  18.000
240 0.400 517 1.750 485 8.500 620 20.000 Notes:
245 0.450 420  2.000 490 9.000 622 22.000 1 Push-To-Reset actuators have OFF portion of rocker shrouded.
250 0.500 522 2.250 495 9.500 624  24.000 2 Mulii-pole breakers have all breakers identical except when specifying Aux. switch and/or
255 0.550 527 2.750 610 10.000 625  25.000 mixed poles, and have one rocker per breaker.
260 0.600 430 3.000 710 10.500 630  30.000 3 Auxiliary Switch breakers with Series Trip circuits: < 30A, are supplied with standard half shells.
265 0.650 435 3.500 611 11.000 6354 35.000 30-50A are supplied with extended boat (B-Style) half shells.
270 0.700 440 4.000 711 11.500 6404 40.000 4 VDdE“Sertifilcatbion ivailable with single pole breakers only. UL489A Listing available with one
275 0.750 445  4.500 612 12.000 6454 45.000 and two po'e breaxers. . )
5  Screw Terminals are recommended on ratings greater than 20 amps. Ratings over 30 amps
L 280 0.800 450 5.000 712 12.500 650* 50.000 are only available with Terminal Codes 5, 9, % ?1 Mand Q. ’ ¢ )
6  Terminal Code 1 (Push-On) available up to 25 amps with TUV or VDE Certification and 30
amps with UL489A Listing, but is not recommended over 20 amps.
7  Terminal Codes 3, 5 and H (Bus Type) with TUV or VDE, are supplied with Lock Washers, and
Terminal Code M (M6 Threaded Stud) with VDE is supplied with Lock and Flat Washers.
These breakers are only TUV or VDE Certified when the washers are used.
8  Single pole breakers with Terminal Code P (Printed Circuit Board) are available up to 30 amps
with VDE Certification and 50 amps with UL489A Listing.
9  Terminal Code Q not available with VDE certification.
10  Color shown is Visi and Legend with remainder of rocker black. Dual = ON-OFF/I-O legend.

1

Legend on Push-to-reset bezel/shroud is white with single color actuator codes R & U.
Legend on Push-To-Reset bezel/shroud matches Visi-Color of rocker with actuator codes
N & O. Rockerguard available with actuator codes C through K

60 Johnson Avenue - Plainville, CT 06062 - Phone: (860) 793-9281 - Fax: (860) 793-9231
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10 | A-Series Handle - Circuit & Terminal Diagrams

CIRCUIT BREAKER PROFILE CIRCUIT SCHEMATIC = T CIRCUIT SCHEMATIC [= T
S8 [KeB 338528
2 TERMINALS ANSI 29259 ANSI 20 259
. SWITCH ONLY (N0 o) [6° | & © SERIES TRIP S°| 3°
[ ©
®) LINE T
LINE (
MAIN TERMINALS T
(SEE TABLE A) (
A 0 BC 0
©
6 LOAD
LOAD
1.640 [41.66] LOAD
5 TERMINALS 500[13.21 SWITCH ONLY (NO COIL) SERIES TRIP WITH (3)
-520[13.21] WITH AUXILIARY SWITCH AUXILIARY/ALARM SWITCH
@) LINE LINE LINE
o c A, [ [ [
1 € ( 1
TERMINALS ]
o INO ™™, & STD. AUX. e': T_o Al 2 ! No No o |Bc| 2
R M SW. WITH ! NO 3 - l_" 3
4 e VDE OR 4 4
i, SRAGENCY
) o TERMINALS CODE "P" c S 5°
LOAD LOAD LOAD
.205[5.21] ——1 ASU;MS‘B‘:??H ALARM SWITCH
3 TERMINALS SHUNT TRIP DUAL COIL; SERIES TRIP CURRENT COIL,
SHUNT TRIP VOLTAGE COIL
o LINE
5 T LINE T
&( DE| o H 0
:.4{ SHUNT
) 1390[9.91] VOLTAGE
© LOAD LOAD colL
4 TERMINALS RELAY TRIP DUAL COIL; SERIES TRIP CURRENT COIL,
® LIN&) RELAY TRIP VOLTAGE COIL
[@
©) .780[19.81] (T LINE T®
&( @) LOAD FG | o %@ K| o
— REL,
; VOLTAGE
D 6‘ @ @ COIL
©
@ .390[9.91] LOAD 5@
RELAY

AUXILIARY/ALARM SWITCH TERMINAL DETAIL

205 [5.21] ——1
O 239 [6.07]

WNE [y 344[8.74] 25006.35] 1
e | -
) _
- A D 110[2.79] .093[2.36]
LOAD o 406[10.31] .050 DIA [@1.27]
<30 AMPS 677 117.19] JAB@QC) TAB@QC)
-520[13.21] .051 DIA[@1.29] .110[2.80]
295 [7.49] 2 PLCS i
ot F
087 [2.20] —J
287[7.29] —
TAB (Q.C))
1.000 [25.40]
> 30 AMPS

Notes:

1
2
3

All dimensions are in inches [millimeters].
Tolerance +.020 [.51] unless otherwise specified.

Alarm Switch available with .110 x .020 Q.C. & Solder Lug Terminals Only.

60 Johnson Avenue - Plainville, CT 06062 - Phone: (860) 793-9281 - Fax: (860) 793-9231
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A-Series Handle - Circuit & Terminal Diagrams | 11

HANDLE POSITION VS. AUX/ALARM SWITCH MODE
STANDARD C/B MID_TRIP C/B MID_TRIP C/B
CIRCUIT
BREAKER HANDLE POSITION AUX. SWITCH MODE HANDLE POSITION ~ |ALARM SWITCH MODE | HANDLE POSITION | AUX. SWITCH MODE
MODE (wio ALARM SWITCH)
—— —— ——
30° 30° 30°
3 =2 T =] T
Ral o« o
° NC NO C ° NC  NO C ° NC NO C
——
w —e w o —e
, ; ,
ON N .—‘ D
30° 30° a0
NC N0 C NC  NO C NC NO C
—— —e ——
30° ) 90° 90°
_ L o o |
ELECTRICAL ﬁ/é ’—‘ TP e .—‘
TRIP
o
o NC  NO C NC  NO C NC NO C
TERMINAL DIMENSIONAL DETAIL & RATING 1.000 [25.40]
| 392[9.97)
= .360[9.14] == .392[9.96] — .392[9.96] 344[8.74] 361[9.17] 750[19.05] ‘ Ry A Cay
Ee 9 E@ t OF - Ei@m %ﬁ
[
250(6.35] 375(9.53] 375[9.53]
.250[6.35] 110[2.79] .405[10.29]  -100 [2.54] ——=
.069[1.75] DIA 093DIA [.76] 750 [19.05) 1154 [3.91] DIA
TAB (Q.C) UPTURN LUG BUS QC SOLDER LUG .110QC M6 STUD PUSH-IN STUD
30 AMP #8-32 30 AMP #8-32 30 AMP. 30 AMP VOLTAGE COILS 50 AMP 50 AMP
#10-32 30 AMP #10-32 50 AMP ONLY
M5 30 AMP
M4 30 AMP
E TABLE A
161 DIA [@ 4.10] TIGHTENING TORQUE
SPECIFICATIONS
THREAD SIZE TORQUE
PUSH-IN STUD #6-32 & M3 MOUNTING 7-9 IN-LBS
MATING HOLE HARDWARE [0.8-1.0 NM]
#8-32 & M4 THREAD 12-15 IN-LBS
TERMINAL SCREW [1.4-1.7 NM]
#10-32 & M5 THREAD 15-20 IN-LBS
TERMINAL SCREW [1.7-2.3 NM]
520 [13.21]
TABLE B
TERMINAL DESCRIPTION DEPTH
Q] LINE BEHIND PANEL
TAB (Q.C.) 2.000 [50.80]
MAIN
SCREW TYPE 2.032 [51.60]
2,000 [50.80] SHUNT, RELAY | TAB(Q.C.) 2.207 [56.10]
& SCREW #8-32
DUAL COIL | W/UPTURNED LUGS 2:364 [60.05]
LOAD AUX. SWITCH* .093 TAB (Q.C.) 2.095 [53.20]
©] 110 TAB (Q.C.) 2.189 [55.60]
SOLDER TYPE 1.970 [50.00
BARRIER FOR L ]
UL-RECOGNIZED MULTI-POLE * AVAILABLE ON SERIES TRIP AND SWITCH ONLY CIRCUITS.
BREAKERS WHEN CALLED FOR ON MULTI-POLE UNITS, ONLY ONE AUX.
SWITCH IS NORMALLY SUPPLIED, AS SHOWN IN MULTI-POLE
IDENTIFICATION SCHEME.
SEE TABLE-B
DEPTH BEHIND PANEL h»— 1393 [9.96] REF
on | LINE Q @ Q @
i T (NETZ) @@ T \Z
MID =
TRIP o
—© 1.560 [39.62] TYP 1.986[49.17] 1.350 [34.29] ot 1560 [39.62] TYP
OFF
0 J
T LOAD o@ = L
© (LAST) 2 % e
L 032 [.81]
1 .640R[4E::-66] TYP M6 STUD PUSH-IN SCREW TERMINAL
STUD WITH 30° BEND

1220 [5.59] TYP

Notes:

1 All dimensions are in inches [millimeters].

2 Tolerance +.020 [.51] unless otherwise specified.

3 Alarm Switch available with .110 x .020 QC & solder lug terminals only.
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12 | A-Series Handle - Form & Fit Drawings

#6-32 [M3] THREAD X .195 [4.95] DEEP 1.640 [41.66] <
2 PLCS PER POLE 130 [3.30] ™
.610[15.49] SEE NOTE 3
LINE
/)\ E —3 q ()
ON | IO
T b T
1-POLE 1.660[42.16] TYP ~ 2.000 [50.80] TYP o =il
(AA1) . [42.16] . [50.80] \3/ 1.560 [39.62] TYP
{— 590 DIA [@14.99]l FF
© - e
O ioap [,
% TAB (Q.C.) TYPE TERMINALS IN
690 [17.50] — 2.000 [50.80] TAB (Q.C.) TYPE SERIES TRIP CIRCUIT
170 [4.32] CONFIGURATION SHOWN.
.250[6.35] 2.032[51.61] SCREW TYPE FOR OTHER CONFIGURATIONS,
- .755 [19.18] MAX SHORT HANDLE SEE CIRCUIT AND TERMINAL
DIAGRAMS.
TYPICAL - OPTIONAL
I "ON-OFF" LEGEND I
2-POLE 2-POLE
(AA2) (AB2)
|
750 [19.05]
- »1— 1.515 [38.48] MAX - »1— 1.515 [38.48] MAX
l I
3-POLE
(AA3) 3-POLE
(AB3)
l I
- 750 [19.05] TYP
| 2.265[57.53] MAX | ~= 2265[57.53] MAX B
MULTI-POLE HANDLE TIE KIT
i © % @ % @ % @ i SHIPPED BULK i i
WFF WFF WFF
4-POLE 4-POLE
(AA4) (AB4)
l I l I
@
~——»— 750 [19.05] TYP
l——— 3015 [76.58] MAX ~ —8=
le——— 3015[76.58]| MAX ~ —=
+.010 [+.25]
.156 DIA [23.96] ~000 -00]
' PLCS TYP 630 DIA [916.00]
PER POLE ONE PER POLE
Ve 7 s
LINE r# r# r -
1.660 [42.16] § \\l Vv \\l Y \\l Y
1.050 [26.67] ‘ ‘ ‘ ‘
750 [19.05] TYP —f=—
LOAD PER POLE
AA1, AB2, AB3——7
AA2, AB4
<— AA3
< AA4
MULTI-POLE IDENTIFICATION SCHEME
AS VIEWED FROM TERMINAL END OF BREAKER.
PANEL CUTOUT DETAIL

TOLERANCES +.005 [+.12]
UNLESS OTHERWISE SPECIFIED

Notes:

1 All dimensions are in inches [millimeters].

2 Tolerance +0.20 [.51] unless otherwise specified.
3  Foragency code P =.150 [3.81].
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A-Series Handle - Front Panel Snap-In Mounting Style5 | 13

f=— 1.640[41.66] —=|
Typ 1 560 (39,62 755 [19.18]
A25[3.18] — [+— 560[39.62] MAX BREAKER WIDTH
12N nillm
Q
ON @ L=,,, LINE T { o !
- 2,000 [50.80] TYP
1 POLE
2.598 [65.99] TYP 60 i
(AAT) \&& f
1.220 [31.00] TYP
OFF @
L—_Y LoAD e
©) { )
\_\/ m Ll
250[6.35] L 2.000(50.80] —»—.250 TAB (Q.C.) TYPE TAB (Q.C.) TYPE TERMINALS
-744[18.90] (SHORT HANDLE) IN SERIES TRIP CIRCUIT
CONFIGURATION SHOWN.
690 [17.50] 2032[51.61] ———SCREW TYPE FOR OTHER CONFIGURATIONS,
SEE CIRCUIT AND TERMINAL
DIAGRAMS.
010  [.25]
fe————3030[76.96] ————*
2 POLE 2 POLE A —
(AA2) (AB2)
= 1.530(38.86]
o0 (25
770 [19.56] —4——‘
L 1.488 [37.80] *J L 1.488 [37.80] »‘
| | |
2187 [55.55] TYP | | |
3 POLE 3 POLE ‘Eﬁ’
(AA3) (AB3) o N
l— AA2, AB2 —
fe———— AA3,AB3 ——»
AA4, AB4
L— 2.232[56.69] 4—‘ —— 2.232[56.69] ——* PANEL CUTOUT DETAIL
4 POLE 4 POLE
(AA4) (AB4)
p 2.976 [75.59] 4—J
le—————— 2,976 [75.59]

\

MULTI-POLE HANDLE
TIE KIT SHIPPED BULK

Notes:

1 All dimensions are in inches [millimeters].

2  Recommended panel thickness: .040 [1.02] to .100 [2.54].
3  Tolerance +.020 [.51] unless otherwise specified.
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14 | A-Series Handle - Front Panel Snap-In Mounting Style 7

(= 1.640[41.66] =
TYP .755[19.18]
125[3.18] — [=— 1.560 [39.62] MAX
I Tvp BREAKER
> WIDTH ! ;
ON Q LINE 4
Mo T
60 7 o 2.000 [50.80] TYP
1 POLE 2,598 [65.99] TYP K T
(AAT) \/ / 1.220 [31.00] TYP
OFF . .
©) e
G LOAD i j
In”
:250[6.35] [=— 2.000[50.80] —=1—250 TAB (Q.C.) TYPE TAB (Q.C.) TYPE TERMINALS
960[2438] - (SHORT HANDLE) IN SERIES TRIP CIRCUIT
NFIGURATION SHOWN.
eeonTSol 203251611 ———SCREWTYPE FOR OTHER CONFIGORATIONS,
SEE CIRCUIT AND TERMINAL
DIAGRAMS.
010 [.25]
f«— 3.030[76.96] —
010 [.25]
2 POLE 2 POLE —— 2.280[57.91] —
"2 (he2) e
010 [25]
770 [19.56]
I« 1.700 [43.18] l«— 1.700 [43.18] —
012 [130] ‘ ‘ ‘

2.187 [55.55] TYP ! ! !

3 POLE @@@ 3 POLE @
(AA3) (AB3) —= AAT e

— AA2, AB2 —»

~— AA3,AB3 —

AA4, AB4
le——2450[62.23] — le—— 2450[62.23] —
PANEL CUTOUT DETAIL
(AA4) (AB4)
b 3.190[81.03] le————— 3.190[81.03] —— >
MULTI-POLE HANDLE TIE KIT\

SHIPPED BULK

Notes:

1 All dimensions are in inches [millimeters].
2  Recommended panel thickness: .040 [1.02] to .100 [2.54].
3  Tolerance +.020 [.51] unless otherwise specified.
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A-Series Sealed Toggle UL Recognized - Ordering Scheme | 15

AMI{1]/-B]|0 -11]0J|1]-C

10/-1450

1 2 3 4 5 8 9 10 11
Series Actuator  Poles Circuit Aux/Alarm Frequency Current Rating Terminal ~ Actuator  Mounting/ Agency
Switch & Delay Color Barriers Approval
1 SERIES 8 TERMINAL?® E Screw M4 (Bus Type)
A 110 Push-On 0.250 Tab (Q.C.) F Screw M5 w/upturned lugs
2 Screw 8-32 w/upturned lugs and 30° bend
3 Screw 8-32 (Bus Type) G Screw M5 (Bus Type)
2 ACTUATOR! . 4 Screw 10-32 w/upturned lugs and 30° bend
M Sealed Toggle, one per unit 5 Screw 10-32 (Bus Type) H Screw M5 (Bus Type)
6 Screw 8-32 w/upturned lugs L2 0.250 Q.C./ Solder Lug
and 30° bend M M6 Threaded Stud
3 POLES 7 Screw 8-32 (Bus Type) and Q Push-In Stud
1 One 30° bend R Screw M4 w/upturned lugs
2 Two 8 Screw 10-32 w/upturned lugs and 30° bend
3 Three and 30° bend T Screw M4 (Bus Type)
9 Screw 10-32 (Bus Type) and and 30° bend
30° bend P'2  Printed Circuit Board
4 CIRCUIT F3 Relay Trip (Current) B Screw M5 w/upturned lugs Terminals
A2 Switch Only (No Coil) G3 Relay Trip (Voltage) L C Screw M4 w/upturned lugs S Push-On 0.110 Tab (Q.C.)
B Series Trip (Current) H34  Dual Coil with Shunt Trip
C Series Trip (Voltage) Voltage Coil s
D3 Shunt Trip (Current) K34  Dual Coil with Relay Trip 9 LEGEND PLATE
E3 Shunt Trip (Voltage) Voltage Coil 0 No legend plate
\
5 AUXILIARY/ALARM SWITCHs 5 S.P.S.T,, 0.093 Q.C. Term. 10 MOUNTING/BARRIERS
0 w/o Aux Switch (Gold Contacts) MOUNTING STYLE BARRIERS
1 S.P.D.T,, 0.093 Q.C. Term. 7 S.P.S.T,, 0.110 Q.C. Term. 1 Standard Hex Nut no
2 S.P.D.T,, 0.110 Q.C. Term. (Gold Contacts) A Standard Hex Nut (multipole only) yes
4 S.P.D.T, 0.110 Q.C. Term. 8 S.P.S.T, 0.187 Q.C. Term. \
(Gold Contacts) 9 S.P.D.T,, 0.187 Q.C. Term. -
11 AGENCY APPROVAL
C UL Recognized & CSA Accepted
6 FREQUENCY & DELAY 1 UL Recognized, CSA Accepted, UL1500 Ignition Protected
03 DC 50/60Hz, Switch Only 30 DC, 50/60Hz Instantaneous -
10 DC Instantaneous 31 DC, 50/60Hz Ultra Short Notes:
n DC Ultra Short 32 DG, 50/60Hz Short 1 Actuator Code M: Handle location as viewed from front of panel:
12 DC Short 34 DC, 50/60Hz Medium Al : ) panet:
" pole - right pole 3 pole - center pole
14 DC Medium 367 DC, 50/60Hz Long 2 Switch Only circuits, rated up to 50 amps and 3 poles. Only available when tied to a
16 DCLong 427 50/60Hz Short, Hi-Inrush protected pole. For .02 to 30 amps, select Current Code 630. For 35 - 50 amps,
20 50/60Hz Instantaneous 447  50/60Hz Medium, Hi-Inrush select Current Code 650.
21 50/60Hz Ultra Short 467  50/60Hz Long, Hi-Inrush 3 Available with terminal Codes 1, 2 and 3. Current Rating limited to 30 amps maximum.
22 50/60Hz Short 527 DC, Short,Hi-Inrush 4 Consult factory for available Dual Coil options, as special catalog number is required. With
24 50/60Hz Medium 547  DC, Medium, Hi-Inrush Shunt construction, Dual Coils v;ill trip ins(tjafr1tantteousl¥t or]( Icijn?y voltlage. Dual coils require
7 i 30VA minimum power to trip and are rated for intermittent duty only.
\ 26 50/60Hz Long s6 DC, Long, Hi-lnrush J 5 Auxiliary SwitchF;vailabIe oFr)1 Series Trip & Switch Only circuits, Iim);ted to 30 amps.
p 6 Snltmulti-pﬁle brtealieasf, one atL.inIiary sdwitcfkis 'SIUEFHEdi molijr?gsc: in th% ext;%me (l;ng%t pole.
loltage coils not rated for continuous duty. Available only with delay codes 10 and 20.
ZOS:EU ?ﬁi’;‘g RATING (AMPERES) 7 Availgble with Cirgjit Codes B & D only. \¥DE Certified tc)), 30 amps.y UL Recognized, CSA
Accepted & TUV Certified to 50 amps.
020  0.020 225 0.250 420 2.000 611 11.000 8 UL Rgcognition and CSA Certificatign available on one and two pole breakers.
025 0.025 230 0.300 522 2.250 711 11.500 9  Screw Terminals are recommended on ratings greater than 20 amps. Ratings over
030 0.030 235 0.350 527 2.750 612  12.000 30 amps are only available with Terminal Codes 5, 9, B, F, G, H, Mand Q.
035 0.035 240 0.400 430 3.000 712 12.500 10 Terminal Code 1: UL Recognition and CSA Certification up to 30 amps, but not
040 0.040 245 0.450 435 3.500 613  13.000 recommended over 20 amps.
045 0.045 250 0.500 440  4.000 614  14.000 11 Terminal Code L : available up to 30A.
050 0.050 255 0.550 445 4.500 615 15.000 12 Single pole breakers with Terminal Code P (Printed Circuit Board) are available up to
055 0.055 260 0.600 450 5.000 616  16.000 Sg amps, with CBlrcun Codes A,.leallnd C. 'I"two pole brgﬁkgrs with Termx]allaCode P
060 0.060 265 0.650 455 5.500 617  17.000 (Printed Circuit Board) are available up to 40 amps with Circuit Codes A, B and C.
065 0.065 270 0.700 460 6.000 618  18.000
070 0.070 275 0.750 465 6.500 620  20.000
075 0.075 280 0.800 470 7.000 622  22.000
080 0.080 285 0.850 475 7.500 624  24.000
085 0.085 290 0.900 480 8.000 625  25.000
090 0.090 295 0.950 485 8.500 630  30.000
095 0.095 410 1.000 490 9.000 6358 35.000
210 0.100 512 1.250 495 9.500 6408  40.000
215 0.150 415 1.500 610 10.000 6458  45.000
220 0.200 517 1.750 710 10.500 6508 50.000
OR VOLTAGE COIL (NORMAL RATED VOLTAGE)s
CODE AMPERES
A06 6DC A32 32DC J12 12AC J65 65AC
A12 12DC A48 48DC J18 18AC K20 120AC
A18 18DC A65 65DC J24 24AC L40 240AC
\ A24 24DC JO6 6AC J48 48AC )
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16 | A-Series Sealed Toggle - Form & Fit Drawings

KEYWAY
.060[1.52]-.065[1.65] WIDE 750 [19.05] - -
(030[.76]-.035[.89] DEEP - 625 [15.87]
#6-32 MTG.SCREW 755[19.18] MAX, =t
FOR HIGH SHOCK
~—— 125[3.17
| MTG. S13:.17]
@)
@ LOA b ocwasher —— [@ ] Lo L0
B 1.340 [34.92] T 2.000 [50.80]
o6°
1 POLE 656 [16.66] ON A 1.560[39.62]
(AM1) it
al . .
OU/ =i
OFF o)
3 — — ==
&) | une 0] LNE ] )
1/2-32 HEX NUT *
740 [18.80] -
[~ 181746.15] = 150[7.14]
RUBBER "O"RING oo e
~—— 2177[5520] —*
TAB TYPE
+.060 +1.52
e 2200 [56.11] —*
F—T -750[19.09] SCREW TYPE
|
2 POLE
(AM2)
_ 750 [19.05] — 750 [19.05]
28 3-POLES | 1,28&3-POLES
3-POLES

| 1.490 [37.85] =

750 [19.05] 750 [19.05] 156 [3.97]
1656 [16.67]
2 515 [13.09]

@ @D PANEL CUTOUT DETAIL
TOLERANCES +.005[.13]
3 POLE
(AM3)
©
«—— 2.240 [566.90] —
Notes:

1 All dimensions are in inches [millimeters].
2 Tolerance +.020 [.51] unless otherwise specified.
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A-Series Rocker UL Recognized - Ordering Scheme | 17

AlF|[1/-B/|0/-24/-1630/- 2| 3]/1/-D

1 2 3 4 5 6 7 8 9 10 11
Series Actuator  Poles Circuit Aux/Alarm Frequency Current Rating Terminal ~ Actuator ~ Mounting/ Agency
Switch & Delay Color Barriers Approval
r N “\
1 SERIES 8TERMINAL“
. A J Push-On 0.250 Tab (Q.C.) E'  Screw M4 (Bus Type)
213 Screw 8-32 w/upturned lugs F Screw M5 w/upturned lugs
( ) 3 Screw 8-32 (Bus Type) and 30° bend
2 ACTUATOR! Push-To-Reset , Single color 4 Screw 10-32 w/upturned lugs G Screw M5 (Bus Type)
Two Color Visi-Rocker R Vertical legend 53 Screw 10-32 (Bus Type) and 30° bend
c Indicate ON, vertical legend u Horizontal legend 6 Screw 8-32 w/upturned lugs H'3  Screw M5 (Bus Type)
D Indicate ON, horizontal legend ' No legend and 30° bend L4 0.250 Q.C./ Solder Lug
E Indicate ON, no legend 7 Screw 8-32 (Bus Type) and M'3 M6 Threaded Stud
i : ; 30° bend P'5  Printed Circuit BoardTerminals
F Indicate OFF, vertical legend 8 Screw 10-32 w/upturned lugs Q'®  Push-In Stud
G Indicate OFF, horizontal legend o
H Indicate OFF, no legend and 30° bend R Screw M4 w/upturned lugs
;0 9 Screw 10-32 (Bus Type) and and 30° bend
Push-To-Reset, Visi-Rocker ROCKER STYLE DESCRIPTIONS 30° bend S'7  Push-On 0.110 Tab (Q.C.)
N Indlgatle|OFF,d INDICATE "ON" INDICATE "OFF" SINGLE COLOR B Screw M5 w/upturned lugs T Screw M4 (Bus Type)
o \I’ec?lcat ‘gls'f:" m CODE"C* CODE "F*, "N" 5 L Cc Screw M4 w/upturned lugs and 30° bend
ndicate 3 M -
horizontal legend Eé ‘/ - N
P Indicate OFF, : 'c".?aza" ofe 9 ACTUATOR COLOR & LEGEND
no legend — T Actuator or Marking: Marking Color
Single color z — —0 Visi-Color'2 -0  ON-OFF Dual'2  Single Color Visi-Rocker
J Vertical legend g4 T o o White A B 1 Black White
K Horizontal legend £6 Black C D 2 White n/a
L Nolegend 2 i Red F G 3 White Red
\ J Green H J 4 White Green
- ~\ Blue K L 5 White Blue
Yellow M N 6 Black Yellow
:13 POLOEnS 2 Tw 3 Thr Gray P Q 7 Black Gray
L e o ee J | Orange R s 8 Black Orange J
r \
r \
4 C|RCU|T F4 Relay Trip (Current) 10 MOUNTING/BARRIERS2
B gW"Ch $n'V(((:N° COI')') ﬁ: s ge"ﬂlych_'lp (,\t/ﬁléige)t T STANDARD ROCKER BEZEL,Threaded Insert, 2 per pole  BARRIERS
eries Trip (Curren g ual Coil wi unt Trip 1 6-32 x 0.195 inches no
c Series Trip (Voltage) Voltage Coil A 6-32 X 0.195 inches (multi-pole units only) yes
D*  Shunt Trip (Current) K45 Dual Coil with Relay Trip 2 1ISO M3 x 5mm no
E*  Shunt Trip (Voltage) Voltage Coil B ISO M3 x 5mm (multi-pole units only) yes
- ol ROCKERGUARD & PUSH-TO-RESET BEZEL,Threaded Insert 2 per pole
s ) 3 6-32 x 0.195 inches
5 AUXILIARY/ALARM Cc 6-32 x 0.195 inches (multi-pole units only) yes
SWITCHs” 5  S.PST,0.093Q.C. Term. 4D :28 mg X gm (mult-pole units ony) ;‘gs
0 wioAux Switch (Gold Contacts) FRONT PANEL SNAP-IN BRACKET, 0.744” wide bezel
1 S.P.D.T,, 0.093 Q.C. Term. 7 S.P.S.T.,, 0.110 Q.C. Term. . . A
8 without Rockerguard (single pole units only) no
2 S.P.D.T,, 0.110 Q.C. Term. (Gold Contacts) H with Rocker : :
guard (single pole units only) no
4 S.P.D.T,, 0.110 Q.C. Term. 8 S.P.S.T., 0.187 Q.C. Term. FRONT PANEL SNAP-IN BRACKET, 0.96” wide bezel
L (Gold Contacts) 9 S.P.D.T,, 0.187 Q.C. Term. 9 without Rockerguard (single pole units only) no
7 _ with Rockerguard (single pole units only) no J
r \
6 FREQUENCY & DELAY ( )
03  DC 50/60Hz, Switch Only 30  DC, 50/60Hz Instantaneous 2:1 AGEPF?Y APP%%‘&%‘;A ed
ecognize ccepte:
10 DC Instantaneous 31 DC, 50/60Hz Ultra Short D VDE Certified, UL Recognizd & CSA Accepted
1 DC Ultra Short 32 DC, 50/60Hz Short E TUV Certified. UL R izod & GSA A ted
12 DO Short 34 DG, 50/60Hz Medium I ULRec STD'1077, UL Rec. 1500 (ignition protected), & CSA Accepted
14 DC Medium 36 DC,50/60Hz Long ~N : : : gronp ’ 4 J
16 DC Long 42°  50/60Hz Short, Hi-Inrush otes:
20 50/60Hz Instantaneous 44°  50/60Hz Medium, Hi-Inrush Push-To-Reset actuators have OFF portion of rocker shrouded. ) )
9 ; 2 Multi-pole breakers have all breakers identical except when specifying Aux. switch and/or mixed
21 50/60Hz Ultra Short 46 50/60Hz Long, Hi-Inrush poles, and have one rocker per breaker.
22 50/60Hz Short 52: DG, Short,Hi-Inrush 3 Switch Only circuits, rated up to 50 amps & 3 poles, are available only when tied to a protected
24 50/60Hz Medium 54 DC, Medium, Hi-Inrush pole (Circuit Code B, C, D or H.), For .02 to 30 amps, select Current Code 630.
L 26 50/60Hz Long 56° DC, Long, Hi-Inrush ) For 35 - 50 amps, select Current Code 650.
4 Available with terminal Codes 1, 2 and 3. Current Rating limited to 30 amps maximum.
( ) 5  Consult factory for Dual Coil options, as special catalog number is required.
7 CURRENT RATING (AMPERES) With Shunt construction, Dual Coils will trip instantaneously on line voltage. Dual coils require
CODE AMPERES 30VA minimum power to trip and are rated for intermittent duty only. _ )
020 0.020 225 0.250 420 2.000 611  11.000 6 Auxiliary Switch breakers with Series Trip & Switch Only circuits: < 30A, are supplied with
025 0.025 230 0.300 522 2.250 711 11.500 standard half shells. 30-50A are supplied with extended boat (B-Style) half shells.
030 0'030 235 0'350 527 2'750 612 12’ 000 7 On multi-pole breakers, one aux. switch is supplied, mounted in the extreme right pole.
035 0.035 240 0.400 430 3.000 712 12500 8 ?gzilgtgo?ole type voltage coils not rated for continuous duty. Available only with delay codes
gzg g-g:g ggg 8-;(5)8 ﬁg i-ggg g}i 12-888 9 Available with Circuit Codes B & D only. VDE Certified to 30 amps. UL Recognized, CSA
. E . . Accepted & TUV Certified to 50 amps.
050 0.050 255 0.550 445 4.500 615 15.000 10  Series Trip current ratings: VDE Certification available with single pole breakers with DC Delay
055 0.055 260 0.600 450 5.000 616 16.000 only. UL Recognition & CSA Accepted available in one and two pole breakers.
060 0.060 265 0.650 455 5.500 617  17.000 11 Screw Terminals are recommended on ratings greater than 20 amps. Ratings over 30 amps are
065 0.065 270 0.700 460 6.000 618  18.000 only available with Terminal Codes 5, 9, G, H, M and Q.
. ; : . 12 Terminal Code 1: VDE Certification up to 25 amps and UL Recognition and CSA Accepted up to
070 0.070 275 0.750 465 6.500 620 20.000 30 amps, but not recommended over 20 am
075 0.075 280 0.800 470 7.000 622 22.000 bttt tharililigynecibaloubulls fod i i
- - . . 13 Terminal Codes 3, 5 E & H (Bus Type) with VDE, are supplied with Lock Washers; Terminal Code
080 0.080 235 0.850 475 7.500 224 24.000 M (M6 Threaded Stud) with VDE is supplied with Lock and Flat Washers. These breakers are
085 0.085 290 0.900 480 8.000 25  25.000 only VDE Certified when the washers are used.
090 0.090 295 0.950 485 8.500 630 30.000 14 VDE Cert. available up to 12 amps. UL Rec. & CSA Accepted available up to 30 amps.
095 0.095 410 1.000 490 9.000 63510 35.000 15 Single pole breakers with Terminal Code P (Printed Circuit Board) are available up to 30 amps
210 0.100 512 1.250 495  9.500 64010 40.000 with VDE Certification and 50 amps with UL Recognition and CSA Accepted, with Circuit Codes
215 0'1 50 41 5 1 '500 610 1 0 OOO 64510 45'000 A, B and C. Two pole breakers with Terminal Code P (Printed Circuit Board) are available up to
22 1 10 £n. 40 amps with UL Recognition and CSA Certification with Circuit Codes A, B and C.
0 710 . 6507 50.000 16 Terminal Code Q not available with VDE.
OR VOLTAGE CO”— (NORMAL RATED VOLTAGE) 17  Terminal Code S used on voltage coil circuit constructions only.
A06 6DC A32 32DC J12. 12AC J65  65AC 18  Color shown is visi and legend with remainder of rocker black.
A12 12DC A48 48DC J18 18AC K20 120AC 19 Dual = ON-OFF/I-O legend with actuator. None = no legend on actuator
A18 18DC A65 65DC J24 24 AC L40 240AC 20 Legend on Push-to-reset bezel/shroud is white with single color actuator codes R, & U. Legend
\ A24 24DC Jo6 6AC J4as 48 AC J on Push-to-reset bezel/shroud matches Visi-color of rocker with actuator codes N & O.

Rockerguard available with actuator codes C through L.
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18 | A-Series Flat Rocker UL Recognized - Ordering Scheme

Al1][1/-B/|0/-24/-630- 2] 3]1/-E

1 2 3 4 5 8 9 10 11
Series Actuator  Poles Circuit Aux/Alarm Frequency Current Rating Terminal ~ Actuator  Mounting/ Agency
Switch & Delay Color Barriers Approval
's \ ( )
1 SERIES 8 TERMINAL"
. A J 12 Push-On 0.250 Tab (Q.C.) E'®  Screw M4 (Bus Type)
2 Screw 8-32 w/upturned lugs F Screw M5 w/upturned lugs
( ) 318 Screw 8-32 (Bus Type) and 30° bend
2 ACTUATQ!* ROCKER STYLE DESCRIPTIONS 4 Screw 10-32 w/upturned lugs G Screw M5 (Bus Type)
Two Color Visi-Rocker INDICATE "OFF" SINGLE COLOR 53  Screw 10-32 (Bus Type) and 30° bend
1 Indicate OFF, vertical legend CODE'S" 7" 6 Screw 8-32 w/upturned lugs H'®  Screw M5 (Bus Type)
2 Indicate OFF, horizontal legend 2 PR and 30° bend L' 0.250 Q.C./ Solder Lug
Single color gg ks 7 Screw 8-32 (Bus Type) and M'3 M6 Threaded Stud
3 Vertical legend il ° 30° bend P> Printed Circuit Board Terminals
4 Horizontal legend e o 8 Screw 10-32 w/upturned lugs Q Push-In Stud
Push-To-Reset, Visi-Rocker & and 30° bend R Screw M4 w/upturned lugs
5 Indicate OFF, vertical legend 2 9 Screw 10-32 (Bus Type) and and 30° bend
6 Indicate OFF, horizontal legend gg oF o I 30° bend S'6 Push-On 0.110 Tab (Q.C.)
;‘USh"l\'?'sesﬁt , Sir:jgle color %E B Screw M5 w/upturned lugs T Screw M4 (Bus Type)
ertical legen z rew M4 w/upturned | n ° ben
. Horizantel logend e é . C Scre upturned lugs and 30° bend J
\ J
r \
r 2 9 ACTUATOR COLOR & LEGEND
3 POLES? Actuator or Marking: Marking Color
1 One 2 Two 3 Three Visi-Color'” -0  ON-OFF Dual'”  Single Color Visi-Rocker
- 7 White A B 1 Black White
r \ Black C D 2 White n/a
4 CIRCUIT F4  Relay Trip (Current) Red F G 3 White Red
A3 Switch Only (No Coil) G*  Relay Trip (Voltage) Green H J 4 White Green
B Series Trip (Current) H*5  Dual Coil with Shunt Trip Blue K L 5 White Blue
[ Series Trip (Voltage) Voltage Coil Yellow M N 6 Black Yellow
D*  Shunt Trip (Current) K*5  Dual Coil with Relay Trip Gray P Q 7 Black Gray
L E4  Shunt Trip (Voltage) Voltage Coil J I Orange R S 8 Black Orange J
g L \
10 MOUNTING/BARRIERS®
2 AUXIL”'}RY/ALARM STANDARD ROCKER BEZEL,Threaded Insert, 2 per pole = BARRIERS
SWITCHS: 5 S.P.S.T, 0.093 Q.C. Term. FLAT ROCKER ACTUATOR
0 vSv/g SUTX SwitchQ o (SGglg _Cr)ontacts)Q o 1 6-32 x 0.195 inches no
1 .P.D.T,, 0.093 Q.C. Term. 7 .P.S.T,,0.110 Q.C. Term. . . . .
2 SPDT,0110QC. Term. (Gold Contacts) A 832X 0195 inches (mult-pole units only) yes
4 (SGZII(:;gor?t;;tg)Qc Term. g 22%1{. 81133 88 -‘ll—':-m B ISO M3 x 5mm  (multi-pole units only) yes
\ B = . J RECESSED OFF SIDE ROCKER ACTUATOR'®
p | 5 6-32 x 0.195 inches no
6 FREQUENCY & DELAY E ?322)2’\;:?)(1 g?nlr:ches (multi-pole units only) Zlue;s
03 DC 50/60Hz, Switch Only 30 DC, 50/60Hz Instantaneous F ISO M3 x 5mm (multi-pole units only) yes
10  DC Instantaneous 31 DC, 50/60Hz Ultra Short PUSH-TO-RESET BEZEL,Threaded Insert, 2 per pole
1 DC Ultra Short 32 DC, 50/60Hz Short 3 6-32 x 0.195 inches ’ ’ no
12 bc Shorlt 34 DG, 50/60Hz Medium (o] 6-32 x 0.195 inches (multi-pole units only) yes
f6  Dolong 425 Soibottz Short, Holnrush 4 ISOMsxsmm o
16 DC Lon z Short, Hi-Inrus| : p
20° 506601 Instantaneous 44°  50/60Hz Medium, Hi-Inrush D SOMSx5mm (multi-pole units only) yes J
21 50/60Hz Ultra Short 46°  50/60Hz Long, Hi-Inrush
22 50/60Hz Short 52°  DC, Short,Hi-Inrush ( )
24 50/60Hz Medium 549  DC, Medium, Hi-Inrush 11 AGENCY APPROVAL
L 26 50/60Hz Long 56 DC, Long, Hi-Inrush ) (o] UL Recognized & CSA Accepted
E TUV Certified, UL Recognized & CSA Accepted
r VL | UL Rec. STD 1077, UL Rec. 1500 (ignition protected), & CSA Accepted )
7 CURRENT RATING (AMPERES) .
CODE  AMPERES g\‘ OtesF"ush-To-Reset actuators have OFF portion of rocker shrouded
020 0.020 225 0250 420 2.000 s 11.000 2 Multi-pole breakers have all breakers identical except when specifying Aux. switch and/or mixed
025 0.025 230 0.300 522 2.250 711 11.500 poles, and have one rocker per breaker.
030 0.030 235 0.350 527 2.750 612 12.000 3 Switch Only circuits, rated up to 50 amps & 3 poles. Only available when tied to a protected
035 0.035 240 0.400 430 3.000 712 12.500 pole. For .02 to 30 amps, select Current Code 630. For 35 - 50 amps, select Current Code 650.
040 0.040 245 0.450 435 3.500 613 13.000 4 Available with terminal Codes 1, 2 and 3. Current Rating limited to 30 amps maximum.
045 0.045 250 0.500 440 4.000 614  14.000 5 Consult factory for Dual Coil options, as special catalog number is required. With Shunt
050 0.050 255 0.550 445 4.500 615 15.000 construction, Dual Cplls w&ll trip mtstgrf\tar_\etousl};[ ontllge “\//oltallge. Dual coils require 30VA
minimum power to trip and are rated for intermittent duty only.
ggg gggg ggg 8ggg 255)2 gggg g:g 13888 6 Auxiliary Spwitch breaEers with Series Trip & Switch Only circ!(lits: < 30A, are supplied with
standard half shells. 30-50A are supplied with extended boat (B-Style) half shells.
065 0.065 270 0.700 460  6.000 618 18.000 7 On multi-pole breakers, one aux. switch is supplied, mounted in the extreme right pole.
070 0.070 275 0.750 465 6.500 620  20.000 8  Separate pole type voltage coils not rated for continuous duty. Available only with delay codes
075 0.075 280 0.800 470 7.000 622  22.000 10 & 20.
080 0.080 285 0.850 475 7.500 624 24.000 9 Available with Circuit Codes B & D only. UL Recognized, CSA Accepted & TUV Certified to
085 0.085 290 0.900 480 8.000 625  25.000 50 amps. o ) .
090 0.090 295 0.950 485 8.500 630  30.000 10 UL Recognition, CSA Acceptance & TUV Certification available in one and two pole breakers.
095 0.095 410 1.000 490 9.000 63510 35.000 11 Screw Terminals are recommended on ratings greater than 20 amps. Ratings over 30 amps are
10 only available with Terminal Codes 5, 9, G, H, M and Q.
210 0.100 512 1.250 495 9.500 6401 0 40.000 12 Terminal Code 1: Available up to 30 amps, but not recommended over 20 amps.
215 0.150 415 1.500 610 10.000 645'" 45.000 13 Terminal Codes 3, 5 E & H (Bus Type) with TUV, are supplied with Lock Washers; Terminal
220 0.200 517 1.750 710 10.500 6500 50.000 Code M (M6 Threaded Stud) with TUV is supplied with Lock and Flat Washers. These breakers
OR VOLTAGE COIL (NORMAL RATED VOLTAGE)? are only TUV Certified when the washers are used.
A06 6DC A32 32DC J12 12AC J65 B5AC 14 TUV Cert. available up to 12 amps. UL Rec. & CSA Accepted available up to 30 amps.
A12 12DC A48 48 DC Ji18 18AC K20 120 AC 15 Single pole breakers with Terminal Code P (Printed Circuit Board) are available up to 50 amps
A18 18 DC A65 65DC J24 24AC L40 240 AC with UL Recognition, CSA Accepted & TUV Certification, with Circuit Codes A, B and C. Two
A24 24DC J06  6AC 48 48 AC pole breakers with Terminal Code P (Printed Circuit Board) are available up to 40 amps with UL
\ / Recognition and CSA Accepted with Circuit Codes A, B and C.

16  Terminal Code S used on voltage coil circuit constructions only.

17  Color shown is visi and legend with remainder of rocker black, Dual = ON-OFF/I-O legend.

18 Legend on Push-to-reset bezel/shroud is white with single color actuator codes 7 & 8. Legend
on Push-To-Reset bezel/shroud matches Visi-Color of rocker with actuator codes 5 & 6.

19 Recessed “off-side” available with actuator codes 1, 2, 3 & 4. Legends on rocker are available
in ink stamping only.
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A-Series Flat Rocker UL 489A - Ordering Scheme

Al1]1-B]|0]-14/-630/—- 2|3 /[1 - M| T

1 2 3 4 5 8 9 10 11 12
Series Actuator  Poles Circuit Aux/Alarm Frequency Current Rating Terminal ~ Actuator ~ Mounting/ Max. Appl. Agency
Switch & Delay Color Barriers Rating Approval
r \ \
1 SERIES 8 TERMINALS® 9 Screw 10-32 (Bus Type) and
__A J 16 Push-On 0.250 Tab (Q.C.) 30° bend
2 Screw 8-32 w/upturned lugs B Screw M5 w/upturned lugs
( ) 37 Screw 8-32 (Bus Type) F Screw M5 w/upturned lugs
2 ACTUATOR! ROCKER STYLE DESCRIPTIONS 47 Screw 10-32 w/upturned lugs and 30° bend
Two Color Visi-Rocker p— 5 Screw 10-32 (Bus Type) G Screw M5 (Bus Type)
1 Indicate OFF, vertical legend INDICATE "OFF S;’LGDLEE ,‘COLSR 6 Screw 8-32 w/upturned lugs and 30° bend
2 Indicate OFF, horizontal legend 4 PR and 30° bend H’ Screw M5 (Bus Type)
Single color é; o 7 Screw 8-32 (Bus Type) and M7 M6 Threaded Stud
3 Vertical legend 12 30° bend p8 Printed Circuit Board Terminals
4 Horizontal legend > ] 8 Screw 10-32 w/upturned lugs Q%  Push-In Stud
Push-To-Reset, Visi-Rocker — i — and 30° bend
5 Indicate OFF, vertical legend 2 : ’ - o
6 Indicate OFF, horizontal legend ’g; ® o I T oo ” r \
Push-To-Reset , Single color &5 9 ACTUATOR COLOR & LEGEND
7 Vertical legend 2| e é e é Actuator or Marking: Marking Color
8 Horizontal legend Visi-Color'! ON-OFF Dual' Single Color Visi-Rocker
- o White B 1 Black White
- <\ Black D 2 White n/a
Red G 3 White Red
3 POLES? Green J 4 White Green
L1 ©One 2 Two 3 Three ) Blue L 5 White Blue
Yellow N 6 Black Yellow
( ) Gray Q 7 Black Gray
4 CIRCUIT L Orange S 8 Black Orange )
L B Series Trip (Current) J
r \
r 2 10 MOUNTING/BARRIERS"2
5 AUXILIARY/ALARM SWITCH? 7 S.P.S.T, 0.110 Q.C. Term. STANDARD ROCKER BEZEL,Threaded Insert, 2 per pole BARRIERS
0 w/o Aux Switch (Gold Contacts) FLAT ROCKER ACTUATOR
1 S.P.D.T., 0.093 Q.C. Term. 8 S.PS.T, 0.187 Q.C. Term. 1 6-32 x 0.195 inches no
2 S.P.D.T., 0.110 Q.C. Term. 9 S.PD.T, 0.187 Q.C. Term. A 6-32 X 0.195 inches (multi-pole units only) yes
of 2 1ISO M3 x 5mm no
- N B ISO M3 x 5mm (multi-pole units only) yes
6 FREQUENCY & DELAY RECESSED QFF SIDE ROCKER ACTUATOR 13
11 DC Ultra Short 52 DC, Short,Hi-Inrush 5 6:82x0.195inches . no
12 DC Short 54 DC., Medium, Hi-Inrush E 6-32 x 0.195 inches (multi-pole units only) yes
14 DC Medium 56  DC, Long, Hi-lnrush 6  ISOM3x5mm ) no
16 DC Long F 1ISO M3 x 5mm (multi-pole units only) yes
L J PUSH-TO-RESET BEZEL,Threaded Insert, 2 per pole
- < 3 6-32 x 0.195 inches no
7 CURRENT RATING (AMPERES) f‘: ?S:(i)zl\)/(l:?; g;ir:ches (multi-pole units only) xis
CODE AMPERES . .
210 0.100 285 0.850 455  5.500 613 13.000 . D ISOMS3x5mm (multi-pole units only) yes J
215 0.150 290 0.900 460 6.000 614  14.000
220 0.200 295 0.950 465 6.500 615 15.000 ( )
225 0.250 410 1.000 470 7.000 616  16.000 11 MAXIMUM APPLICATION RATING
230 0.300 512 1.250 475 7.500 617  17.000 L M 80 DC )
235 0.350 415 1.500 480 8.000 618  18.000
240 0.400 517 1.750 485 8.500 620  20.000 ( )
245 0.450 420 2.000 490 9.000 622 22.000 12 AGENCY APPROVAL
250 0.500 522 2.250 495 9.500 624  24.000 T UL489A LISTED
255 0.550 527 2.750 610 10.000 625 25.000 J UL489A LISTED, TUV CERTIFIED
260 0.600 430 3.000 710 10.500 630  30.000 - 7
265 0.650 435 3.500 611 11.000 6354 35.000 Notes:
270 0.700 440 4.000 711 11.500 640*  40.000 Push-To-Reset actuators have OFF portion of rocker shrouded.
275 0.750 445 4.500 612 12.000 6454  45.000 Multi-pole breakers have all breakers identical except when specifying Aux. switch and/or
L 280 0.800 450 5.000 712 12500 6504 50.000 J mixed poles, and have one rocker per breaker.

Auxiliary Switch breakers with Series Trip circuits: < 30A, are supplied with standard half

shells. 30-50A are supplied with extended boat (B-Style) half shells.

VDE Certification available with single pole breakers only. UL489A Listing available with one

and two pole breakers.

Screw Terminals are recommended on ratings greater than 20 amps. Ratings over 30 amps

are only available with Terminal Codes 5, 9, G, H, M and Q.

Terminal Code 1 (Push-On) available up to 25 amps with TUV or VDE Certification and 30

amps with UL489A Listing, but is not recommended over 20 amps.

Terminal Codes 3, 5 and H (Bus Type) with TUV or VDE, are supplied with Lock Washers,

and Terminal Code M (M6 Threaded Stud) with VDE is supplied with Lock and Flat Washers.

These breakers are only TUV or VDE Certified when the washers are used.

8  Single pole breakers with Terminal Code P (Printed Circuit Board) are available up to 30
amps with VDE Certification and 50 amps with UL489A Listing.

9  Terminal Code Q not available with VDE certification.

10  Color shown is Visi and Legend with remainder of rocker black. Dual = ON-OFF/I-O legend.

11 Legend on Push-to-reset bezel/shroud is white with single color actuator codes R & U.

Legend on Push-To-Reset bezel/shroud matches Visi-Color of rocker with actuator

codes N & O. Rockerguard available with actuator codes C through K

N o o~ W N=
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20 | A-Series Rocker - Circuit & Terminal Diagrams

CIRCUIT BREAKER PROFILE CIRCUIT SCHEMATIC Ewl, B CIRCUIT SCHEMATIC Sul, Bw
2 TERMINALS ANSI | IEC i § 3%@ ANSI IEC E% 25 §
UNE SWITCH ONLY (NO COIL) © 2 SERIES TRIP © 0
LINE
o) LINE e LI;E LINE (lilETZ) @)
o |: T I (
MAIN TERMINALS
(SEE TABLE A) ( B
Al o c| o
P O
LOAD X1>]
1.640 [41.66] LOAD LOAD o
(LAST) LOAD LOAD (LAST)
5 TERMINALS SWITCH ONLY (NO COIL) (4 SERIES TRIPWITH ~ (4)
1020 [51] TYP 520[13.21] Wi AUSILARY Swir @) AUXILIARY SWITCH
i LINE LINE (NET2) LINE LINE (NET2) @)
@ INC ALARM T I 1 T I 1
SWITCH
° |: TERMINALS e': c 1 C A 2 e-‘ (o} —-I C B 2
NON aux o S - l—° NO - l—° NO H b= l—° NO = l—° nof | &
. VDE OR
C ™ swiTcH 530 AMPS NG NC NC
©) VI~ TERMINALS NG
© 3
—= |=— 205[5.21
B2 LOAD LOAD (LAST) LOAD LOAD (LAST)
3 TERMINALS SHUNT TRIP DUAL COIL; SERIES TRIP CURRENT COIL,
SHUNT TRIP VOLTAGE COIL
o LINE LINE (NETZ)  (3) LINE LINE (NETZ)
© 1 1
o |: ( (
390[9.91] 2 0 Hl| o
:' i SHUNT
© A VOLTAGE
O] colL | !
LOAD LOAD (LAST) LOAD (LL%% Voégﬁ_GE
4 TERMINALS RELAY TRIP DUAL COIL; SERIES TRIP CURRENT COIL,
e INE RELAY TRIP VOLTAGE COIL
0] LINE RELAIS)  (NeTz) P LINE LINE  VOLTAGE
| T ® ® ® (NET2) colL
© i % L] ©
780[19.81] LOAD el ° 1o
@ HELAV@ 7 vouTaGe Xi>]
0] 390(9.91] %@ RELAY  LOAD LOAD® LOAD  VOLTAGE
RELAY (RELAIS) _ (LAST) (LAST) colL
TABLE B
520 [13.21]
TERMINAL DESCRIPTION i B90
MAIN TAB (Q.C.) 2.370 [60.20] I i ©_ ) e
SCREW TYPE 2.402[61.01 OFF
o
SHUNT, RELAY | TAB (Q.C.) 2.577 [65.46] | ° |:
&
SCREW #8-32 [l 2.000 [50.80]
DUAL COIL | Wi)PTURNED Lugs | 2734 169.44] oN [ ]
AUX. .093 TAB (Q.C.) 2.465 [62.61 @ B ﬂ E
SWITCH* 110 TAB (Q.C.) 2.559 [65.00] {} f0_= LOAD
SOLDER TYPE 2.340 [59.44]
* AVAILABLE ON SERIES TRIP AND SWITCH ONLY CIRCUITS. L RECO%%‘?;:%RMF?_?H POLE
WHEN CALLED FOR ON MULTI-POLE UNITS, ONLY ONE AUX. UL- BREAKE#S :
SWITCH IS NORMALLY SUPPLIED, AS VIEWED IN MULTI-POLE
IDENTIFICATION SCHEME.
SEE TABLE B
DEPTH BEHIND
PANEL
1393 [9.96] REF
— -370[9-40]REF .032[.81] TYP
i LINE
@ (NETZ) ©)
©) T
o
30°
|: 1.560[39.62] 1.350 [34.29] polis 1.560[39.62] TYP
) ! l
@ LOAD ©
(LAST)
l=— 1.640[41.66] —
REF 220[5.59] TYP M6 STUD PUSH-IN SCREW TERMINAL
) ) - STUD WITH 30° BEND

Notes:

1 All dimensions are in inches [millimeters].

2 Tolerance +.020 [.51] unless otherwise specified.
3 Schematic shown represents current trip circuit.
4 Circuits shown for >30 amps / VDE.
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A-Series Rocker - Form & Fit Drawings | 21

INDICATE "ON" INDICATE "OFF" & SINGLE COLOR
| F (INDICATE "OFF" SHOWN) _‘
#6-32 [M3] THREAD 420 [10.67] (OPTIONAL )
X195 [4.95] DEEP 755 [19.18] MAX ROCKER GUARD
2PLCS Lol 2008 BREAKER
1945 [24.00] “ WIDTH |
T 1Yo —
&= ! L @ T <
2.156 [54.76] ©) :'T LINE [ e |
1.660(42.16]  |["aer

| i \ | o
| 1.245 (31.62] 1,560 [39.62]
o | Q
2,000 [50.80] g T gftnE o)
Ga0 5
! 1 o | romjy
i 432[10.97)
208 (5.27] 1.640 [41.66] > 945[24.00]
45 1892 370 [9.40] REF | CENTER-LINE
25706020 OF ROCKER, &
ROCKER ADAPTER TAB TYPE PANEL cuT-oUT
BRACKET WIDTH
2.402[61.01]
SCREWTYPE TAB (Q.C.) TYPE TERMINALS
IN SERIES TRIP CIRCUIT
CONFIGURATION SHOWN. OPTIONAL "PUSH-TO RESET"
FOR OTHER CONFIGURATIONS ACTUATOR

SEE CIRCUIT & TERMINAL

.432[10.97] DIAGRAMS
AF1 1.245[31.62]

, LOAD
f Y
O)
r:) 2309 [58. 65
1.245 [31.62] + 14 — H
: STy on ¢
o
5 622 [15.80]
O
L‘\ & T
LINE HE
OPTIONAL "ROCKER
GUARD" SHOWN IN 055 x 205 1,010 [25.65]
DASHED LINES SLOTTED
HOLE 465 [11.81]
(ROCKER OFF
ACTUATION ROCKER
PANEL CUT-OUT ) SHROUDED ON
220 [5.59] TYP "OFF" POSITION
DETAIL e AF2 SIDE, SHOWN IN
. LINE i 750 [19.05] Loap DASHED LINES
‘W o 5

585 [3250)
1.660 [42.16] TYP 1.260 [32.00]

|

| 1.660 [42.16]

)

} v
1.660 [42.16] 17 SrNE]
LOAD
TYP <05 ol LINE
750 [19.05] TYP .200 [5.0 -156 DIA [03.96]
' so119.09] (5081 2 HOLES
1.515(38.48] |=—
MAX
AC3 AF3
™ 0]
4 g (. LINE 4 N _LoAD
OFF
(<)
on
Eal
4 LT LOAD 4 D LINE
P(1) P P(3)
(SEE NOTE 2) P(1) P P(3)
(SEE NOTE 2)
l~— 2065 [57.55] — REAR VIEW OF INDICATE "ON"
7o SERIES TRIP. W/ AUX SWITCH REAR VIEW OF INDICATE "OFF"
CIRCUIT CONFIGURATION. SERIES TRIP W/ AUX SWITCH
CIRCUIT CONFIGURATION.
Notes:

1 Dimensions apply to all variations shown. Notice that circuit breaker line & load
terminal orientation on indicate OFF is opposite of indicate ON.

2 For pole orientation with horizontal legend, rotate front view clockwise 90°.

3 Alldimensions are in inches [millimeters].

4 Tolerance +0.20 [.51] unless otherwise specified.
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22 | A-Series Rocker Snap-In Bracket - Form & Fit Drawings

L*f .320 [8.13]

l<— 1.640 [41.66] >
L_,, 960 [24.38] MAX 320[8.13) TAB (Q.C) TYPE TERMINALS

¢ 2.320[58.93] —— IN SERIES TRIP CIRCUIT
R&i@i@?mgﬁﬂ TAB TYPE CONFIGURATION SHOWN.
le——2352[50.74] ——» FOR OTHER CONFIGURATIONS
SCREW TYPE SEE CIRCUIT & TERMINAL OPTIONAL "ROCKER GUARD"
DIAGRAMS

SHOWN IN DASHED LINES
FRONT PANEL SNAP-IN BRACKET, 0.744" [18.90 mm] wide bezel

INDICATE "ON"
FRONT PANEL SNAP-IN BRACKET, 0.96" [24.48 mm] wide bezel ‘ |
410 [10.41] 755 [19.16] MAX — .483[12.27)
i *‘ el WIDTH ‘ *‘ [« .125[3.18]
J/e) o one (L
ogF T ‘
] 1 . isln N |
; 2.598 [65.99] 1560 [39.62]
- . . lz.ooo 50.80] ‘
o o L LoAD || TR j
= ‘
AC1 L o

(@ LINE ( )

0 -
N &l |
2.508 [65.99]

[©) - o
o LOAD i j
L——L .744[18.90] MAX
ROCKER ADAPTER
BRACKET WIDTH
INDICATE "OFF"
FRONT PANEL SNAP-IN BRACKET, 0.96" [24.48 mm] wide bezel |
755 [19.18] MAX 320813 - 48312.27]
BREAKER ’ ’ AF1
WIDTH = 1.640[41.66] = | = 125[3.18)
| | i
)
. LY Loap T T: [@|C
2,000 [50.80] 2.598 [65.99] — | ‘
1.560 [39.62] oN
- - — & — — & ‘
L.: @ D?EF
Q7T g| UNE @ |
125(3.18] —>| L 960 [24.38] MAX L»— .320 [8.13]
ROCKER ADAPTER
A410[10.41]  —— BRACKET WIDTH
OPTIONAL "ROCKER GUARD"
SHOWN IN DASHED LINES
FRONT PANEL SNAP-IN BRACKET, 0.744" [18.90 mm] wide bezel
AF1 _— —— —— —
n
() —9 co0 s
i - LOAD ©le .770 [19.56]
2,598 [65.99] — |
] o
— @ 5] @%F
] T F LINE a 012 [[+30]
, 2.187 [55.55] TYP
744 [18.90] MAX
ROCKER ADAPTER
Notes: BRACKET WIDTH
1 Dimensions apply to all variations shown. Notice that circuit breaker line
& load terminal PANEL CUTOUT DETAIL

For pole orientation with horizontal legend, rotate front view clockwise 90°.
Orientation on indicate “OFF” is opposite of indicate “ON”
Recommended panel thickness: .04 0 [1.02] to .100 [2.54]

All dimensions are in Inches [millimeters].

Tolerance +.020 [.51] unless otherwise specified.

(SN n
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A-Series Flat Rocker - Form & Fit Drawings | 23

INDICATE "OFF" & SINGLE COLOR

(INDICATE "OFF" SHOWN)

2.402[61.01]
SCREW TYPE
A1l 2.370 [60.20]
TAB TYPE #6-32 [M3] THREAD
755 [19.18] MAX ﬁ -370 [9.40] REF ;(;I_sagsm.gs] DEEP
BREAKER 1,640 [41.66] =]
WIDTH r 208 [5.27]
[ (¢
(. LOAD T @Lj i M
2.000 [50.80] U
on 2.309 [58.65]
1.560 [39.62] 1.245 [31.62] 1
T ° 1.660 [42.16]
of
] LINE 5 q 1.010 [25.65]
T } B

TAB (Q.C.) TYPE TERMINALS
IN SERIES TRIP CIRCUIT
CONFIGURATION SHOWN.

FOR OTHER CONFIGURATIONS

SEE CIRCUIT & TERMINAL

1120 [3.05]

& PANEL CUT-OUT

CENTER-LINE OF ROCKER

L——L 745 [18.92]

397 [10.08] MAX

ROCKER ADAPTER
BRACKET WIDTH

DIAGRAMS
Al12 PANEL CUT-OUT
DETAIL ., ..
LOAD -000  [£00]
& 750 [19.05]
(I & :
T |
s 1,660 [42.16] 005! pura)
1.260 [32.00] \ 1.660 [42.16]
o | i i
! |
1.660 [42.16] Bl LINE T T ‘K 005 [2.13]
: : 200 (5.08] 1156 DIA [93.96] SIDE VIEW OF BREAKER IN THE
TYP ‘ 220 [5.59] 2 HOLES "ON" POSITION
750 [19.05] } TYP
TYP
—»| 1515[38.48] |=—
MAX
PUSH-TO-RESET
ACTUATOR
A13 -
A51
R 1.245 [31.62]
i B & i f
LOAD
e jé@
]
e 515[13.08] 2.30958.65]
L iL®p L 1
© 5
-
‘ @ am Pz
P(1) P(2) P(3)
i LINE
|« 2265 (57.58] — =] (SEE NOTE 2) :
MAX REAR VIEW OF INDICATE "OFF" .055 x .205
SERIES TRIP W/ AUX SWITCH SLOTTED HOLE 1.010[25.65]
CIRCUIT CONFIGURATION. (ROCKER OFF ACTUATION)

Notes:

1 All dimensions are in inches [millimeters].
2

3  Tolerance +0.20 [.51] unless otherwise specified.

For pole orientation with horizontal legend, rotate front view clockwise 90°.

ROCKER SHROUDED ON "OFF"
POSITION SIDE, SHOWN IN
DASHED LINES

ACTUATOR SIDE VIEW

(SURFACE CONTOURS)

FLAT ROCKER RECESSED OFF SIDE
ROCKER
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24 | A-Series PC Terminal Diagrams

A-SERIES ROCKER

125[3.47) TYP

475 [12.07] 2.122(53.90] — >
% = 375 [9.53]
TYP
—»{ = 145[3.68] 3 PL
006 [2.44] 2 PL 370 [9.40] REF 1.640 [41.66] —>
' £ 120 [3.05] —»={ || 520 [13.21] 221 is‘e‘]
:‘ZEEF_ — &) LOAD J L
o -
F i J u * 2.000 [50.80) = NC
Jl ! 2.309 [58.65] § = 000 [50.80] e
=L
S 1.245 [31.62] ~ 1.558 [39.57] o
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P.C. FOOT PRINT

P.C. FOOT PRINT WITH AUX. SWITCH

Notes:

1 Drawing illustrates A-Series with VDE certification.
2 Alldimensions are in inches [millimeters].
3  Tolerance +0.20 [.51] unless otherwise specified
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