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DETAIL 1 _.‘ -
5 ALCO MODEL NO. 2 L
FTD0904 —t~ —1 5 =T
— 134+0.5 = 6A AC 250V | RATING —= 14.84+0.5 |=—
ON — ON_| = ' '
SW. FUNCT./1
PANEL CUTOUT A 0.5VA NO SWITCH FUNCTION WILL BE MARKED BUT WILL BE MARKED GOLD CON.
PANEL CUTOUT
USING RING NUT RING L WASHER
2 OPERATING TEMPERATURE —20°C TO +70°C
YFO-7 2.2 m 3 ALL MATERIALS AND FINISHES COMPLY WITH RoHS DIRECTIVE
3 6% ﬁ 6} w/i 3
2.5 ——
— 6.2 L . »l $12 ®11
1.5 THICK 1 THICK 0.63 THICK
MATERIALS CHART
Fp—Cu/Ni3b C3602BD CAP 9
Fp—Cu/Ni3b C3602BD HOLDER 8
Fp—Fe/Cu2,Ni4b SK—5 L WASHER 7
Fp—Fe,/Cu2,Ni3b SPCC RING 6
Fp—Cu/Ni3b C3602BD NUT 5
C3602BD C3602BD .
6-6437630—1| FIN59G04 | ¢ nis aip o Cu/NB AT QOOXVAACM/EE AWEC“; MLZVOHOMfA FLECTRICALLY Ep—Cu/Ni3,Crib C3602BD ACTUATOR 4
P / : ’ | ' MIN AC 1KY/ 1rmin | 50:000 CYCLES AT 20 CYCLES/MIN Ep—Cu/Ni3b C3602BD BUSHING 5
1000 M Ohms |\ 0 g mg (RATED LOAD RESISTIVE) SUS FRAME 2
99,8% SILVER 250980 e 1oey o A 10 Lo AT DC 500V ' °°¢) | MECHANICALLY POLYESTER RESIN CASE :
A | 3-6437630-9| FTN5904 + C5602BD Eo—Cu/Ni3 AUFb AG DBV BA AT DC 9~ 4 1A 100,000 CYCLES AT 20 CYCLES/MIN OPTIONAL DESCRIPTION| MATERIAL/SURFACE PART NAME PART NO|
Ep—Cu/Ni3,Aufb P LR, AU o
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