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/A PACKAGE ONE COMPLETE CONNECTOR IN HEAT SEALED, LABELED BAG/ 250 PER SHIPPING BOX. LABELED PER TEC—107-115
/A 100 TRAY PACK IN ACCORDANCE WITH AMP SPEC 107-3275
/A\ Ag PLATING
4 ELECTRICAL CHARACTERISTICS

FREQUENCY RANGE: DC — 4 GHz

NOMINAL IMPEDANCE: 50 Ohm

INSULATION RESISTANCE: 5000 MOhm

WORKING VOLTAGE: 500 Volts RMS at Sea Level

DIELECTRIC WITHSTAND VOLTAGE: 1500 Volts RMS Max

CONTACT RESISTANCE: ®®

CENTER CONTACT: 1.50 mOhm Max
OUTER CONTACT: 1.00 mOhm Max
VSWR @ 3GHz: 1.35 Max 3/8"—32UNEF—2A
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COUPLING RETENTION FORCE: N/A ‘ | T

CABLE RETENETION FORCE: N/A & 4

MOUNT NUT RECOMMENDED TORQUE: 2.5 Nm o b 4 }

DURABILITY: 500 Cycles Min W b b " 7 ©
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1 1 | BRASS A\ | Bopy 6
RECOMMENDED MOUNTING HOLE 1] 1 | PTFE INSULATION 5
T | 1 | PHOSPHOR BRONZE A\ | CONTACT 4
1 1 [ BRASS A\ [ SOLDER TAG 3
'\ NOT RELEASED 1 | 1 | STEEL A\ |LOCKWASHER | 2
1 1 | BRASS A\ [HEX NUT 1
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