
 

Strokes per minute 1300

Square drive (") 1/2

Reccomended air pressure (bar) 6,2

Air inlet (") 1/4

Torque in use (Nm min-Max) 280÷440

Average air consumption (l/min) 172

Vibrations (m/s²) 6,2

Sound power dB(A) 104 ±3 dB(A)

Max torque (Nm) 1600

Free speed (rpm) 7000

Sound level dB(A) 93 ±3

MAGNESIUM IMPACT WRENCH

929 PC1 1/2
PROMO

• Magnesium alloy casing: lightweight and powerful
• Aluminum motor housing
• Reversible model with double hammer mechanism
• 3 tightening torque settings, always maximum untightening power
• Inversion and adjustment by Aluminium lever
• Progressive trigger
• Rubber side bumpers
• Balanced weight for maximum comfort
• Soft-touch bi-material handle
• Silencer and air exhaust integrated in the handle
• Spare rotor blades (8 piceces): code 1004755-67



Ø internal hose (mm) 10

Bolt capacity M16

Family details

Code LxPxH mm  Weight kg  Quantity for packaging

U09290001 162x75x212 2 1

Sets / Compositons

Articles

519 M 929PC1 - Bi-colour foam module with assortment (1 pc.)

929 PC1/C12 - Assortment with hexagonal sockets and impact wrench in modular box (12
pcs.)

https://www.usag.it/catalog/en/products/details/4693/519_M_929PC1/Bicolour_foam_module_with_assortment_1_pc
https://www.usag.it/catalog/en/products/details/5091/929_PC1_C12/Assortment_with_hexagonal_sockets_and_impact_wrench_in_modular_box_12_pcs
https://www.usag.it/catalog/en/products/details/5091/929_PC1_C12/Assortment_with_hexagonal_sockets_and_impact_wrench_in_modular_box_12_pcs

