PRO.

Datasheet

G-Sicherungseinsatze
miniature fuse links

Keramikrohr (undurchsichtig)
ceramic tube (non-transparent)

Quick Acting F HBC Fuse, 7A, 6.3x32mm
RS Stock number 413-232

Sonderausfthrung (nicht genormt)
Special type (not standardized)

flink
quick-acting
verwechselbar R
interchangeable ©
Art,-Nr. Bemessungsstrom  max. Spannungsfall Schmelzintegral Bemessungs- Bemessungs-
ratedcurrent max. voltage drop Pt-value ausschaltvermagen spannung
mv A’s rated breakingcapacity ratedvoltage
315mA 3000 0,07
400 mA 2500 0,14
500 mA 2000 0,38
630 mA 1000 0,65 1500 A
800 mA 800 1 bei/ at
1 A 700 05 500V AC
1,25 A U0 1 cosgp =10
1.6 A 500 18
2 A 400 3 500V
25 A 300 7.5 10kA
70 065 63 3,15 A 300 13 bei/at
4 A 280 23 440V AC
5 A 200 42 cosg =03
6,3 A 200 97
8 A* 200 170
10 A" 200 2
12,5 A~ 200 520 1600 A beifat
_ 16 AT 200 _ 100  S00VAG.cosg=t
20 A~ 200 1300 1500 A bei/at
25 A" 200 2200 440 V AC, c0S ¢ =1 440V



http://uk.rs-online.com/web/p/cartridge-fuses/0413232/?searchTerm=413232&relevancy-data=636F3D3126696E3D4931384E525353746F636B4E756D6265724D504E266C753D656E266D6D3D6D61746368616C6C26706D3D5E5C647B367D247C5E5C647B377D247C5E5C647B31307D2426706F3D313426736E3D592673743D52535F53544F434B5F4E554D4245522677633D4E4F4E45267573743D34313332333226
http://uk.rs-online.com/web/p/cartridge-fuses/0413232/?searchTerm=413232&relevancy-data=636F3D3126696E3D4931384E525353746F636B4E756D6265724D504E266C753D656E266D6D3D6D61746368616C6C26706D3D5E5C647B367D247C5E5C647B377D247C5E5C647B31307D2426706F3D313426736E3D592673743D52535F53544F434B5F4E554D4245522677633D4E4F4E45267573743D34313332333226
http://uk.rs-online.com/web/p/cartridge-fuses/0413232/?searchTerm=413232&relevancy-data=636F3D3126696E3D4931384E525353746F636B4E756D6265724D504E266C753D656E266D6D3D6D61746368616C6C26706D3D5E5C647B367D247C5E5C647B377D247C5E5C647B31307D2426706F3D313426736E3D592673743D52535F53544F434B5F4E554D4245522677633D4E4F4E45267573743D34313332333226
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Grenzwerte der Schmelzzeit / pre-arcing time limits

Bemessungs-
strom 150, | 211, 2751, 41, | 101,
rated current
315 mA . 2ms R ms 50
800 mA 15s |D4s |<<UmS
—— =1 hH < 30 min.
1A .. 100ms...{120ms ...
25 A 5s |1s <50 ms
Gewicht/weight: 0,24 kg/100

Verpackungseinheit/packing unit: 100 Stiick/pcs.




