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1. RATING= -

(A) CURREMT:
MAX. CURRENT AT AMBIENT TEMPERATURE (Z5°C) - ZAMPS. \\_
(B) VOLTAGE (AT SEA LEVEL 1012 MBAR): | | T 11 | | ML DN
® MATERIAL: GLASS-FILLED
WORKING VOLTAGE - 250V D.C NOMINAL OR A.C PEAK. - _‘ L | ‘_ Y e
VOLTAGE PROOF - 500V A.C R.M.S AT 50 Hz. l ‘ E— —ﬂ TR
(C) ENVIRONMENTAL:
ENVIRONMENTAL CATEGORY 40/285/21. & &
LOW AIR PRESSURE SEVERITY 200 mbar .
E lt— 2. D0 — -]
(D) ENDURANCE: =
SECTION A-A Q
MECHANICAL 300 OPERATIONS GOLD PLATED. L
50 OPERATIONS TIN PLATED. 5 L%
HIGH TEMP. LONG TERM 1000 HRS AT 70°C (2 AMPS). "E 4
HIGH TEMP. SHORT TERM 250 HRS AT 85°C - B 5 =
(NO ELECTRICAL LOAD).
| 0 _1
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Z. CHARACTERISTICS - - 0
™M
(A) RESISTANCE:
MAX. CONTACT RESISTANCE i
(AS MEASURED BETWEEN 2 ADJACENT PINS). »f
TIN GOLD
INITLALLY: 20 MILLIOHMS 15 MILLIOHMS ¥
AFTER CONDITIONING: 25 MILLIOHMS 20 MILLIOHMS - )
‘ =z |B1=2.94 | 2795
MIN. INSULATION RESISTANCE e i e
(AS MEASURED BETWEEN 2 ADJACENT PINS
NOT ELECTRICALLY CONNECTED). 155 DATE AN
) AT SECTION B-B
INITIALLY: 10° MOHMS S DRAVWN: [.SANDY
3
AL RN BERINMINE: KM MATERIAL: BERYLLIUM COPPER CHECKED:
ORDER CODE
AR PLATING FINISH: APPD.-
06 - 90/10 TIN ON NICKEL M22-19000>X
CUSTOMER REF.
INSERTION AND WITHDRAVWAL FORCE. LE e S S e
INSERTION FORCE 10 NEWTONS MAX. OVER NICKEL s
WITHDRAWAL FORCE 1 NEWTON MIN. 0& - TIN e e RS R
05 - GOLD
TOLERANCESTERILAL: TITLE:
> +=1mm
TR o e Zmm PITCH JUMPER SOCKET
P -4 =0 ZE5mim
ASSEMBLY (COLOUR BLACK)
2. +0.10mrr
2K +0.01mrr s
AMNGLES  +1= FINISH: SEE ABOWVE DRAWING NUNMBER: :
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