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Ordering number
Description

Family
Type
LED
Color
Diameter
Height
Style
Optic Material
Holder Material
Fastening
Status

C10818
1

Strada-A
Lens
XP-G
Clear
19.6 +15.4 mm
10.5 mm
Rectang 
PMMA 
- 
- 
Ready 

FWHM
Efficiency
cd/lm
Gerber File

80+144 degrees 
93 %
0.850 
Available

Ordering number
Description

Family
Type
LED
Color
Diameter
Height
Style
Optic Material
Holder Material
Fastening
Status

CA10823
1

Strada-A
Assembly
XP-G
Clear
19.6 +15.4 mm
10.65 mm
Rectang 
PMMA 
- 
- 
Ready 

FWHM
Efficiency
cd/lm
Gerber File

80+144 degrees 
93 %
0.850 
Available
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NOTE: The typical divergence will be changed by different color, chip size and chip position
tolerance. The typical total divergence is the full angle measured where the luminous intensity
is half of the peak value.
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Relative intensity of CA10823_Strada-A-XP-tape  
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DRAWING NUMBER REV

DRAWING TITLE

Ledil Oy

Tehdaskatu 13

FIN-24100 SALO

Finland

Material:
Lens PMMA
Tape PU foam with PSA

Datasheet Strada-A-XP assy

1

Tape 0.4mm

3.21
5
.
5

1 9.6

20c/c 

1
0
.
6
5


