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REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE

A_| ECN. #10BROR. & REDRAWN N 3D, 5.25.01

#5.90 [#£0.232] #5.00 [90197]

ELECTRO—OPTICAL CHARACTERISTICS TA=25C If=20mA

PARAMETER MIN TP MAX _ LNITS _ TEST COND

PEAK WAVELENGTH 585 nm

I FORWARD VOLTAGE 21 25 %
8.60 [0.339] REVERSE VOLTAGE 50 Vr  lp=100pA
[ 100 [0.0393 AXIAL INTENSITY 40 med  I§=20mA

| - VIEWING ANGLE 30 Ix theta
100 [0.0351 | T | o EMITTED COLOR: YELLOW
MAX. EPOXY LENS FINISH: YELLOW TRANSPARENT

27.00 [1.063] LIMITS OF SAFE OFERATION AT 25°C

_/ PARAMETER MAX UNITS
ANODE PEAK FORWARD CURRENT* 150 mA
STEADY CURRENT 30 mA
I POWER DISSIPATION 105 mW
150 [0.059] DERATE FROM 25'C -12 mW/C
_r OPERATING, STORAGE TEMP. —40T0 +85 ‘¢
. ' SOLDERING TEMP. + 260 ‘¢
SGR. @ PLS) * <1048
-— 2.54 [0.100]

CNVCONTIROLLED LOCUMENT

*UNLESS OTHERWISE SPECIFIED TOLERANCES PER DECNAL PRECISON ARE: X=41 (0.030], XX=105 (£0.020), XXX=£0.25 (0.010), XXXX=20,127 (+0005). LEAD SUE=£0.05 (£0902), LEAD LENGTH=£075 (x0.030). MN= FJEENAL PRECEION ypy - 4000 ormision

REV. PART NUMBER CRTILTN, Mo o | B BEASE
THE INFORMATION CONTANED IN THIS DJCUNENT IS THE PROPERTY OF
i

A SSL—LX5093YT—11 N, W HOLDER o THS DOCUENT SIAL ICEF AL NORATON.

CONTANED HEREIN CONFIDENTIAL AND SHALL PROTECT SANE IN WHOLE OR

IN PART FROM DBCLOSURE AND DISSENNATIDN TO ALL THRD PARTIES.

T-5Smm (T-1 3/4) 585nm YELLOW LED, QUR NANY YEARS OF EXPSIEE-NECNE%HMUATION INCATE THAT DRAWN BY: CHECKED BY: JAPPROVED BY:|DATE: 7.9.80

SALDER HEAT 15 A MAJDR CALSE OF EARLY AND FLITURE FAILURE. PAGE: 1 OF 1
YELLOW TRANSFARENT LENS. PLEASE PAY ATIENTION 10 YOUR SOLDERING PROCESS. - SCALE:  N/A




