Socket Screws Eﬂg

FEATURES

Stainless steel RS PRO M5 x 12mm Hex
Head height is Socket Button Screw Plain

equal to shank

diameter Sta| nIeSS Steel

Cost effect, more so
than titanium

Various thread sizes
available

High-quality
threaded design

RS Professionally Approved Products bring to you professional
guality parts across all product categories. Our product range has
been tested by engineers and provides a comparable quality to the
leading brands without paying a premium price.
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Product Description

From RS Pro, an extensive range of button head socket screws. Made from high-quality stainless
steel and utilising a hex cap for a simple and effective installation. These screws are perfect for
various applications, such as machine repairs or construction. Great quality socket screws ensure
peace of mind with a durable and robust build. All models are highly reliable and excellent quality

General Specifications

Thread Size M5

Head Shape Hex Socket Button

Material Stainless Steel

Finish Plain

Thread Type Metric
Woodworking, Domestic applications, Fasteners and

Applications fixings, Machine tooling and repair, Security guarding,
Panel Building

Mechanical Specifications

Length 12mm

Stainless Steel Type 304 A2

Thread Pitch 0.8mm

Head Diameter Range 9.14mm to 9.50mm
Head Height Range 2.50mm to 2.75mm
Key Size Nominal Range 3.02mm to 3.071mm
Key Engagement 1.56

Thread Tolerance 69
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Approvals

Compliance/Certifications RoHS Certificate Of Compliance ,1SO7380, ANSI B18

i
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Please view our full range listing below for all A2, 304 Stainless Steel Self-Colour
Hexagon Socket Button Head Screws

Head Shape Material Stainless Steel Type | Thread Size | Length RS Part No.
Hex Socket Button Stainless Steel AZ, 304 M3 8 mm 1838597
Hex Socket Button Stainless Steel Az, 304 M3 10 mm 1838604
Hex Socket Button Stainless Steel A2, 304 M3 12 mm 1838610
Hex Socket Button Stainless Steel AZ, 304 M4 8 mm 1838626
Hex Socket Button Stainless Steel A2, 304 M4 10 mm 1838632
Hex Socket Button Stainless Steel A2, 304 M4 12 mm 1838648
Hex Socket Button Stainless Steel A2, 304 M4 16 mm 1838654
Hex Socket Button Stainless Steel A2, 304 M5 10 mm 1838660
Hex Socket Button Stainless Steel A2, 304 M5 12 mm 1838676
Hex Socket Button Stainless Steel A2, 304 M5 16 mm 1838698
Hex Socket Button Stainless Steel A2, 304 M5 20 mm 1838705
Hex Socket Button Stainless Steel A2 304 M5 25 mm 7976092
Hex Socket Button Stainless Steel A2 304 MG 10 mm 7976096
Hex Socket Button Stainless Steel A2, 304 MG 12 mm 1838711
Hex Socket Button Stainless Steel A2, 304 MG 16 mm 1838727
Hex Socket Button Stainless Steel A2, 304 MG 20 mm 1838733
Hex Socket Button Stainless Steel A2, 304 MG 25 mm 1838755
Hex Socket Button Stainless Steel A2, 304 MG 30 mm 7976106
Hex Socket Button Stainless Steel A2, 304 MG 40 mm 7976109

Hex Socket Button Stainless Steel A2, 304 Ma 12 mm 1838761
Hex Socket Button Stainless Steel A2, 304 ME 16 mm 1855794
Hex Socket Button Stainless Steel A2, 304 Ma 20 mm 1838777
Hex Socket Button Stainless Steel A2, 304 Ma 25 mm 1838783
Hex Socket Button Stainless Steel AZ, 304 M8 30 mm 7976103
Hex Socket Button Stainless Steel AZ, 304 M8 40 mm 7976112
Hex Socket Button Stainless Steel A2, 304 MB 50 mm 7976115
RS Components — Buy this product from https://uk.rs-online.com/ Page 4 of 5



Socket Screws

L *
£ =1 g T =
= @ 1 ﬂ = i = 1 | =1 Il
¥ h
t 1 b
B ot . = -
L L 5
LR -l - - -
Thread Size di W3 1] o | wme | omee | om0 | wiz | ws
Thread Piich 0.5 (53 [T 1 125 | 15 1.75 Fl
-150 7380 min 54 | 724 | 914 | woor]] 1357] 1707 | 2048 | T7aE
Haad Dia. a2 e 57 | 750 | aso] soso] seno] 750 | 200 | 3800
SHSI B 18.3.4M i, sS4 Tl 9. 1d W07 | 1357 17.07 Fo Ol
Head Dia. @2 i 7 | 750 | oso]soso] 1a00) 1750 | 2100 | 2800 |
~450 7380 min 140 | 195 | 250 300 | 40| 530 | 624 | 5asa
Hsad Halght k T 165 | 220 0 275 ] 3300 aspl sso | 660 | 560
ANSI B 18.3.44 i Lasl s Hosolspofaps] sop ] 62e | 2as )
Haignt k — "_? 222: 2;'5 330 &:L_iﬁ__i.?h_ﬁ.ﬁ_
|__Nomina Size ! = g 9
~180 T80
Koy Ste ¥ min 20301 252 4 J0a0) 20000 S0o0) 6050 1 6,075 ) 10033 )
T 2045 | 256 3071 anec] sosa] epss | 55 [0S
Moming Size 2 25 3 4 5 [ [] 10
| Momina 5iz
m",u:“' min Zno0| 252 | o000 s020] Soen| eten | Bazs | 1002S
man. 2045 | 256 | 3071 ] anes] 5 6.0%5 | 8115 | 10115
imm“ﬂ‘? min 104 | 13 156 | 208 | 260 | 312 | 46 | s2:0
| Enpagemant |
SNSIE PN ey e, 108 | 13 | 1me| zoe | zea ] 30z | 416 | 2m
~ 150 7380 B T L ANSIB 18348
Hominal Lengh min max M3 '] =3 ME A2 MI1D W12 RS min mam
3 ETE 624 T7 3]
g 7.1 B.2% 7.7 8.3
0 Wil 1029 i 0.3
12 11.65 12.35 - n.ys 123
15 1565 | 1535 15.7 153
-
0 1958 | 2042 . 15.5 205
25 2458 | 2542 . 24.5 255
30 258 | ;a2 L) 0.5 305
-
35 M5 355 345 "5
40 W5 40.5 ™5 405
- -
45 dd = d5.5 &4.5 455
= 4585 0.5 ] [ == 0.5
55 EX] 556 55 55.5
&0 5.4 50.6 59.5 605
| Jine Full Th |
Homin:al Lemnging Debhow the Slepped Bne, e thifedd iengin il the ascrelon of the manufaciurer, may D Debwesn a minimum of
2d=12rmm and & maximum which & within 2 P of the hoad.
450 7360
Melther slandard |8 Intefded for high sirength applicalions_ The ofly purposs of having them pioduced i
property class 109 or 12.3 I fo Increans the wear reslstanos of e socket drive.
AMSI B 18.3.4M
~E50 1380 _ ENS| O 16,348
Maferial Tiee Tlaness Heel CHEE] Stes
Wm K] Pl B At Bl FX]
FUTace Bad Biain Furac: Black
[Threaa Tolerance ] ] =] T
For More Detailed Information, Please Refer To Complete 150 Or ANSI Standard, Which Are The Gowerning
Standards.
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