WIRING DIAGRAM

LOCKNUT LN—=M30

SPECIFICATIONS

MEASURING RANGE [A...B]

2.0-12.0 mm

TYPICAL RESPONSE CURVE

197 [5.0]

2.0 4.0 6.0 8.0
NOMINAL SENSING RANGE (mm)

M30x1.5
MO 15-30 V DC — MIN. REPEAT ACCURACY 1%
<O> [BK/% o, VOLTAGE OUTELT__ ‘ i MAX. RELATIVE TEMPERATURE DRIFT < +.06%/C
o ‘Y 2 A (414 [359] L OPERATING TEMPERATURE ~10°C to +70°C (~14°F to +158°F)
o /2 o0 ! OPERATING VOLTAGE 15-30 VDC
OUTPUT: LIU é é \ ; RIPPLE s10%
o5 0V L2 © NO—LOAD CURRENT <8 mA
© 1628 [41.4]— ] RATED INSULATION VOLTAGE <0.5 kv
OUTPUT FUNCTION 4—WIRE, ANALOG
SHORT—CIRCUIT PROTECTED YES
WIRE—BREAK PROTECTION INCORPORATED
REVERSE POLARITY PROTECTION INCORPORATED
VOLTAGE OUTPUT 0-10 Vv
/\ CURRENT OUTPUT 0-20 mA
M30x1.5 LINEARITY TOLERANCE < 3% OF FINAL VALUE
VOLTAGE OUTPUT LOAD RESISTANCE > 4.7 kQ
CURRENT OUTPUT LOAD RESISTOR < 04 kQ
READING RATE FREQUENCY 80 Hz
DEGREE OF PROTECTION P 67
HOUSING MATERIAL BRASS, CHROME PLATED
ACTIVE FACE PLASTIC, PA12—GF30
2.165 [55.0]
M12x1 //2874 [73.0]
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