
RS Stock 719-1879 

Dimensions (mm) 

Presence detector switches are designed to provide automatic control of lighting, 
heating or ventilation loads. They detect movement using a PIR sensor and turn the 
load on. When an area is no longer occupied the load will switch off after an 
adjustable time out period. An internal light sensor provides additional energy saving 
in lighting applications. When an area is occupied lighting is only switched on when 
the level of natural light is below a preset level. When the unit is first powered up the 
PIR sensor will always detect immediately regardless of whether the room is 
occupied. A selectable power up delay allows the installer to choose whether the load 
comes on immediately when the unit is powered up or is kept off for a small time 
(about 40 seconds) to allow the sensor to settle.  
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1.Set the LUX level thumbwheel fully clockwise.  
2. Set the time to minimum (fully anticlockwise) and set both switches to ON (0-1/2 hour range, 
no power up delay) according to the diagram.  
3. Apply power—the load should come on immediately.  
4. Vacate the room or remain very still and wait for the load to switch off (should take no more 
than 2 minutes).  
5. Check that the load switches on when movement is detected.  
6. To set the final LUX level wait until the level of natural daylight is just enough that lighting is 
required. Starting with the LUX thumbwheel fully anti-clockwise. Very slowly turn the 
thumbwheel clockwise until the lights come on. Note that when the LUX thumbwheel is fully 
clockwise then the lights will always come on with occupancy.  
7. Select the time out range using switch 1 according to the diagram. Set the time out period 
using the thumbwheel, fully clockwise is the maximum (either 1/2 hour or 1 hour depending on 
the range).  
8. If required, select the power up delay using switch 2 (to prevent the load coming on 
immediately on power up).  
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