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Bedruckung weiB/
white printing
[ — _
BUO k%g fOégmﬂ/ EConformtoE 7:
uo red—qreen BS1363 clause 12 schwarz /black
Gravur/ —
engra vin g Instructions
a - o Read Instructions before using . . \
— * i pe v nsarion, the charging process s started - schwarz/black
Indi r
.re(:la:tgharging
o green: trickle charging
s . s ] Attention:
i3 B 13 53 ) ® Only for NiCd- or NiMH- batteries; danger of explosion!
o3 °g 5 S BedeCkUﬂg weil3 / =" ® Only charge batteries of the same technology
= =5 =5 =5 . B (NiCd or NiMH) and the same size at the same time
i : : - white printing
Input: 100-240V~50/60Hz
Output: 2.8V/5.6V  500mA max. 2.8VA
. . - J
mit Laser eingebrannter L
Date Code
with Laser burned
date code e.g. xx/xx
inkl. 4x Mignon AA Akkus Ni—MH 2700mAh /
incl. 4x Mignon AA rechargeable batteries Ni—=MH 2700mAh GGW\'CM/ . 230g inkl. Akku/
‘ — — — — weight incl. batteries
Technische Daten/ B  ckeraeh )
technical data Gehduse/ . Steckergehduse, schwarz/
case plug—in case, black
Eingang / input : 100-240VAC +10% / 50,/60Hz Schutzart/protection @ IP 20
Ausgan output - 2.8V AA/AAA 500mA +20% :
gang / outp ‘ / Approbation / . CE
5.6V AA/AAA 500mA +20% approval
Erhalteladestrom/ - 50mA +10%
trickle charging Anzeige/ : Duo LED rot/redj \Qden/chgrgmg
Vollerkennung/ o —dU light indicator grin/green:  Erhaltungsladung/
battery full detection trickle charging
max. Ladezeit/ : 8h Sicherheitstimer / safety timer ‘ ‘
h@f m Ume Verwendungsbereich/Application range Zul. Abweichung/ |Oberflache/ | MafBstab/Scale 11 GEW\CW/W@\QW
max. ¢ ging fur Anfrage/for inguiry AN2608UK Allowable deviation |Surface
max. Spannung/ D 3.4V/2 Zellen/cells / 6.8V/4 Zellen/cells Werkstoff/Work material, Modell-Nr
max. voltage -
Verpolschutz/ ‘ Z meCthSCh/ 2008 |Batum/Date[Name Zeichnungsname/Drawing name
reverse—connect protection mechanical Bl | 02.07. | Ka | ad oS t/ . '
Betriebstemperatur/ o 0C....+25C 0 : gaegerateset/charger se
. engraving corrected 12.05.09 | DC EC 5@@ UK
operating temperature V0| description corrected  |16.02.08 | DC
Lagertemperatur/ - 200°C.... 4+40°C VO | engraving corrected  [23.01.09 | DC Zeichnungsnummer/Drawing number Blatt/
o T T : ® Arfikelnummer/Part number
storage temperature VO | weight added 04.12.08 | KA NN / Sheet
’ ’ Vo |- 02.07.08 | KA RO0/055/UK|™
Version | Anderung/Change Daftum/Date Name |Ursprung/Origin - Proj. XX/XX/XX | Ersatz fur/Replaced by ‘ErsaTzdur(h/REpla[ememThrough:




