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(75 )W B-103.02.98'

TESTING VOLTAGE-- 500 VOLTS RMS

DIELECTRIC WITHSTANDING VOLTAGE-- 1500 VOLTS RMS

INSULATION RESISTANCE-- 5000 MEGOHMS MIN.

ENVIROMENTAL CHARACTERISTICS:

THERMAL SHOCK-- MIL-STD-202,METHOD 107,COND.B.

MECHANICAL CHARACTERISTICS:

MATING/UNMATING--500 CYCLES

ELECTRICAL CHARACTERISTICS:

NORMAL IMPEDANCE-- 75 OHMS

FREQUENCY RANGE-- 0-1 GHz

SPECIFICATIONS:

MATERIAL

PHOSPHOR BRONZE WITH GOLD PLATING

POLYPROPLENE UL 94HB

COPPER WIRE
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DESCRIPTION
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PHYSICAL SHOCK-- MIL-STD-202,METHOD 204,COND.B.

AT CONTACT AREA TIN PLATING AT TAIL
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TEMPERATURE RANGE--  -40° C TO +60° C 1

DEL CONTACT RESISTANCE

-55° C TO +85° C

-40° C TO +60° C

DEL SALT SPRAY; HUMIDITY

MIL-STD-1344,METHOD 1001,COND.B.

MIL-STD-202,METHOD 107,COND.B.

MIL-STD-1344,METHOD 2004,COND.G.

MIL-STD-202,METHOD 204,COND.B.

MODIFICATION MATERIAL

BODY HOUSING

12.0 REF. 11.7

Ø12.9 REF. Ø12.83

MOUNTING HOLE
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