SMA

IN SERIES ADAPTERS

SMA in series adapters are used to join various combinations of SMA connectors an have captured center contacts. “

Plug to plug

c Hex .(38150§Fl.ats
w :
PART .216/2 flats(5.5)
NUMBER R 125703001
Frequency DC —18 GHz E_ —I
range —] _J
V.S.WR. 1.05 + 0.005F (GHz) i w0 B
15.0)
.827
21.0)
See footnote 1.
Jack to jack
.216/2 flats(5.5)
NOMBER R 125705001 — /
Frequency DC -18 GHz l—l
range ->| a5y
V.S.W.R. 1.05 + 0.005F (GHz) t i (14.0)
- 50,
See footnote 1.
Plug to jack
Hex ,315/flats
.216/2_flats(5.5)
NOMBER R 125704 001
Frequenc —
range | DC -18 GHz E
i i
V.S.W.R. 1.05 + 0.005F (GHz) & .496$l
( B r PN
.683
17.
See footnote 1.
Bulkhead feedthrough jack to jack
Hex .315/flats(8.0)
T 236 max panelgy
. pane -
w 6.0 o5 .232/1 Flat(5.9)
VU |-
.5
NOMBER R 125720001 a5
| — N
Frequenc | [ ¢
raqnge Y DC -18 GHz T U I *-30
fy 575 252" Bt
V.S.WR. 1.05 + 0.005F (GHz) [ m.s)—% 6.4
R

.874
- 122.2) &

See footnote 1.

1) The standard units have passivated stainless steel finish. For gold plated version, change the last digit from 1 to 0 : Ex R 125 703
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SMA

IN SERIES ADAPTERS

Panel sealed bulkhead feedthrough jack to jack

Hex .394 /flats

’ 170
l< 4.3
5/16-32UNEF-2A >’

.283 /1 Flat
(7.45)

} NOMBER R 125753001
| ! 12514
F ’
_ 30 e DC - 18 GHz
i 722 & 2(3?5'3'"[‘ V.SWR. 1.10 + 0.015F(GHz)
- —ig.oy
866
- 2.5 _TB,’E,""" ol
See footnote 1.
Right angle plug to jack
Hex .315/flLats
PART
ET r——‘ e NUMBER R125771001
_366 ()
é. 3>EF A ‘3;;5’ as.n Frerglrj]ggcy DC — 18 GHz
R — —
510 W l‘ V.S.W.R. 1.10 + 0.06F(GHz)
5. & e
184 S (5.27)
(12.% -
See footnote 1.
Tee plug to jack / jack
5 G -—
Lﬁ'< (145515) >] e
oc|
' ? NONBER R 125780001
-
: 390 5404 .646
4.9 ;204 6.4
p rer Y *
VAR
Hex .315/flLats/
See footnote 1.
Tee jack to jack / jack
<~ =
e
5' I l NORER R125781001
Y i A
A sx
.334 (13.%
e [ 1 (1%0) *

.318
®..1n

See footnote 1.

1) The standard units have passivated stainless steel finish.

For gold plated version, change the last digit from 1 to 0 : Ex R 125 753
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