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Datasheet

Stock No: 522-456
RS Pro 3 Core YY Control Cable

Unscreened Polyvinyl Chloride PVC
Sheath
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Electrical Characteristics
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Max.Conductor DC Resistance at 20°C (SYKm)

0.75mm’ <27
1.0mm’ <202
1. 5mm’ <14
2.5mm’ <84
Rated Temperature (°C) -20 to +80
Rated Voltage (V) 300

Min. Insulation DC Resistance at 20°C (MQ*KM) =500
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Specifications:

FR-PVC Insulation Z FR-PVC Jacket

CoreNO. | Seuac(ma]) [Condckr{mn) (o sion(os) | hickmess(oun) s Jacket(mm) | thickness(mm
0.75 0.193=0,008 <24 2040.1 0.45 5.60+02 0.60

" 100 [owos0m832] 22401 047 Ok 6.20:02 0.65
150 [o2s000830] 2401 0.4 6.50:0.2 0.5

250 [024:0008:50  3.080.15 0.2 8.10:025 0.80

075 [0.193:0008:24]  2020.1 045 6.60:0.2 0.70

” 100 [o193:000832f  22:1 047 o 7.10:02 0.0
150 |o24s0008:30] 2401 0.44 76002 030

250 [ 024000850  30:0.15 0.82 910:0.25 080

- 150  [o2000030] 2401 044 i PVC S ok 840025 0.80
250 0.240.008>50 3.040.15 0.2 20mm PV Sk 10.30£0.3 030

” 150 024000830 24201 0.4 Chok 9.50:0.3 080
250 | 02420008:50]  3.0:0.15 0.82 11803 030

” 150 | 024:0008:30] 24011 0.44 Chalk 104203 030
250 [024s000850] 304015 0.2 12.6:0.3 080

075 0193000824 20401 045 104403 030

e 150 | 0245000830 24011 0.4 Chalk 12402 0.80
2.50 0.2440.00850 3.0:0.15 0.52 14.9£0.25 0.80

075 [0.193:000824]  2040.1 0.4 12,403 0.0

I8C 150 | 02000830 2401 0.4 Chalk 14,502 050
250 (024000850  30:0.15 0.2 17.6:0.28 0.80




