
Superplanar filter fans –
Model PF Consumption

Air delivery Cutout for
assembly

(in mm)

Type Voltage

11 VA
11 VA

2,4 W
2,4 W
2,6 W

18 VA
20 VA

4,5 W
4,5 W
5,0 W

18 VA
20 VA

48 VA
43 VA

14 W
14 W
14 W

56 VA
56 VA

155 VA

155 VA
155 VA

230 V AC
115 V AC

12 V DC
24 V DC
48 V DC

230 V AC
115 V AC

12 V DC
24 V DC
48 V DC

230 V AC
115 V AC

230 V AC
115 V AC

12 V DC
24 V DC
48 V DC

230 V AC
115 V AC

400 V AC
3 Phasen

230 V AC
115 V AC

PF 1.000

PF 2.000

PF 2.500

PF 3.000

PF 5.000

PF 6.000

in combination
PF+ PFA

free-flow

15 m3/h

13 m3/h

42 m3/h

95 m3/h

210 m3/h

350 m3/h

450 m3/h

92 x 92

125 x 125

223 x 223

223 x 223

291 x 291

291 x 291

Superplanar
exhaust filters
Model PFA

General technical data
Filtering level of filter mat: 83 %
PF/PFA 1.000: 67 %
Grade of filter mat: EU3 (DIN 24 185)
Electric shock protection as DIN 31 001
Duty cycle: 100 %
Voltage fluctuation: ± 10 %
Mains frequency: suitable fo 50/60 Hz
Operating temperature: -10°C to +50°C
Storage temperature: -20°C to + 70°C
Relative humidity: 90 %
Colour: similar to RAL 7032 (light grey),

other colours on request

Material: ABS-FR
PF/PFA 1.000: polycarbonate (PC-FR)

Protective system (DIN 40 050:
PF/PFA 1.000: IP43
PF/PFA 2.000 to PF/PFA 6.000: IP 54
Accessories: rubber seals, thermostat
Approvals:
“Germanischer Lloyd”
PF 1.000/PFA 1.000
PF 3.000/PFA 3.000

PF 3.000/PFA 3.000

We reserve the right to technical improvements!

24 m3/h

15 m3/h

56 m3/h

131 m3/h

249 m3/h

461 m3/h

625 m3/h

Cutout for
assembly

(in mm)

92 x 92

125 x 125

223 x 223

291 x 291

Type

PFA 1.000

PFA 2.000

PFA 3.000

PFA 5.000
PFA 6.000

Dimensions

105 mm x 105 mm x 14 mm

150 mm x 150 mm x 28 mm

250 mm x 250 mm x 35,8 mm

325 mm x 325 mm x 36 mm

… „click and fit“ –
patented quick-action fixing system for rapid
exhaust filter installation without screws


