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NO DESCRIPTION DATE
MODIFICATION PARTS Q) ® "
A\ | nickeL 100" MIN.—— NICKEL 07.16.11
A ADD 52, 4.0 MAX. PANEL 08.03.12’
DEL PROOF VDOLTAGE
& WORKING VIOLTAGE 01.02.13*
—— VOLTAGE RATING 46
A ADD VSWR 07.1013" MAX.,
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1.0 ELECTRICAL 16.0¢.630)
1.1 FREQUENCY RANGE: DC—6 GHz
1.2 NOMINAL IMPEDANCE: 50 OHMS 24(945) REF,

1.3 VOLTAGE RATING: 170 VOLTS MAX

14 VSWR: 1.5 MAX.
2.0 MATERIALS

2.1 BODIES: BRASS PER JIS-C3604
2.2 CENTER CONTACT: BERYLLIUM COFPER PER ASTM B198 UNS C17300

2.3 INSULATION: TEFLON PEE ASTM D1457 AND ASTM D1710

3.0 FINISHES AND OTHERS
9.1 SEE BELOW TADLE FOR DETAILS.

4.0 MECHANICAL

4.1 INTERFACE IN ACCORDANCE WITH: MIL-STD-348A & BS EN 122340

5.0 ENVIRONMENTAL

5.1 OPERATING TEMPERATURE RANGE: —-55° C TO +155° C

6.2 CONNECTOR MUST WITHSTAND WATERPROOF LEAK TEST PRESSURE Jkg/cm" MIN.

A

BB

10| NUT BRASS 1 |NICKEL

9 | WASHER PHOSPHOR BRONZE | 1 |NICKEL

8 |0—RING III SILICONE 1 |BLACK

7 | BODY BRASS 1 |WHITE BRONZE 80 1'MIN.
6 |CENTER CONTACT |BERYLLIUM COPPER| 1 |GOLD 30 1'MIN.

5 | O—RING II SILICONE 1 | BLACK

4 |INSULATION 1 TEFLON 1 | NONE

3 |0—RING I SILICONE 1 |BLACK

2 | WASHER BRASS 1 |WHITE BRONZE 80 1'MIN.
1 |INSULATION I TEFLON 1 |NONE

NO| DESCRIPTION MATERIAL Q' TY| FINISH

3/8"-32UNEF

(343313

#$12.9¢.508) REF.

3/8*-32UNEF
12.7(500> HEX.
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MOUNTING HOLE
APPROVED oy DATE | @
DESCRIPTION | STRAIGHT TNC JACK — MMCX JACK BULKHEAD ADAPTER
$i| _DRAWN |TOLERANCE | m# |37-17 T.G.WB/N |H| RATE |pz| REV.
W |Kristinel~— Jigz LLITLE |\ROHS COMPLIANT ¢S00 [#i]05.18.06'|iX| A-4
1 |_CHECK B [ ONIT ¥
Bl drc XX 01 [ ol [DWG.NO. 37-0057
3% [APPROVAL | XXX _[+0.05 [ ISCATE
E| Angela [ANGLE|E5" |#l| 4:1






