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TECHNICAL FEATURES

+ 1.MATERIAL:CONTACT:CUNISI, T=0.40MM

TOP SPRING: STAINLESS
2.CONTACT FINISH:TIN PLATED

WIRE SIZE RANGE:4.0~6.0 MM”2
3.CURRENT CARRYING CAPACITY:

UP TO 40 AMPERE (AT 20C AMBIENT TEMPERATURE)

+ 4.ROHS COMPLIANCE 7% 4RoHS

“4~" :CRITICAL CHARACTERISTICS #4514
“©” :IMPORTANT CHARACTERISTICS ZEE 44

¢c9¢0001€0-0

REV ECN DESCRIPTION DATE MODIFIED
A FIRST RELEASE 2014.02.27 RY
B UPDATE DRAWING PER REAL PART |2018.05.17 RC
26.5-30.5
AN
1 éf N 12 ]L
C
onnn
[N |
[N N N |
[ N NN
[N |
[N | "‘,
WO S
//,7_— - - Bl = e = = e = ettt —\\_
4 - |
NI —
95
1
| E//\
T
DIMENSIONS | TOLERANCES | PROJECTION Ao | Ped Sh ) TILE
mphenol Pc enzhen
ANSI Y14.5M X +0.5
UNITS: MM XX +0.05 @ gr — 6.3MM MALE PIN
CAD FILE ANGLES 12
ROY.QU 2018.05.10
CHKD SIZE | DWG NO. REV
THIS DOCUMENT CONTAINS
PROPRIETARY INFORMATION WHICH -
ORIGINAL IS THE CONFIDENTIAL PROPERTY APPD A5 C C31 0003622 B
OF AMPHENOL PCD SHENZHEN CODE: SCALE 3-1 SHEET 1 OF 1




