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1.0 ELECTRICAL
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1.1 FREQUENCY RANGE: DC-300 MHz
1.2 NOMINAL IMPEDANCE: 50 OHMS
1.3 VOLTAGE RATING: 600 VOLTS MAX.

2.0 MATERIALS

2.1 BODIES: BRASS PER JIS-C3804

2.2 CENTER CONTACT: BERYLLIUM COPPER PER ASTM B1988 UNS C17300
2.3 CRIMF FERRULE: BRASS PER JIS-C2700

3.0 FINISHES AND OTHERS
3.1 SEE BELOW TABLE FOR DETALLS.
4.0 MECHANICAL

4.1 FOR USE WITH RG56 OR SIMILAR STYLE CABLE
4.2 CAELE ATTACHMENT: QUTER: CLAMP, INNER: SOLDER

5.0 ENVIRONMENTAL
6.1 OFERATING TEMPERATURE RANGE: -55* C TO +88" C

7 |NUT BRASS 1 |SILVER 70 i MIN.
B | GASKET SILICONE 1 |RED

5 |BRAID CLAMP BRASS 1 |SILVER 70 4 MIN.
4 |INSULATION 1I TEFLON 1 |NONE

3 [CENTER CONTACT | BERYLLIUM COPFER | 1 |SILVER 70 4 MIN.
2 |INSULATION I TEFLON 1 |NONE

1 |BODY BRASS 1 |SILVER 70 i MIN.
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