
Spec-00310  P

Panels and Panel accessories  Panels for enclosures

PH 763.422.2211 • FAX 763.422.2600 • HOFFMANONLINE.COMEQUIPMENT PROTECTION accessories 10

Panels for free-stand tyPe 1 large one-door enclosures
Panels for free-stand Type 1 large one-door standard and disconnect enclosures are 12 gauge steel. Panels have either polyester powder 
paint finish or a conductive, corrosion-resistant coating.
Bulletin: A26p, A38p

Catalog Number Finish
Panel Size
D x E (in.)

Panel Size
D x E (mm)

A37P21N Painted steel 37.16 x 21.50 944 x 546
A37P21NG Conductive 37.16 x 21.50 944 x 546
A49P21N Painted steel 49.16 x 21.50 1249 x 546
A49P21NG Conductive 49.16 x 21.50 1249 x 546
A61P21N Painted steel 61.16 x 21.50 1553 x 546
A73P21N Painted steel 73.16 x 21.50 1858 x 546
A73P21NG Conductive 73.16 x 21.50 1858 x 546
A49P32N Painted steel 49.16 x 32.00 1249 x 813
A49P32NG Conductive 49.16 x 32.00 1249 x 813
A61P32N Painted steel 61.16 x 32.00 1553 x 813
A61P32NG Conductive 61.16 x 32.00 1553 x 813
A73P32N Painted steel 73.16 x 32.00 1858 x 813
A73P32NG Conductive 73.16 x 32.00 1858 x 813

Panels for free-stand tyPe 1 large tWo-door enclosures
Panels for free-stand Type 1 large two-door standard and disconnect enclosures are 10 gauge steel. Panels have either polyester powder 
paint finish or a conductive, corrosion-resistant coating.
Bulletin: A38p

Catalog Number Finish
Panel Size
D x E (in.)

Panel Size
D x E (mm)

A37P48N Painted steel 37.16 x 48.00 944 x 1219
A37P48NG Conductive 37.16 x 48.00 944 x 1219
A49P48N Painted steel 49.16 x 48.00 1249 x 1219
A49P48NG Conductive 49.16 x 48.00 1249 x 1219
A49P68N Painted steel 49.16 x 68.00 1249 x 1727
A49P68NG Conductive 49.16 x 68.00 1249 x 1727
A61P68N Painted steel 61.16 x 68.00 1553 x 1727
A61P68NG Conductive 61.16 x 68.00 1553 x 1727
A73P68N Painted steel 73.16 x 68.00 1858 x 1727
A73P68NG Conductive 73.16 x 68.00 1858 x 1727


