Viti a brugola RO

CARATTERISTICH
E

Puo essere usato a Vite a esagono incassato

posto del bullone

ety 20mm X M4 RS Pro, semplice

presente meno

spazio libero ACC|a|O inOX

L'altezza della testa
e uguale al diametro
del gambo

Vite a esagono
incassato - piu
resistente di tutti i
tipi di testa

Disponibili varie

dimensioni della
filettatura
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| prodotti firmati RS approvati per impieghi professionali offrono
componenti di qualita professionale in tutte le categorie di prodotti.
La nostra gamma di prodotti & stata testata da ingegneri e offre
una qualita paragonabile a quella dei marchi leader senza pagare
un prezzo eccezionale.
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DESCRIZIONE del

Le viti a testa svasata con esagono incassato RS PRO sono una scelta eccellente per quelle
installazioni in cui il dispositivo di fissaggio deve trovarsi allo stesso livello o al disotto della
superficie del materiale. Queste popolari viti a testa svasata con filettatura metrica sono prodotte in
acciaio A2 (304) e sono pensate per applicazioni leggere dove lo spazio € limitato. Questi dispositivi
di fissaggio vengono utilizzati nei casi in cui € richiesto un giunto robusto e affidabile. Queste viti
garantiscono un aspetto e una finitura eleganti e di qualita in tutte le applicazioni e offrono
un‘eccezionale resistenza alla corrosione.

Specifiche generali

Dimensione filettatura M4

Forma della testa Tappo a esagono incassato
Materiali Acciaio inox

Fine Semplice

Tipo di filettatura Metrico

Lavorazione del legno, applicazioni domestiche,
dispositivi di fissaggio e fissaggio, macchine utensili

Applicazioni riparazioni, protezione di sicurezza, costruzione di
pannelli

Lunghezza 20mm

In acciaio inox 304 A2

Passo filettatura 0.7mm

Gamma diametro testa da 6,78 mm a 7,22 mm

Gamma altezza testa da 3,82 mm a 4mm

Gamma nominale dimensioni chiave da 3,02 mm a 3,08 mm

Impegno chiave 2mm
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Omologazioni

Conformita/certificazioni

Certificato di conformita RoHS ,DIN912 , ISO4762 ,
ANSI B18

Please view our full range listing below for all A2 304 Stainless Steel Hexagon Cap
Socket Screws:

Head Shape Material Thread Size Length RS Part No.
Hex Socket Cap Stainless Steel M3 6 mm 280981
Hex Socket Cap Stainless Steel M3 & mm 280997
Hex Socket Cap Stainless Steel M3 10 mm 7976266
Hex Socket Cap Stainless Steel M3 12 mm 281007
Hex Socket Cap Stainless Steel M3 16 mm 281013
Hex Socket Cap Stainless Steel M3 20 mm 283319
Hex Socket Cap Stainless Steel M3 25 mm 293325
Hex Socket Cap Stainless Steel M3 30 mm 283331
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Hex Socket Cap Stainless Steel M4 & mm 281029
Hex Socket Cap Stainless Steel M4 10 mm 7976260
Hex Socket Cap Stainless Steel M4 12 mm 281035
Hex Socket Cap Stainless Steel M4 16 mm 281041
Hex Socket Cap Stainless Steel M4 20 mm 200102
Hex Socket Cap Stainless Steel M4 25 mm 281057
Hex Socket Cap Stainless Steel M4 30 mm 2090118
Hex Socket Cap Stainless Steel M4 40 mm 203347
Hex Socket Cap Stainless Steel M5 10 mm 281063
Hex Socket Cap Stainless Steel M5 12 mm 281079
Hex Socket Cap Stainless Steel M5 16 mm 281085
Hex Socket Cap Stainless Steel M5 20 mm 281091
Hex Socket Cap Stainless Steel M5 25 mm 200124
Hex Socket Cap Stainless Steel M5 30 mm 200130
Hex Socket Cap Stainless Steel M5 40 mm 293353
Hex Socket Cap Stainless Steel M5 50 mm 203360

Please view our full range listing below for all A2 304 Stainless Steel Hexagon Cap
Socket Screws:

Head Shape Material Thread Size Length RS Part No.
Hex Socket Cap Stainless Steel M6 10mm 7976279
Hex Socket Cap Stainless Steel MG 12 mm 281108
Hex Socket Cap Stainless Steel M& 16 mm 281114
Hex Socket Cap Stainless Steel M& 20 mm 281120
Hex Socket Cap Stainless Steel M& 25 mm 281136
Hex Socket Cap Stainless Steel MG 30 mm 200146
Hex Socket Cap Stainless Steel M& 35 mm 293375
Hex Socket Cap Stainless Steel MG 40 mm 2093381
Hex Socket Cap Stainless Steel MG 45 mm 293397
Hex Socket Cap Stainless Steel MG 50 mm 293404
Hex Socket Cap Stainless Steel M& 60 mm 293410
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Hex Socket Cap Stainless Steel Ma 16 mm 281142
Hex Socket Cap Stainless Steel Ma 20 mm 281158
Hex Socket Cap Stainless Steel M8 25 mm 281164
Hex Socket Cap Stainless Steel Ma 30 mm 281170
Hex Socket Cap Stainless Steel Ma 35 mm 293426
Hex Socket Cap Stainless Steel Ma 40 mm 2090152
Hex Socket Cap Stainless Steel Ms 45 mm T976272
Hex Socket Cap Stainless Steel M8 50 mm 293432
Hex Socket Cap Stainless Steel Ma 60 mm 203448
Hex Socket Cap Stainless Steel M10 16 mm 293454
Hex Socket Cap Stainless Steel M10 20 mm 203460
Hex Socket Cap Stainless Steel M10 25 mm T976276
Hex Socket Cap Stainless Steel M10 30 mm 293476
Hex Socket Cap Stainless Steel M10 35 mm 7976285
Hex Socket Cap Stainless Steel M10 40 mm 293482
Hex Socket Cap Stainless Steel M10 50 mm 293498
Hex Socket Cap Stainless Steel M10 60 mm 293505
Hex Socket Cap Stainless Steel M10 70 mm 288935

Please view our full range listing below for all A2 304 Stainless Steel Hexagon Cap
Socket Screws:

Head Shape Material Thread Size Length RS Part No.
Hex Socket Cap Stainless Steel M12 20 mm 288941
Hex Socket Cap Stainless Steel M1i2 30 mm 288957
Hex Socket Cap Stainless Steel M12 40 mm 288963
Hex Socket Cap Stainless Steel M12 50 mm 288979
Hex Socket Cap Stainless Steel M12 60 mm 288985
Hex Socket Cap Stainless Steel M12 70 mm 288991
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SOCKET HEAD CAP SCREWS DIN 912/ 1SO 4762 /ANSIB 1831 M
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- Knuried Head
1 - - -
L L o il
1.8} [ [T 2.5 M2.6 [TE] [
0.3 038 04 0.45 0.45 [ [%]
& 15 10 17 Pt 1 a
L i LT L iY M min. man. man. man min. . Lii i8 man. min. T
248 274 288 FXT] 162 398 | a2 | «c8 | a8z | se | 532 | 568 | 678 | 722
280 104 182 308 | e | ans 532 | sm | am | T2
287 3.14 £ 398 | 433 | 468 532 | 568 | 680 | 722
TN, mas. mn, . min. man min. AL min. M. [l T min, T,
126 1.40 146 1.60 1.86 200 | 23 | 250 | 245 | 260 | 286 | 200 | 382 | 400
1.46 1.60 1.86 200 | 238 | 280 286 | 300 | 3m2 | 400
1.52 1.50 1.91 200 | 240 | 230 289 | 300 | 3ass | <00
13 18 1 25
1.32 1.36 152 1.58 1.82 188 | 200 | 208 | 200 | 208 | 250 | 258 | 302 | 308 |
152 1.56 1.52 1.5 | 202 | 208 252 | 25 | ao2 | o8
1,520 1,545 1520 | 1545 | 2000 [ 2048 282 | 28 | 3020 | aom
min min. min. L min. . Ly o8
0.5 [%] 1 1.10 12 1.3 F]
[ 1 1 |_! 1.3 2
B 1821 M (1986 [-T] 1 128 1.5 2
E‘h di s [y ] W10 ["IF] (M%) 11}
Pach 1] 1 125 1.5 1.78 2 2
Length b 22 24 F7 2 36 40 “
Head Dia. a2 . . mn. P man. A ran. L man. . ran. . ran. P
N 912 (1983) 828 872 578 10.22 1273 | 1227 | s (e | v | ezr | 2067 | 210 | 2307 | 243
47862 |1 [¥1] 872 ars 10.22 1273 | vazy | s [ we27 | 1773 | a2y | 2087 | 2130 | 2387 | 2433
JANSI B 18.2.1 M (1980) 827 872 .74 10.22 1270 | 1327 [ 1567 [ [ e [ | 208 | 210 ]| 2388 | 4;
L3 mn, mex. | |_max. | _min | max .| max. | min | e
912 (1583 482 5.00 8.7 6.0 7.64 800 | 864 | 1000 | 157 | 1200 | 1357 | 1400 | 1557 | 1600
4 0 482 5.00 57 6.0 7.64 800 | 1000 | 1157 | 1200 | 1357 | 1400 | 1557 | 16.00 |
B 1831 M (1985) 4.85 5.00 588 6.00 7.83 200 | o8 [ 1000 [ nre [ 1200 [ a7 | 1ao0 | 1srs | w00
Size nominal 8 4 ] 7 0 12 1
[ mn max min max min | max | min | max | mn | mec | min | e | min | mac |
DIN 912 (1983) 4.000 4005 5.02 5.14 5.02 614 | nozs | a7s | ro0zs [ 107s | 12.002 ] 12212 | 14002 | w212
IS0 4762 (1967) 4000 4008 .00 X7 6.02 614 8028 | 8175 | 10028 | 10.175 | 12002 | 12217 | 14002 | 14212
JANSI B 18.3.1 M (1588) 4.020 4084 £.020 5084 | 6020 | eoes | so2s | ans | w0028 | w127 | 12002 | 12146 | 14002 | 14958
L : e, . . L) e, mn LY
912 (1983) 25 3 4 5 [ 7 0
4762 (1997) 25 3 4 5 [ 7 ]
% B 1831 M (1988) 25 3 4 5 [] 7 ]
R_;;ﬁ M18) M0 [ 5] M24 {MZT) [ [
28 28 25 3 3 s s
Thread Length b 48 52 3 ] [ ” 78
a2 min mas, mn L min, max man, max min, mae imin, s, min, o, |
DIN 912 (1583) 2667 7.3 2967 3033 261 | 3339 | 3561 | 3839 | 3961 | 4039 | aas1 | 459 | 4861 | 5039
IS0 &762 (1 967 30.33 6 | W 461 | 48%
BE'DT}I.FBTFE 053 | 09 .48 | B Al | 453
Head k mn. man . . min. man min. man min. man man. TR min. T
JDi 912 {1683) 1757 1800 | 1948 | 2000 | 2148 | 2200 | 23.48 | 2400 | 26.48 | 27.00 | | 3000 | 3238 | 3300 |
IS0 4762 (1997) 19.48 20.00 2248 | 2400 20.48 | 3000
BB M (Y 19.73 20.00 2370 | 2400 2067 | 3000
Sizo nominal 5. 14 17 1 19 18 7] 4
PJ— o o . . . e T
llluﬂn 14002 14212 17.08 1.3 17.05 17.23 19.085 | 19275 | 0085 | 19275 | 22.085 | 22275 | 24.085 | 24278
IS0 4782 (196T) 17.08 17.3 19.065 | 19275 22.065 | 2275
ANSI B 18.2.1 M (1986) 1050 | 17.216 19.005 | 19.243 22065 | 2.9
May Engagemaent t min. min. min. L . L L
DI 912 (1683) 9 10 1 12 135 15.5 18
IS0 4762 (1997) 10 12 155
JANSI B 18.3.1 M (1586) 0 12 150
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