Tornillos de cabeza hueca E‘Elﬂg

CARACTERISTICA
S

Laaliura de la cabeza Tornillo de cabeza hueca

es |gua a lametro

del mango hexagonal RS Pro M2.5 x

Mas rentable que el 12mm brillante Acero chapado

acero inoxidable .
en zZinc

Varios tamarfos de
rosca disponibles

Disefio roscado de
alta calidad

Los productos con aprobacion profesional RS le proporcionan
piezas de calidad profesional en todas las categorias de
productos. Nuestra gama de productos ha sido probada por
ingenieros y proporciona una calidad comparable a las marcas
lideres sin pagar un precio superior.
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Tornillos de cabeza hueca Eﬂg

Descripcion del

RS PRO presenta una gama de tornillos de cabeza hueca hexagonal para zonas complicadas y de
dificil acceso. Gracias a su disefio de cabeza estrecha, son perfectos para espacios reducidos y
orificios ubicados en zonas complicadas. El acero de alta resistencia garantiza la solidez del tornillo
al usarlo en trabajos de mantenimiento y reparacion de maquinas. Todos los modelos son muy
fiables y de excelente calidad.

Especificaciones

Tamafo de rosca M2.5
Forma de la cabeza Tapa de vaso hexagonal
Material Acero
Acabado Galvanizado brillante
Tipo de rosca Métrico
Grado 12,9
Carpinteria, aplicaciones domésticas, fijaciones y
Aplicaciones fijaciones, Reparacién y mecanizado, Proteccion de

seguridad, Construccién de paneles

Especificaciones mecanicas

Longitud 12mm

Paso de rosca 0.45mm

Rango de diametro de cabezal 4,32 mm a 4,68 mm
Rango de altura de la cabeza 2,36 mm a 2,50 mm
Rango nominal de tamafio de clave de 2,0 mma 2,06 mm
Compromiso clave 1.25mm
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Tornillos de cabeza hueca

Cumplimiento/Certificaciones

Certificado de conformidad RoHS ,DIN912 , ISO4762,
ANSI B18

Please view our full range listing below for all Bright Zinc Plated Steel Hexagon Socket
Cap Head Screws:

Head Shape Material Thread Size Length RS Part No.
Hex Socket Cap Zinc Plated Steel M2.5 & mm 4838124
Hex Socket Cap Zinc Plated Steel M2.5 12 mm 4838130
Hex Socket Cap Zinc Plated Steel M3 & mm 4838146
Hex Socket Cap Zine Plated Steel M3 8 mm 4838168
Hex Socket Cap Zinc Plated Steel M3 10 mm 4838174
Hex Socket Cap Zinc Plated Steel M3 12 mm 4915209
Hex Socket Cap Zinc Plated Steel M3 16 mm 4838180
Hex Socket Cap Zinc Plated Steel M3 20 mm 4838196
Hex Socket Cap Zinc Plated Steel M4 & mm 4915215
Hex Socket Cap Zine Plated Steel h4 10 mm 4838203
Hex Socket Cap Zinc Plated Steel M4 12 mm 4915221
Hex Socket Cap Zine Plated Steel M4 16 mm 4838225
Hex Socket Cap Zinc Plated Steel M4 20 mm 4838231
Hex Socket Cap Zine Plated Steel 4 25 mm 4915237
Hex Socket Cap Zinc Plated Steel h4 30 mm 4838247
Hex Socket Cap Zinc Plated Steel M4 40 mm 4838253
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Hex Socket Cap Zinc Plated Steel M5 10 mm 4838269
Hex Socket Cap Zinc Plated Steel M5 12 mm 4915243
Hex Socket Cap Zinc Plated Steel M5 16 mm 4839981
Hex Socket Cap Zinc Plated Steel M5 20 mm 4838275
Hex Socket Cap Zinc Plated Steel M5 25 mm 4915259
Hex Socket Cap Zine Plated Steel M5 30 mm 4839997
Hex Socket Cap Zinc Plated Steel M5 40 mm 4838281
Hex Socket Cap Zinc Plated Steel M5 50 mm 4838297
Head Shape Material Thread Size Length RS Part No.
Hex Socket Cap Zine Plated Steel Mé 10 mm 4838304
Hex Socket Cap Zinc Plated Steel Me 12 mm 4838310
Hex Socket Cap Zine Plated Steel Mé& 16 mm 4838326
Hex Socket Cap Zinc Plated Steel M& 20 mm 4840004
Hex Socket Cap Zinc Plated Steel ME 25 mm 4838332
Hex Socket Cap Zinc Plated Steel L] 30 mm 4838348
Hex Socket Cap Zinc Plated Steel & 35 mm 4915265
Hex Socket Cap Zine Plated Steel M& 40 mm 4840010
Hex Socket Cap Zinc Plated Steel & 50 mm 4838354
Hex Socket Cap Zine Plated Steel M& 60 mm 4838360
Hex Socket Cap Zinc Plated Steel e 16 mm 4838382
Hex Socket Cap Zinc Plated Steel Ma 20 mm 4838398
Hex Socket Cap Zinc Plated Steel & 25 mm 4915271
Hex Socket Cap Zinc Plated Steel Ma 30 mm 4838405
Hex Socket Cap Zinc Plated Steel M8 35 mm 4915287
Hex Socket Cap Zine Plated Steel na 40 mm 4838411
Hex Socket Cap Zinc Plated Steel 8 50 mm 4838427
Hex Socket Cap Zine Plated Steel Ma B0 mm 4839515
Hex Socket Cap Zinc Plated Steel Ma 70 mm 4839521
Hex Socket Cap Zine Plated Steel Ma 80 mm 4839537
Hex Socket Cap Zinc Plated Steel M10 20 mm 4840026
Hex Socket Cap Zinc Plated Steel M10 25 mm 4840032
Hex Socket Cap Zine Plated Steel M10 30 mm 4840054
Hex Socket Cap Zinc Plated Steel M10 40 mm 4840060
Hex Socket Cap Zine Plated Steel M10 50 mm 4840076
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SOCKET HEAD CAP SCREWS DIN 912/1SO 4762 /ANSIB 183.1 M

[e———

L3 M5 M6 M3 L]
04 0.45 045 0.5 0.7
% 7 i) 1 )
min. max min M min. max. min. mar min. TR min. M min, M
246 2.74 2.86 14 108 | &3 | <& 482 | 518 208 | 678 | 722 |
286 314 162 198 | <% | 408 5.32 568 | 678 | T2
14 98 | 43 | <68 .32 568 | ¢ 2
mn max. mn max. min. mas. min. max. min. mas min. A min. ma.
126 140 148 1.50 186 | 200 | 236 | 2%0 | 246 | 260 86 | 300 400 |
1.46 1.60 1.86 200 | 238 | 2% 2.86 1,00 182 | 400
1.582 1.60 1.91 200 | 240 | 2% 2.89 3.00 188 | 400
1 1 1
min max mn . men. max. man. max. M man. M min. man
132 136 182 1.56 152 156 | 202 | 206 | 200 | 206 | 282 | 258 | 302 | 308 )
1.52 1.56 1.52 1% | 202 | 208 252 | 258 | 302 | 308
1520 1545 1520 | 1545 1 2000 | 2045 252 | 295 | 3020 | 3071 |
min. man. min min. min. min. min
08 07 1 1.10 12 13 2
SO 4762 (1997) 0.7 1 1.10 13 2
JANSI B 1831 M (1986) 0.8 1 1.25 1.5 2
s g vs M10 [IF] 0i14) Mig
0.8 1 125 1.5 1.75 2 2
b 22 24 28 R» 0 “
min mas i max. man. max. man. max. min. mar. man. A min., ma
128 L.72 5.78 10.22 1273 | 1327 | 1873 | 1627 | 1773 | 1827 | 2067 | 2130 | 2367 | 240
U 72 978 10.22 1273 | 1327 | w3 | 627 | 1773 | 1827 | 2087 | 1.0 87 3
B8 18.3.1 M (1980) 327 .72 9.74 10.22 1270 | 1327 [ 1567 [ 1627 | 1763 | 1827 | 206 | 2130 | 2 4.3
%M_* |} e L. L. min, ) enax | mn | emex | eun | mee | e o) o, |
912 (1983) 482 5.00 8.7 6.0 764 800 | 964 | 1000 | 11.57 | 1200 | 1357 | 1400 | 1557 | 1600
are2( 482 5.00 57 S0 J64 | 800 | 664 1 1000 | 1157 | 1200 | 1357 | 1400 7
B8 1831 M (19885) 485 5.00 5.85 6.00 7.83 800 | 981 | 1000 [ 179 | 1200 | 1377 | 1400 | 1576 | 16.00
[Key Size nominal s < B 3 8 10 12 14
min max. mn max. mn. max. man. max. min. L min. M min. M
[OIN 912 (1983) 4.020 4.006 5.02 5.14 6.02 614 | 8028 | 8.175 | 10028 | 10.175 | 12.002 | 12.212 | 14032 | 14212
4762 (1 4020 4006 | 514 6.02 614 1028 | 8175 10028 [ 10178 | 12032 12212 ] 1 14212
8 18.3.1 M (19865) 4.020 4.084 5.020 5.084 6020 | 6095 | 8025 | 8115 | 10.025 | 10127 | 12.032 | 12.146 | 14.032 | 14.159
s L. .3 = -n - .3 L3
912 (1 25 3 4 5 6 7 8
25 3 < s 3 7 [}
B 1831 M (1986) 25 3 4 o 5 7 )
ome) M20 w22 M24 oen M0 M3
25 25 25 3 3 35 35
b 48 52 3 0 o5 2 78
|| e L3 N N WE EE WE WN WE ‘wN ww -
912 (1983) 26.67 270 2957 30.33 3261 | 3339 | 3561 | 3839 | 3981 | 4039 | <61 | 4539 | 4961 | 503
4762 (1 29.67 30.33 361 | »»w 401 | 453
T ( 2053 | 305 3548 | B9 Al | 455
MHeight & min M. min. max. man. max. min. max. min. ma. min. max min. man.
[T 1757 | wwoo | vo4s | 2000 | 2148 | 2200 | 2348 | 2400 | 2648 | 2700 | 2648 | 3000 | 2238 | 3300 |
SO 4762 (1997) 19.48 20.00 2348 | 2400 29.48 | 30.00
1973 | 2000 270 | 2400 2957 | 3000
4 7 17 19 19 2 24
L. SN, .13 [ 3 men | max | min | max | mén | max | e | e ] min | e |
wox | 1e212 17.05 17.23 1705 | 1723 | 19.065 | 19.275 | 19.065 | 19.275 | 22.065 | 22.275 | 24.065 | 24.275
17.05 17.23 19.065 | 19275 22.085 | 22.27%
17.0 | 17216 19.068 | 19243 22068 | 22.319
min man. mn mn min. min. min
9 10 [ 12 138 15 18
10 12 15.5
0 12 15,
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