General characteristics

.JLovato DMOT’ DMZT, DMBT, DMA4T... Datasheet The DM... series current transformers (CTs) are installed

in electric installations to reduce the line current to a
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Order code Primary | Burden Qty | Weight  secondary value of 5A, which is compatible with current
current | Class | Class | per inputs of digital multimeters or protection relays.
2. Ipn 05 |1 pkg These are without primary winding and are used for high
2Eah ] /5[A] | [VA] |[[VA] |[n° |[ka] primary current values from 50A upward.
R ooz cah Ryt a0y bt Sorsarte e prriar comert
‘ s DMOT 0050 50 o 125 1 0.200 value proportional to secondary current.
DMOT 0080 80 — 15 1 0.200 300/5A
.
Rkt — For @23mm/0.9” cable. >
For 30x10mm/1.2x0.4”, 25x12.5mm/1x0.5”, » 6
of .‘ I_ _—_ 20x15mm/0.8x0.4” busbars. '
FEF @ Dﬁl’jﬁ_i = 4650 BQ“’°| DM2T 0100 100 — 1.5 1 0.130
B 'z o E! 1= ' DM2T 0150 150 |— [15 [1 0130 300/ 5A
S S \\ DM2T 0200|200 |— |25 |1 |0130 1 loop = 300 / 5A
R2 DiE=s | i N | _DM2T 0300 300 [15 |3 |1 |0130
LZE_ o IR A o . DM2T 0400 400 2 3 1 ]0.130
079 | For @30mm/1.2” cable. 300:n/5A
(%) ~ _ . For40x10mm/1.6x0.4”, 30x20mm/1.2x0.8", 300:1/5A=300/5A
oS i) 25x25mm/1x1” busbars.
e — §= ﬂ’;ﬂlﬂl‘*"j b B y DM3T 0500 500 2.5 5 1 0.260
} ‘ :
- ;E jL DM3T 0600 600 5 10 1 0.260 < 6
L mn;'iﬂ & s 2 DM3T 0800 800 5 10 1 0.260 >
i — e T 2 DM3T 1000 1000 |5 10 [1 |0.260 '
B gk i
vl Lol EF 425 (1.75) l '- = For @#86mm/3.4” cable. 300/ 5A
Lﬁ“f&’; For 100x30mm/3.9x1.2”, 80x50mm/3.1x2”, 2 loops = 150 / 5A
15 70x60mm/2.8x2.4” busbars.
DM4T1500  |1500 [30 [30 |1 |0.760
— ] DMAT2000  |2000 |45 |45 |1 |0.840
»5 B T = ) - : 300:n/5A
Fﬁuﬁuﬁq = Dp(e)ratlunal u;haral:lenstlgsso 300_ 2/5 A=1 50 /5 A
~ Operati : 50-60H il
gj’f’(ﬂ l ‘- - (S)gcet;?l&%?y ?ﬁ:ﬂ?:cm;rz?t/ ?lf 300 A
I 1 B = ithst: t %
7 2% Llw \_ih Lln = s = ‘ ~ i‘ - IE?:;zd \inxsu?aili:n voltage [L)J? 720V /5 N
j 2| L] -§5322 Ll s I * — IEC rated short-time thermal current Ith: 6
plddds B 40-60 Ipn for 1 second .
| [ |_ ! TS e == r © - IEC rate[iind)?l:amsi:e:?unrrent Idyn: 2.5 Ith for 1 second >
_\:LLH o — l l | | — Insulation (dry type): Class E
— — = | = S - Terminals:
= « Faston for DM2T and DM3T
= | T l am : Stow for DMOIT, g?\MTfan% tE:nZ?T DtxﬂpeTs o 300/ 5A
ol o , ~ Sealable termi . DMAT and DM5
L1 o e “ 3 loops = 100 / 5A
12} ﬁ ?gg = Fi_xipg on 35mm DIN rail (IEC/EI_\I 60715) or by screws
120 (551 (fixing elements stangard supplied with the product)
il - |EC degree of protection: IP30
S - — Ambient conditions
— « Operating temperature: -25 ... +50°C 300:n/5A

« Storage temperature: -40 ... +80°C.

« Relative humidity, non condensing: 90%. 3003/5/_\:1 00/5A



