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POWERLINE 4

grin mit schwarzem Aufkleber/
green with black sticker

griin/
green

4x LED grin/
4x LED green

oty

Technische Daten Ladegerdt/

technical data charger
Cingangsdaten/
input data

Ausgangsdaten
output data

Top—off Ladung/
top—off charging

Netztrennung/
Disconnect from mains

Vollerkennung/
battery full detection

max. Spannung/
max. Voltage

Sicherheitstimer/
security timer

Ausgangsschutz/
Output protection

grin mit schwarzem Aufkleber/
green with black sticker

weiBe Bedruckung/
white printing

DC Eingangsbuchse/ ¢1,35x93,5x7mm
DC input socket

‘\_

ZeroMWaft BATTERY CHARGER WITH -V

MODEL: AN6708
PRI: 100-240V~ 60/50Hz 145mA(max)  SEC: 4.48VA (max)
1/2/3/4 x (1.4 V=800mA) AA/AMA

’, /

12V-13.8V=550mA (max)

LED function:
Laden / charging: : grin blinkt langsam (25 an / 2s aus)/
green flashing slow (2s on / 25 off)
+ grin blinkt schnell /15 an / 15 aus)/
green flashing fust (1s on / 1s off) \

Fehler / error:

schwarzer Aufkleber mit weiBer Bedruckung/
black sticker with white printing

Hohlstecker/ @1,35x93,5x7mm

hollow plug

max. 800mA

CLASS 2 BATTERY CHARGER ATTEN'“ON
CAU“ON POUR UTILISATION A
RISK OF ELECTRIC SHOCK L'INTERIEUR SEULEMENT
DRY LOCATION USE ONLY UTILISER UNIQUEMENT DES
USE ONLY RECHARGEABLE PILES RECHARGEABLES, LES
BATTERIES, PILES NON-RECHARGEABLE
OTHER TYPES MAY EXPLODE RISQUENT D * EXPLOSER
- 100 — 240V AC +10% 100mA
oder/or 12V DC (10.8V — 14.4V)

. 4 x 14V = Rundzellen/ cylindrical batteries

Mignon (AA)
Micro (AAA)

4 x B00mA +10% /4 x 400mA £10%

: nach dem Ladevorgang (fur 1h)/
after charging process (for 1h)

Mignon (AA) 4 %
Micro (AAA) 4 x

80mA £20%
50mA £20%

Ih nachdem der Letzte Akku die Ladung beendet hat
Ih after the last battery has finished the charging

—dU

1.75V — 1.90V

o Timer 560min £10%

. Verpolschutz/ ;
reverse—connect protection

KurzschluBschutz/
short circuit protection

mechanisch/
mechanical

© elektronisch/

electronical

Akku voll / battery full: - griin doverhaft an
Th nach Lodeende: alle LEDs aus - Zero Watt/

green always on

Metallteil schwarz eloxiert/
metal part black anodized

Made in China Th after charging at ACinput: all LED off - ZeroWatt

S.BE1CE X

Ansmann AG * Industriestr. 10 ® D-97959 Assamstadt » GERMANY ~ XXXX \

Verschlusseltes Produktionsdatum /
date code (coded production date)

LED rot/
LED red

(1

Flachleitung schwarz mit weiBem Streifen Ldnge 1,8m +10cm/
flatcable black with white stripe length 1.8m £10cm

Ladeanzeige fur Rundzellen/

charging indicator for round cells

Ladung/
charging

Top—off Ladung/
top—off charge

Impulserhalteladung/

trickle charging

Akku defekt/
battery defective

Ladebeginn /
start charging

Isolation/
insulation

Schutzart/
protection

Betﬂebstempemtur{
operating temperature

Lagertemperatur/
storage temperature

Approbation/
approval

LED grin blinkt (an/aus: 2sek./2sek.)/
LED green blinking (on/off: 2sec./2sec.)

LED grin leuchtet dauerhaft/
LED green lights steadily green

LED grin leuchtet dauerhaft grin/
LED green lights steadily green

LED griin blinkt schnell (an/aus: 1sek./1sek.)/
LED green flashes fast (on/off: Tsec./1sec.)

. Start Knopf fir ca. 2 Sekunden gedriickt halten/

press Start button for approx. 2 seconds

AN Eingang/Ausgang

primary /secondary

P20
0C....... +25C
—25C...... +/0°C

CE, SGS GS, cBVus

[ D
N
T
UK Stecker /
] UK plug
_

31

Euro Stecker/
Euro plug

Fuse 2A
Gehduse/ Steckerladegerdt UL94VO—Material/
case plug—in charger UL94V0 material
Gehdusefarbe/ Grune Gehauseteile in Pantone 362
case color green housing parts in Pantone 562
Gehdusebedruckung/ gesammte Bedruckung Vorder— und Riickseite weis/
case printing all printing front and back side white
Gewicht/ 215g inkl. Primdrstecker und DC Kabel / incl. input plugs and DC cable
weight
Verpackung,/ Blisterverpackung inkl. mehrsprachige Bedienungsanleitung
package blister package incl. multilangual manual
Verwendungsbereich/Applicaton range Zul. Abweichung/ |Oberflache/ |MaBstab/Scale 1 Gewicht/Weight
fur Anfrage/for inquiry AN6708UK Allowable deviation |Surface
Werkstoff/Work material, Modell-Nr.
yé date code chonged ond adress added ;ééég gé 2009 |Datum/Dafte|Name Zeichnungsname/Drawing name
frequency printing updated .08. frsfellt/ 18,03 JST :
V2 \printing odjusted and cBVus approvel added| 16.06.11 | ML . POWGHWG 4 UK
V1| "Made in China” added |25.03.10 | MF with ZeroWatt Technology
V1 GS sign added 16.11.09 | PK
V1 bottom housing printing modified | 16.11.09 | PK iewtcpntuﬂgsnum/mper/tDrawwbﬂg number Blaftt/
VO Date code position changed [17.07.09 | JST NN° FriKEInUMMEr/Fart num GFBW O7555/U K Sheef
Vo | ——- 2003.09 | JST |
Version| Anderung/Change Datum/Date Name |Ursprung/Origin - Proj. 013/04/09 | Ersatz fur/Replaced by ‘ErsaTzdur[h/Repla[ememThmugh‘




