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1.5 0.2

"X"

90

3*

2+0.2
-0.2

4.3

Kabelgruppe Abstand "X"
71 / U5 0.25 0.03

70 0.1 0.03

Werkzeuge:
Abisolierwerkzeug ....
Crimpzange 11W150-000 ....
.... ....
.... ....
.... ....
.... ....
.... ....

Montageanleitung: MA_19E13 Serie: SMP

Verbinder gerade
für Semi-Rigid und flexible Kabel

Kabelbefestigung:
    Innenleiter gelötet
    Außenleiter gelötet
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2) Steckerinnenleiter "B" auf Kabelinnenleiter schieben und auf Distanz festlöten. 

3) Das so vorbereitete Kabelende bis zum Anschlag in den Steckerkörper "A" schieben.
4) Aussenleiter des Kabels mit der Löthülse des Steckerkörpers "A" verlöten.
5) Nach dem Löten Anschlussmaß prüfen!

Schritt 0.1), 0.2) und 0.3) nur für
Kabel RTK 047, RTK 063 und RTK 085

0.1) Kabel nach Zeichnung abisolieren.
0.2) Schirmgeflecht tauchverzinnen.
0.3) Überstand 2 0.2 mit Seitenschneider ohne Wate entfernen.

1) Kabel nach Zeichnung abisolieren.
 

    *nur bei flexiblen Kabeln:
    1.1) FEP-Mantel abisolieren mit Maß 4.3mm.
    1.2) Bei Bedarf: Schirm tauchverzinnen.
    1.3) Schirm und Innenleiter
           nach Zeichnung abisolieren.

A B

A

hier löten

hier löten

0.3)
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1.5 0.2

"X"

4.3
2+0.2

-0.2

90

Cable group Distance "X"
71 / U5 0.25 0.03

70 0.1 0.03

Tools:
Stripping tool ....
Crimp tool 11W150-000 ....
.... ....
.... ....
.... ....
.... ....
.... ....

Assembly Instruction: MA_19E13 Series: SMP

Straight Connector
for semi-rigid and flexible cable

Cable entry:
    Center conductor soldered
    Outer conductor soldered
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1) Prepare the cable acc. to the drawing
 

    * only for flexible cable: 
    1.1) Remove the FEP-jacket with the dimension 4.3mm.
    1.2) If required : Tin-dip braid.
    1.3) Remove braid and center
           contact as shown.

Step 0.1), 0.2) and 0.3) only for
cable RTK 047, RTK 063 and RTK 085

A B

2) Push center pin "B" onto the center conductor of the cable and solder maintaining
   the indicated space.

A

solder here

3) Insert the prepared cable into the connector "A" until stop.
4) Solder the outer conductor of the cable to the connector body "A".
5) After soldering check the interface dimension!

solder here

0.1) Prepare the cable acc. to the drawing.
0.2) Braid tin-dipped.
0.3) Cut off the supernatant 2 0.2
         with wire cutter without tools facet.

0.3)


