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Additional InformationAdditional InformationAdditional Information   
 

Physical Data / RequirementsPhysical Data / RequirementsPhysical Data / Requirements   

Termination 

Type  

 

Size (mm2)  

Length (mm)  

Case Type   

Length (mm)   

Width (mm)   

Height (mm)   

Fixings (mm)   

Weight (g)   

IP Rating  

Electrical DataElectrical DataElectrical Data   
Actual Lamp Power (W)  

Circuit Watts (W)  

Dimmed Power Level  Economy 67% 50% 

Dimmed Lamp Power (W)     

   Dimmed Circuit Watts (W)  

Input Voltage (V)  Lamp Waveform  

Input Frequency (Hz)  Lamp Operating Frequency (Hz)  

Input Current (A) @   Voltage Ignition (kV)  

Power Factor  Maximum Cable Capacitance (pf)  

Total Harmonic Distortion (THD) %    

Max Ballasts per C16A Circuit    

Short Circuit Protection  Maximum Case Temperature (°C)  

Continuous Open Circuit  Maximum Ambient Temperature (°C)  

Thermal Protection with Auto Reset   Minimum Ambient Temperature (°C)  

End of Lamp Protection  Conformal Coating (°C)  

Safety / Thermal RequirementsSafety / Thermal RequirementsSafety / Thermal Requirements   

VYC070255 Standard 70W (Quartz, Ceramic, HPS)

72

n/a

79

n/a

n/a

220 - 240 ± 10%

50 / 60

Cable Clamp

1.5

n/a

146

72

31

95-98 X 56-60

Aluminium Covered

470

35

n/a

n/a

0.33

n/a

>0.95

<10

210

Square Wave

n/a

4

Yes

100

90

50

-20

UMSUG Code: n/a

n/a

240V


