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BD-ZB

Scotch-BriteTM Bristle Disc

for heavy coating removal and surface cleaning

	Product Information Scotch-BriteTM Surface Conditioning Products


	Construction
	Material:
	Thermoplastic binder

	
	
	

	
	Mineral:
	Blend of CubitronTM and Aluminium oxide

	
	
	

	
	Grades:
	50 (yellow)

80 (green)

120 (white)

	
	
	

	
	Dimensions:
	Diameter 115 mm

Bristle length 19 mm

	
	
	

	
	Fixation:
	M14 thread

	
	
	

	Power Tools
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	Features
	Advantages
	Benefits

	One-piece moulded construction
	No added wires
	Safe to use, no vibrations

	Abrasive bristles filled with CubitronTM and aluminium oxide minerals
	Real cutting tool (hardness of the abrasive mineral far higher than metal or coating)
	Better surface conditioning

	Controlled wear resin
	Constant renewal of cut
	Consistency in work, can be used until complete wear of the material

	M14 thread core included
	No tools needed to change the disc
	Easy and quick change

	High MOS rating (12000 rpm)
	High cut
	Can be run on a wide variety of exiting power tools

	Open construction and unique patented design
	No loading; dust is swirled away
	Quicker cleaning, cool cut and longer life


	Materials

Application
	Carbon and stainless steel, non-ferrous materials (copper alloys, aluminium alloys, etc.), synthetic materials.

Thick coating removal (paint, rust, adhesive, glue, rubber, etc), oxide removal, surface contaminants, cleaning, weld discoloration


	Accessories
	None.


	Recommended

use
	Diameter

mm
	Maximum Operating Speed rpm
	Recommended Speed rpm

	
	115
	12000
	6000-10000


	Safety Notice
	[image: image3.png]


   [image: image4.png]


   [image: image5.png]


   [image: image6.png]


  


	Certification
	3M Production plants are ISO 9002 certified.

	
	

	3M Service
	Do you have technical questions?

Your contact is Mr. Olivier Brehon

Telephone:   +33 1 4732 8878

Telefax:        +33 1 4732 8785

For environmental or product safety questions, contact your local 3M subsidiary or call

Telephone:   +49 2131  14 2042
Telefax:       +49 2131  14 3587
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