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Lithium Battery UN38.3 Test Report

I . Sample Description £ f#iR

Sample
Model EXC 903048
FmiS
Manufacturer | Shenzhen Hugquan Technology Co.,Ltd
HlE TRINPR SR T A PR A 7]
Manufacturer’s | 201, A, Office Building, Lliyumen Street, Qianwan Road, Shengang
Address Coopertion District, Shenzhen City, Guangdong Province, China
Bl | RIS S EX RS % 15 A KR 201 =

Factory Shenzhen Huquan Technology Co.,Ltd
AN RIS Sk AT BR 2 7]

Address 201, A, Office Building, Lliyumen Street, Qianwan Road, Shengang
Haht Coopertion District, Shenzhen City, Guangdong Province, China
I AR S 1E TS —# 15 AR 201 =

Manufacturer’s Phone number E-mail address Website

contact 155 F MR A Hh bk X ik

information
HIEREBERER +86-13923413686 sale@excbattery.com

Product Name Li-ion Polymer Battery
7= i PR W T RE DRI

Trade Mark w Cell Shape Prismatic Battery Size

N 48.5 x 30.0 x
i o g miR |
[EL7D B TR AL (LXWxT) 9.0)mm
Limited
1500mAh Charge
5.55Wh Voltage

7t HL PR 1] FL TR

Nominal Rated
Voltage . Capacity
FRFR L BERE

Maximum

Continuous
Standard Charge End Charge

Charge Current o Current
PRt 78 HL FL IR B R 7 HRFT
B
Standard Maximum
Cut-off Voltage Discharge Discharge
W AR 1k B R ' Current s Current 1500mA
PR v R EE ER R B N B R
Cell Number Cell Model

U PR B 1PC B 7 2 EXC 903048

Sample

Sample Mass 5.8 Physical Approximate Silver Cuboid
HRERE ©9 description R K A

FmMERS

. Completing
Receiving Date
2024.05.20 Date 2024.06.03
U H

SER H 3
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Lithium Battery UN38.3 Test Report

II. Standard #r#E

UNITED NATIONS “Manual of Tests and Criteria” (ST/SG/AC.10/11/Rev.7+Amend.1 Section 38.3)
BREE GRIGABRAET ) H-EEITRROABIE 155 38.3 1.

M. Test Item XI5 B

T.1. KAltitude simulation 7 EE 541, T.5. [XExternal short circuit #h 5%
T.2. XThermal test 5 % T.6. [lmpact i/ XICrush 7%
T.3. KVibration #£z) T.7. XIOvercharge iZ75 H

T.4. XIShock 7 T.8. XIForced discharge 5i: il i H,

IV. Test Method and Requirement i /7 ¥ F0 E 5k

Tests T.1 to T.5 shall be conducted in sequence on the same cell or battery. Tests T.6 and T.8 shall
be conducted using not otherwise tested cells. Test T.7 may be conducted using undamaged batteries
previously used in tests T.1 to T.5 for purposes of testing on cycled batteries.

FH AR [ 1 R B b A BB TP 3 AT RS T.1 22 7.5, 156 T.6 £ 1.8 A kA7 HoAth i5e i Haots . ol
T7 W] DA 56/ ES T1 28 T5 Al A i R4 ) Lt AT, DA A2 5 7 PR TS0 R R R
Single cell batteries of B1#~B5#, B11#~B14# are full charged after one cycle;
Single cell batteries of B6#~B10#, B15#~B18# are full charged after twenty-five cycles;
Rechargeable cells of C1#~C5# are 50% charged after one cycle;
Rechargeable cells of C6#~C10# are 50% charged after twenty-five cycles;
Rechargeable cells of C11#~C20# are full discharged after one cycle;
Rechargeable cells of C21#~C30# are full discharged after twenty-five cycles;
Test environment condition: ambient temperature: 15-25°C, ambient humidity: 40-70%
B H B1#~B5#, B11#~B14#9 1 XA IR T HARAS
B HL B6#~B10#, B15#~B18# 25 Al HUR A ;
A FEHLHLE C1#~CB# 1 A JG 50% 78 HUIR A
A 7R HLHLES CO#~C10# M 25 IXTEHN G 50% 78 FEAR A ;
A7 LSS C11#~C20#4 1 IRTEH 56 2 U ARES s
F 7 HL LSS C21#~C30#H 25 IRIEH 78 4 U BARES ;
IR BRI 15-25°C, HBHESE: 40-70%

In order to quantify the mass loss, the following procedure is provided:
Mass loss (%) = (M1-M2)/M1 x 100
R UK EACE, AT AT A
R K(%)=(M1-M2)/M1%x100
Where M1 is the mass before the test and M2 is the mass after the test. When mass loss does not
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Lithium Battery UN38.3 Test Report
exceed the values in Table below, it shall be considered as "no mass loss".
A M1 ERIGITRE, M2 2RK)EH R E. R EEFRRAEE TRV AEUE, NAATCHR

Mass M of cell or battery Mass loss limit
FL A B L ) o JitEE A5 R PR A
M<1g 0.5%

1g<M<75¢g 0.2%

M>75g 0.1%

Leakage means the visible escape of electrolyte or other material from a cell or battery or the loss of
material (except battery casing, handling devices or labels) from a cell or battery such that the loss of mass
exceeds the values in Table above.

BIs R 16 W] DL B 0 F AR e PR SN LS e r b e ), BRI TP Y B AR R (AN

Hl A se. WOs3E . BiRss) , RERRERE BRI EIE.

In test T.1 to T.4, cells and batteries meet this requirement if there is no leakage, no venting, no
disassembly, no rupture and no fire and if the open circuit voltage of each test cell or battery after testing is
not less than 90% of its voltage immediately prior to this procedure. The requirement relating to voltage is
not applicable to test cells and batteries at fully discharged states.

FENHK TA 2 T4 b, USROS TSR, ot s, BRIk, I e MAR g
AN EFEVBAE RIS J5 0 TT 2% F AN /N T AR REAT X — 156 AT A Y 90%

T.1. Altitude simulation =5 EEE#]

Test method PR 5%
Test cells and batteries are stored at a pressure of 11.6 kPa or less for at least six hours at ambient
temperature (2015C).
TR LU FRLH R R 4% T B T 11.6 kPa FIFREE IR (2025°C) P E D 6 /A .
Requirement ZE3R
Cells and batteries meet this requirement if there is no leakage, no venting, no disassembly, no
rupture and no fire and if the open circuit voltage of each test cell or battery after testing is not less than
90% of its voltage immediately prior to this procedure.
RS TC B e et <. TR ook K, I HAgA S f el i it 22 56 /= 1 T 2% H
JEAVNT HAEREAT X — 158 A AR 90%.

T.2. Thermal test & EFiRK

Test method PR %

Test cells and batteries are to be stored for at least six hours at a test temperature equal to 72+2°C,
followed by storage for at least six hours at a test temperature equal to -40+2°C. The maximum time
interval between test temperature extremes is 30 minutes. This procedure is to be repeated until 10 total
cycles are complete, after which all test cells and batteries are to be stored for 24 hours at ambient
temperature (20+ 5°C). For large cells and batteries the duration of exposure to the test temperature
extremes should be at least 12 hours.

IR FE O L TR B AR TR IR TR S 25T 7242 C R SR NAFT R D 6 /DI, H3E AR IR 55 T--4042°C
AT AT/ 6 /NF o P A s ik il 52 -2 [ P e KN ] (] B 2 30 b MGRR P B EAT, HL58Rk 10
UAEER, B A R0 B O R F A PR B I FE (2045°C) RAFR 24 /N o X6 KR st R E, SR 2 T4
Ui T o Tk PRI ) 2220 R Ry 12 /N
Requirement ZE3}R
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Lithium Battery UN38.3 Test Report

Cells and batteries meet this requirement if there is no leakage, no venting, no disassembly, no
rupture and no fire and if the open circuit voltage of each test cell or battery after testing is not less than
90% of its voltage immediately prior to this procedure.

RS AT R B R . it <. AR ORERATCE K,  FF AR s ol A e 56 = AT i H
JEAN T HAEREATIX — 58 AT HL K ) 90%

T.3. Vibration ¥&3h

Test method MR 75 %

Cells and batteries are firmly secured to the platform of the vibration machine without distorting the
cells in such a manner as to faithfully transmit the vibration. The vibration shall be a sinusoidal waveform
with a logarithmic sweep between 7 Hz and 200 Hz and back to 7 Hz traversed in 15 minutes. This cycle
shall be repeated 12 times for a total of 3 hours for each of three mutually perpendicular mounting
positions of the cell. One of the directions of vibration must be perpendicular to the terminal face.

RS A R X [ T IR3h & G, EAFERESATE, R SE e bRzl . IR N IE XY,
XPEAARINAAE 7 Hz A1 200 Hz 2 18], FE[EIR] 7 Hz, BSR4 15 708, 1X— PRSI F2 4005 =/~ HAH 2 B L
O A IT A — D5 T AT 12 9k, OIS 3 /N . e —ANIRBN 5 )4 00 i T 7 L

The logarithmic frequency sweep shall differ for cells and batteries with a gross mass of not more than
12 kg (cells and small batteries), and for batteries with a gross mass of more than 12 kg (large batteries).

PEXT BT R, 6 SRR S AN 12 Toa i et CRESAI N ), FOxh o &t 12 158
R CRASELID) A7 BT AN

For cells and small batteries : from 7 Hz a peak acceleration of 1 gn is maintained until 18 Hz is
reached. The amplitude is then maintained at 0.8 mm (1.6 mm total excursion) and the frequency
increased until a peak acceleration of 8 gn occurs (approximately 50 Hz). A peak acceleration of 8 gn is
then maintained until the frequency is increased to 200 Hz.

XFHEHVN I N7 Hz TFaR, OREF 1 gn BIRRINERTE, BERBAET] 18 Hz. A F R IRIE TRIF(E
0.8mm CElff% 1.6mm) , FFEHE ISR B 2 IR A R 8 gn (ARLH 50 Hz) o KU s 2 OR+F
£ 8 gn BRI G N%] 200 Hz.

For large batteries : from 7 Hz a peak acceleration of 1 gn is maintained until 18 Hz is reached. The
amplitude is then maintained at 0.8 mm (1.6 mm total excursion) and the frequency increased until a peak
acceleration of 2 gn occurs (approximately 25 Hz). A peak acceleration of 2 gn is then maintained until the
frequency is increased to 200 Hz.

PRI HM: M7 Hz IFaR, OR4F 1 gn BB IEE, B EIEIAT] 18 Hz. ARG K IRIE LR RFE 0.8mm

(AL 1.6mm) , JREG ISR H B E IR LA S 2 gn BIFRL) )y 25Hz) o HGUEEINE fZORFFAE 2 gn
HEPAIE N #)] 200 Hz.
Requirement ZEx}R

Cells and batteries meet this requirement if there is no leakage, no venting, no disassembly, no
rupture and no fire and if the open circuit voltage of each test cell or battery after testing is not less than
90% of its voltage immediately prior to this procedure.

RS ATRLZTB R . it <. A TORERATCEE K, JF HARAS e s ol A b AE k56 = AT i H
JEAVIN T HAEREAT X — 156 A F S T 90%

T.4. Shock My

Test method 375 %

Test cells and batteries shall be secured to the testing machine by means of a rigid mount which will
support all mounting surfaces of each test battery.

IR FE AT L FH I SO R R T AR I 3 B b, SOAE SO A A B FRLR ) P A 22 26 T
Each cell shall be subjected to a half-sine shock of peak acceleration of 150 gn and pulse duration of

6 milliseconds. Alternatively, large cells may be subjects to a half-sine shock of peak acceleration of 50 gn
and pulse duration of 11 milliseconds.

Report No. % 4w '5: NCT240221276XB1-1 Page 5 of 23 % 5 1L 23 7T
Hotline: 400-8868-419 Tel: 86-755-23218380 http://www.ncttesting.cn




Lithium Battery UN38.3 Test Report

AN A SZ IR H IR FE 150 gn AUk HFEEIS [H] 6 ms B IEsZik b . ANid, KAHREE Z I (H
IS E 50 gn Rk s RS2 1] 11 ms (24 IE5Z PPt

Each battery shall be subjected to a half-sine shock of peak acceleration depending on the mass of
the battery. The pulse duration shall be 6 milliseconds for small batteries and 11 milliseconds for large
batteries. The formulas below are provided to calculate the appropriate minimum peak accelerations.

AN L2 52 2 IR SRy, WA 3 7 E AR FE I Y R R o /N A K Bk R BE I ) 6
ms, KA KRR SR 1] 11ms. T T R 2 30 R TH S5 3 1 i /N IR 2

Battery Minimum peak acceleration Pulse duration

150 g, or result of formula

. . ([ 100850 )
Acceleration(g, ) = |

Small batteries VU mass* ) 6 ms

wlichever 1s smaller

50 g, or result of formula

. . |{ 30000
i Acceleration(g, )= || |
Large batteries \\ mass * 11 ms

whichever 1s smaller

* Mass 1s expressed m kilograms.
FL v B /N U T3 B2 ineUiksEeaing !
N ER 150 gn Bl i85 45 2Rt R /N B 6ms

sz (gn) = (L0980,
mass

PNALL ER 50 gn =it 545 R ep B /D IE
30000)
mass

IR (gn) = [(

Each cell or battery shall be subjected to three shocks in the positive direction and to three shocks in
the negative direction in each of three mutually perpendicular mounting positions of the cell or battery for a
total of 18 shocks.

BEAS FOS B AT = A AR A RO B 222 T L IE T I 52 = kil , BEEAE T IMA % =
white, BILEZ 18 k.
Requirement E3}R

Cells and batteries meet this requirement if there is no leakage, no venting, no disassembly, no
rupture and no fire and if the open circuit voltage of each test cell or battery after testing is not less than
90% of its voltage immediately prior to this procedure.

RS TGS e . ot <. TR eiiATEEE K, I HAA e B ml d it 2E 50 /= 1 T 2% F
JEAVNT HAEREAT X — 158 AT f R/ 90%.

T.5. External short circuit M55 %

Test method Pk 7%

The cell or battery to be tested shall be heated for a period of time necessary to reach a
homogeneous stabilized temperature of 57+4°C, measured on the external case. This period of time
depends on the size and design of the cell or battery and should be assessed and documented. If this
assessment is not feasible, the exposure time shall be at least 6 hours for small cells and small batteries,
and 12 hours for large cells and large batteries. Then the cell or battery at 57+ 4°C shall be subjected to
one short circuit condition with a total external resistance of less than 0.1 ohm.

T3 FL S B R 5 S — B[], DAL AR 5 I 3 SO R e HiA 31 57+4°C o I FAT 8] K J5 /2 B H
Report No. % 4w '5: NCT240221276XB1-1 Page 6 of 23 % 6 1L 23 71T
Hotline: 400-8868-419 Tel: 86-755-23218380 http://www.ncttesting.cn




Lithium Battery UN38.3 Test Report

KOER], XA 8] 75 PP 0. QR AN IR AN PG 1018, X3/

EEL %M\ %mﬁﬁﬁﬁﬁt/ﬂnFFﬁﬁlﬁi/l\ 6 /N, TR SRR Rt /D JCE 12 AN/ SRS A e el
HMAE 5744°C N2 B AMEIE/NT 0.1Q HYRLH S 1F .

This short circuit condition is continued for at least one hour after the cell or battery external case
temperature has returned to 57+4°C, or in the case of the large batteries, has decreased by half of the
maximum temperature increase observed during the test and remains below that value.

LB DN e 25 30 RS R RV AP et FE [T 1) 5724 °C Ja 28 /0458 1 /NI, EERTORHI, AR SEi BT T R
B R o P B R ORIR B — 2R PA R .

The short circuit and cooling down phases shall be conducted at least at ambient temperature.

FL 5 M UFT ¥ EY B 2 /D ROZAE PRS0 BE R AT
Requirement ZE}R

Cells and batteries meet this requirement if their external temperature does not exceed 170°C and
there is no disassembly, no rupture and no fire during the test and within six hours after test.

LA F I AN e FEAN I 170°C,  H HAR RIS I FE i A5G J5 6 /NN 9 TG AR IR . Tomid, Toikg K.
T.6. Impact / Crush #E#H/FHE

Test procedure — Impact (applicable to cylindrical cells not less than 18.0 mm in diameter)

WA - #H CGEHTEHAEKTAET 18.0 2K LA BRI B HUE)

The test sample cell or component cell is to be placed on a flat smooth surface. A 15.8 mm = 0.1mm
diameter, at least 6 cm long, or the longest dimension of the cell, whichever is greater, Type 316 stainless
steel bar is to be placed across the centre of the sample. A 9.1 kg + 0.1 kg mass is to be dropped from a
height of 61 £ 2.5 cm at the intersection of the bar and sample in a controlled manner using a near
frictionless, vertical sliding track or channel with minimal drag on the falling mass. The vertical track or
channel used to guide the falling mass shall be oriented 90 degrees from the horizontal supporting surface.

BURF FRS B O P F e I e 3R 1, — 4R 316 AUREEANE R IR o0, MR E R 15.8 2K
+0.1 22K, KEZED6 HK, sl OaKimfRE, M oF2 K& H—H9.1 T5+0.1 T 5o i HAE A
61+2.5 JHUK i Lk % AR A RE S SUAE, {3 — AN LT A BEHR 1K) o 0l v AR B L 3 /)N PR o L P
LA EPUEEE TEH T 5 SRR S K SCE R R 90 BT .

The test sample is to be impacted with its longitudinal axis parallel to the flat surface and
perpendicular to the longitudinal axis of the 15.8 mm + 0.1mm diameter curved surface lying across the
centre of the test sample. Each sample is to be subjected to only a single impact.

SR AR, PN TR AT IR S BRI D B BLAR 15.840.1 220K 25 il 3% 111 ) A Al
He il &% .

Test procedure — Crush (applicable to prismatic, pouch, coin/button cells and cylindrical cells less than
18.0 mm in diameter)

WP BR- . CEHTRAE, R, B im0 B O R RS ER/NT 18.0 2=2X6)
A cell or component cell is to be crushed between two flat surfaces. The crushing is to be gradual with

a speed of approximately 1.5 cm/s at the first point of contact. The crushing is to be continued until the first
of the three options below is reached.

R LS B LS PRSP T 2 () B, BF I D0 BB INCR, R 58— s s _ERIEE KL 1.5
cm/s. HFERFEEAT, HREHIWLL N =FERZ —:

(a) The applied force reaches 13 kN £ 0.78 kN;

(b) The voltage of the cell drops by at least 100 mV;

(c) The cell is deformed by 50% or more of its original thickness.
(@)t Ny 7715 %) 13 kN £ 0.78 kN;

(b) FLC ) FLUE R A 100mVs

(o) LM AR L B JFUUG JR L 1) 50%EE % .

Report No. % 4w '5: NCT240221276XB1-1 Page 7 of 23 % 7 113t 23 1t
Hotline: 400-8868-419 Tel: 86-755-23218380 http://www.ncttesting.cn




Lithium Battery UN38.3 Test Report

Once the maximum pressure has been obtained, the voltage drops by 100 mV or more, or the cell is
deformed by at least 50% of its original thickness, the pressure shall be released.

—HIEBRORE ). AR R 100mV s £, s r TR A 2= /B B R AR JEFZ 1 50%, B AT AR FR Ik
Ji.

A prismatic or pouch cell shall be crushed by applying the force to the widest side. A button/coin cell
shall be crushed by applying the force on its flat surfaces. For cylindrical cells, the crush force shall be
applied perpendicular to the longitudinal axis.

BT BAR R P S AT 5 B R TR it I o L1468 T T RO S M P SR T T o (B T FR S NS i T
LT T i s
Each test cell or component cell is to be subjected to one crush only. The test sample shall be

observed for a further 6 h. The test shall be conducted using test cells or component cells that have not
previously been subjected to other tests.

B A B SR A R — RS R ke . IRFEZ Ak 220 5¢ 6 /N o TS 20 FH 2 AT A e H At e
FRRE S B L RS AR AT o
Requirement ZExR

Cell and component cells meet this requirement if their external temperature does not exceed 170°C
and there is no disassembly and no fire during the test and within six hours after test.

FLOS AT RS AR AR B AN L 170°C, IF BAERIG I RE b R 5 6 ZNih iy TefdiA, Toie K.
T.7. Overcharge it 78 &,

Test method 3R 75 i

The charge current shall be twice the manufacturer's recommended maximum continuous charge
current. The minimum voltage of the test shall be as follows:

78 R FLIAL A3 AR ) B R B T8 F LR P A o 6 R e/ LR R
(a) When the manufacturer's recommended charge voltage is not more than 18V, the minimum

voltage of the test shall be the lesser of two times the maximum charge voltage of the battery or
22V.

(b) When the manufacturer's recommended charge voltage is more than 18V, the minimum
voltage of

the test shall be 1.2 times the maximum charge voltage.
(a) il e PR O FEL FEU AN KT 18 ARIF, 16 PR i /0 L i 2 R 7t 5 K 7 i S P 7P 7 B 22 AR
BRI
(b) i R R A 78 R FEL K 18 ARIS, 0 P i /0 R s I P VL A K 7 L RIS ) 1.2 £ o
Tests are to be conducted at ambient temperature. The duration of the test shall be 24 hours.
I N AE PR BN AT . HEAT IR ISR Ny 24 A
Requirement ZExR

Rechargeable batteries meet this requirement if there is no disassembly and no fire during the test
and within seven days after the test.

70 H L S AE S AR R A 5 7 RN TG AR, ek
T.8. Forced discharge 375 5

Test method MR 5%
Each cell shall be forced discharged at ambient temperature by connecting it in series with a 12V D.C.
power supply at an initial current equal to the maximum discharge current specified by the manufacturer.
AN OB AEFBRIRE N 5 12V B L R IR AR JDCAE D A PRV S T 1 7 45 2 XY B R FELR I 2% £ i )
JECH o
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Lithium Battery UN38.3 Test Report

The specified discharge current is to be obtained by connecting a resistive load of the appropriate size
and rating in series with the test cell. Each cell is forced discharged for a time interval (in hours) equal to its
rated capacity divided by the initial test current (in ampere).

BURE S 5 — N 2 ORI AR B A7 288 e 0K AR 5 S E RN R TSR LR . B AS RS TS RS TR] (B Ny
h) ST U AUE 25 B R ORI e L R (AL A
Requirement E3k

Primary or rechargeable cells meet this requirement if there is no disassembly and no fire during the
test and within seven days after the test.

Ji r s i 7 R R N AE AR TR FR ARG R 7 RN, ol k.
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V. Test Procedure MRAFFE

Marking
PRI

A 4

Pretreatment
oAb 3

Lithium Battery UN38.3 Test Report

A 4

\ 4

A

y

A4

Samples of F ¥
BO1#~B10#

Samples of F ¥
CO1#~C10#

Samples
B11#~

of ¥ i
B18#

Samples of £ i
C11M#~C30#

A 4

Altitude simulation

e A,

A 4

Thermal test
R

A 4

\ 4

\

y

A 4

Vibration

iz

Impact / Crush
i s

Overcharge
pONE

Forced discharge

55 ] TR HEL

ik

A 4

External short circuit

G R

\4

Finished test
56 A
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Lithium Battery UN38.3 Test Report

VI. Test Data MiRZ4E

T.1 Altitude simulation =B

Pre-test i % §1f After test X5 J5 Mass Voltage after

test/Voltage
Mass Voltage Mass Voltage loss pre-test Status

mik | wE | mE | wE | PERR D e gy | SR
@) (V) @) (V) (%) 0 T P (%)

25.497 4.256 25.496 4.252 0.004 99.906 Pass &1

B02 25.642 4.262 25.640 4.259 0.008 99.930 Pass &%

BO3 25.783 4.257 25.781 4.255 0.008 99.953 Pass A1

B0O4 25.704 4.263 25.703 4.259 0.004 99.906 Pass &%

BO5 25.546 4.255 25.544 4.253 0.008 99.953 Pass &%

BO6 25.692 4.262 25.691 4.258 0.004 99.906 Pass &%

BO7 25.735 4.259 25.734 4.256 0.004 99.930 Pass &%

BO8 25.581 4.260 25.579 4.258 0.008 99.953 Pass &1

B09 25.608 4.258 25.607 4.254 0.004 99.906 Pass &1

B10 25.719 4.261 25.717 4.258 0.008 99.930 Pass &%

No. B01-B05: At first cycle, in fully charged states
%%5 BO1-B05: B 1 MFHAH], sEar RS

No. B06-B10: After 25 cycles ending in fully charged states

%5 B06-B10: i 25 M AM, TEAAHRE

Notes yEF:: Atmospheric pressure K< [E5%:1.013%105Pa, Ambient temperature P55 &: 23.1 °C
After the test, there is no leakage, no venting, no disassembly, no rupture and no fire.

MRS, HIbARBIE. RMAL REE. REEARE K.
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Lithium Battery UN38.3 Test Report
T.2 Thermal test R IR

Pre-test i % 51 After test X5 J5 Mass Voltage after

test/Voltage
Mass Voltage Mass Voltage loss pre-test Status

mik | wE | omE | wE | RERR D ey | SR
@) (V) @) (V) (%) 0 T P (%)

25.496 4.252 25.492 4.211 0.016 99.036 Pass &1

B02 25.640 4.259 25.636 4.221 0.016 99.108 Pass &%

BO3 25.781 4.255 25.778 4.220 0.012 99.177 Pass A1

B0O4 25.703 4.259 25.699 4.222 0.016 99.131 Pass &%

BO5 25.544 4.253 25.541 4.214 0.012 99.083 Pass &%

BO6 25.691 4.258 25.687 4.218 0.016 99.061 Pass &%

BO7 25.734 4.256 25.731 4.216 0.012 99.060 Pass &%

BO8 25.579 4.258 25.576 4.223 0.012 99.178 Pass &1

B09 25.607 4.254 25.603 4.218 0.016 99.154 Pass &1

B10 25.717 4.258 25.714 4.218 0.012 99.061 Pass &%

No. B01-B05: At first cycle, in fully charged states
%%5 BO1-B05: B 1 MFHEAW, EETHRS

No. B06-B10: After 25 cycles ending in fully charged states

%5 B06-B10: i 25 MM A, TAERHIRE

Notes EB:: Atmospheric pressure K< [£5%:1.013%x105Pa, Ambient temperature I #5355 & : 23.5 °C
After the test, there is no leakage, no venting, no disassembly, no rupture and no fire.

MRS, HIbARBIE. RMS. REE. KRB K.
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T.3 Vibration #&3)

Pre-test i % Fif After test X5 J5 Mass Voltage after

test/Voltage
Mass Voltage Mass Voltage loss pre-test Status

mik | wE | omE | wE | RERR D ey | SR
9) (V) 9) ) (%) 4 i L (%)
25.492 4.211 25.490 4.209 0.008 99.953 Pass &%

B02 25.636 4.221 25.634 4.218 0.008 99.929 Pass &%

BO3 25.778 4.220 25.777 4.216 0.004 99.905 Pass A1

B0O4 25.699 4.222 25.697 4.219 0.008 99.929 Pass &%

BO5 25.541 4.214 25.540 4.212 0.004 99.953 Pass &%

BO6 25.687 4.218 25.685 4.214 0.008 99.905 Pass &%

BO7 25.731 4.216 25.730 4.213 0.004 99.929 Pass &%

BO8 25.576 4.223 25.574 4.219 0.008 99.905 Pass &1

B09 25.603 4.218 25.602 4.215 0.004 99.929 Pass &1

B10 25.714 4.218 25.713 4.214 0.004 99.905 Pass &%

No. B01-B05: At first cycle, in fully charged states
%%5 BO1-B05: B 1 MFHEAW, EETHRS

No. B06-B10: After 25 cycles ending in fully charged states

%5 B06-B10: i 25 MM A, TAERHIRE

Notes yEB: Atmospheric pressure K< [£5%:1.013%x105Pa, Ambient temperature #5355 & : 23.1 °C
After the test, there is no leakage, no venting, no disassembly, no rupture and no fire.

MRS, HIbARBIE. RMS. REE. KRB K.
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Lithium Battery UN38.3 Test Report

Pre-test i % F1f After test X5 J5 Mass Voltage after

test/Voltage
Mass Voltage Mass Voltage loss pre-test Status

mi | wE | mE | wE | PERR D e gy | SR
@) (V) @) (V) (%) 0 T P (%)

25.490 4.209 25.489 4.207 0.004 99.952 Pass &1

B02 25.634 4.218 25.632 4.214 0.008 99.905 Pass &%

BO3 25.777 4.216 25.776 4.213 0.004 99.929 Pass A1

B0O4 25.697 4.219 25.695 4.217 0.008 99.953 Pass &%

BO5 25.540 4.212 25.539 4.208 0.004 99.905 Pass &%

BO6 25.685 4214 25.683 4.212 0.008 99.953 Pass &%

BO7 25.730 4.213 25.728 4.209 0.008 99.905 Pass &%

BO8 25.574 4.219 25.573 4.216 0.004 99.929 Pass &1

B09 25.602 4.215 25.600 4.211 0.008 99.905 Pass &1

B10 25.713 4.214 25.712 4.210 0.004 99.905 Pass &%

No. B01-B05: At first cycle, in fully charged states
%%5 BO1-B05: B 1 MFHEAW, EETHRS

No. B06-B10: After 25 cycles ending in fully charged states

%5 B06-B10: i 25 MM A, TAERHIRE

Notes yEB: Atmospheric pressure K< [£5%:1.013%x105Pa, Ambient temperature M55 & : 23.0 °C
After the test, there is no leakage, no venting, no disassembly, no rupture and no fire.

MRS, HIbARBIE. RMS. REE. KRB K.
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T.5 External short circuit #5455

Lithium Battery UN38.3 Test Report

Max. External Temperature
it 2 T fe v 1 2 (°C)

Status
gER

57.9

Pass &#%

B02

58.3

Pass &#%

BO3

57.6

Pass &#%

B0O4

57.8

Pass &%

B05

58.2

Pass &%

BO6

58.4

Pass &%

BO7

57.6

Pass &1

B08

58.1

Pass &1

B09

57.7

Pass &#%

B10

57.5

Pass &#%

No. B01-B05: At first cycle, in fully charged states
%% B01-B05:  # 1 NFEAY, BERHERE

No. B06-B10: After 25 cycles ending in fully charged states
%5 B06-B10: %25 MR, EernHRE

Notes yEFE: Atmospheric pressure K5k 5:1.013x10°Pa, Ambient temperature 1455 f&£: 23.3 °C
There is no disassembly, no rupture and no fire during the test and within six hours after test.

R AE TN AT S 6 /N AR . RBIERE, Rk

Report No. #t 5 %i 5: NCT240221276XB1-1
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Max. External Temperature
it 2 T fe v 1 2 (°C)

Status
gER

23.8

Pass &#%

241

Pass &%

235

Pass &#%

23.7

Pass &%

242

Pass &%

24.0

Pass &%

23.9

Pass &1

23.6

Pass &1

243

Pass &1

C10

23.7

Pass &#%

No. C01-CO05:
4m'5 C01-C05:

No. C06-C10:
9m5 C06-C10:

At first cycle at 50% of the design rated capacity
55 1A 70 50% B AE A EIRES

After 25 cycle at 50% of the design rated capacity
5 25 N HLE A 50% 1 THATUE 2 R A

Notes yEFE: Atmospheric pressure K5k 5:1.013x10°Pa, Ambient temperature 1455 f&£: 23.3 °C
There is no disassembly and no fire during the test and within six hours after test.

RN ATINES 6 NS A ARfRAR . AR K.

Report No. #t 5 %i 5: NCT240221276XB1-1
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No. Status
G ELE S

B11 Pass &%

B12 Pass &%

B13 Pass &%

B14 Pass &%

B15 Pass &%

B16 Pass &%

B17 Pass &%

B18 Pass &%

No. B11-B14: At first cycle, in fully charged states
%5 B11-B14: B 1 PMRHEAE, EarmiRE

No. B15-B18: After 25 cycles ending in fully charged states

%5 B15-B18: 3 25 MRHAN, EaERARE

Notes EB:: Atmospheric pressure K< [E5#:1.013%105Pa, Ambient temperature 4555 &: 23.0 °C
There is no disassembly and no fire during the test and within seven days after the test.

RS ATIRE 7 RA AR, RiEEK
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Lithium Battery UN38.3 Test Report
T.8 Forced discharge 375 &,

No. Status
' gt HL
Cc11 Pass &%
C12 Pass &%

C13 Pass &%

C14 Pass &%
Cc15 Pass &%
c16 Pass &%

C17 Pass &%

Cc18 Pass &#%
Cc19 Pass &%
C20 Pass &%

C21 Pass &%

Cc22 Pass &%
c23 Pass &%
C24 Pass &%

C25 Pass &%
C26 Pass &%
c27 Pass &%

Cc28 Pass &%

C29 Pass &%

C30 Pass &%

No. C11-C20: At first cycle in fully discharged states
%5 C11-C20: 1D, TBRBAIRE

No. C21-C30: After 25 cycles ending in fully discharged states

45 C21-C30: 525 MABCE A, AR

Notes J3#: Atmospheric pressure A< JE7:1.013 X 105Pa, Ambient temperature ¥ 53i7 J&: 23.2 °C
There is no disassembly and no fire during the test and within seven days after the test.

RLTE R AT S 7 R AR AR, RiEE K.

Report No. % 4w '5: NCT240221276XB1-1 Page 18 of 23 %5 18 H{3L 23 T
Hotline: 400-8868-419 Tel: 86-755-23218380 http://www.ncttesting.cn




Lithium Battery UN38.3 Test Report

VII. Conclusion &5i

Test item Sample number Test reference Conclusion
WRAITE HREE WRAS% 2
UN Manual of Test and Criteria, part
Altitude simulation III, subsection 38.3.4.1 Pass
T EE R4 UN 3 56 A0 b v 35 0, 26 T35 70, 28 HH
38.34.17

UN Manual of Test and Criteria, part
Thermal test III, subsection 38.3.4.2

R UN i 46 A A i = 0F, 26 1D 6 40, 28
38.34.27

UN Manual of Test and Criteria, part

Vibration Lo o IIT, subsection 38.3.4.3
PR3 UN o 48 A1 AR #E F= M, 208 T30 40,56
38.343

UN Manual of Test and Criteria, part
[T, subsection 38.3.4.4

UN o8 56 A A5 4 T M, 58 T35 47,56
38.34.4 %

UN Manual of Test and Criteria, part
External short circuit III, subsection 38.3.4.5

AN I % UN 3t 36 Al b 0,58 11138 50, 28
38.3.4.5 1

UN Manual of Test and Criteria, part

Impact/Crush III, subsection 38.3.4.6
i CO1#~C10# . o . N4
e i UN 38 30 Bl b o 5 0, 56 13 20, 28

38.3.4.6 i

UN Manual of Test and Criteria, part

Overcharge B11#-B18# [MI, subsection 38.3.4.7 Pass
i RER UN 38 30 1 b 7 35 0, 56 T34 40, 28 Hi%
38.3.4.7 71

UN Manual of Test and Criteria, part

Forced discharge C11#~C30# [TI, subsection 38.3.4.8 Pass
PR 1T FE UN 38 30 1 b 7 5 0, 56 1L 40 28 Hi%

38.3.4.8 11

The submitted samples were complied with the stated requirements of UN manual of test and criteria,

part III, subsection 38.3, the test result is qualified.

2RI, FEAT AR RS UNS8.3 K, MHAS5 e hat.
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EEFIN

Important Notice

The test report is invalid without the official stamp of NCT.
AR E T NCT d5 #H= IR

Nobody is allowed to photocopy or partly photocopy this test report without written permission
of NCT.

R4 NCT B[R, A= sl AR & 4.
. The test report is invalid without the signatures of Ratifier, Reviewer and Testing engineer.
A BN TN KT ARELTR

. The report is invalid when anything of following happens — illegal transfer, reproduce,
embezzlement, imposture, modification or tampering in any media form.

MEFAE, 86l BH. BH. R BOMEAEATE AR & B R
Objections to the test report must be submitted to NCT within 15 days.
XS BEA R MTWEERE Z & 15 KRN A AR R H .

. The test report is valid for the tested samples only.
AR A AR I A AR
The Chinese contents in this report are only for reference.

A P SCAR S

*xxx%*End of Report *&%%%******
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