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206-5266 2 Female Mates with 206-5277 2 Male Or 206-5292 2 Male Or 206-5308 2 Male
206-5268 3 Female " 206-5278 3 Male " 206-5293 3 Male " 206-5309 3 Male
206-5269 4 Female " 206-5279 4 Male " 206-5294 4 Male " 206-5310 4 Male
206-5270 5 Female " 206-5280 5 Male " 206-5296 5 Male " 206-5311 5 Male
206-5271 6 Female " 206-5281 6 Male " 206-5297 6 Male " 206-5312 6 Male
206-5272 7 Female " 206-5282 7 Male " 206-5298 7 Male " 206-5313 7 Male
206-5274 9 Female " 206-5283 9 Male " 206-5299 9 Male " 206-5314 9 Male

206-5259 2 Male Mates with 206-5284 2 Female Or 206-5300 2 Female Or 206-5315 2 Female
206-5260 3 Male " 206-5285 3 Female " 206-5301 3 Female " 206-5316 3 Female
206-5261 4 Male " 206-5286 4 Female " 206-5303 4 Female " 206-5317 4 Female
206-5262 5 Male " 206-5287 5 Female " 206-5304 5 Female " 206-5319 5 Female
206-5263 6 Male " 206-5288 6 Female " 206-5305 6 Female " 206-5320 6 Female
206-5264 7 Male " 206-5290 7 Female " 206-5306 7 Female " 206-5321 7 Female
206-5265 9 Male " 206-5291 9 Female " 206-5307 9 Female " 206-5322 9 Female

A threaded metal Sealing Cap is also available for In-Line and Panel-Mount parts. Use Stock No: 206-5276  Use Sealing Cap No: 206-5275                    

Rear Panel-Mount Connector               
(supplied with Rubber Dust Cap)

RS Pro ST12 IP67 Connectors

Cable-Mount Connector
In-Line Cable Connector                                   

(supplied with Rubber Dust Cap)
Front Panel-Mount Connector                

(supplied with Rubber Dust Cap)


