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                     IEC COMBO

FOR VEHICLE COUPLER PLUG 125A

    WITH TEMPERATURE SENSOR

  HVCOCMTR8PF550LXXXX

LENGTH

500MM:L0500

1000MM:L1000

LIST OF TOLERANCE

LENGTH TOLERANCE

0~1000MM

1001~5000MM

>5000MM

±50

±100

±200

NOTES:

1. CABLE ASSEMBLE TECHNOLOGY SPECIFICATION:

  1>.OPERATING AMBIANT TEMPERATURE -30°C~50°C,

  2>.OPERATING VOLTAGE & RATE CURRENT:

     PP&CP: 30V.DC 2A;

     DC+ & DC-:1000V.125A

2. REFERENCE IEC 62196-3:2014

C-HVCOCMTR8PF550LXXXX

DC+

25mm² (YELLOW&GREEN)

50mm² (BROWN)

50mm² CABLE (BLUE)

MODE OF CONNECTION:

 COMBO PLUG

DC-

EARTHING(PE)

CONTROL PILOT(PP)

CONTROL PILOT(CP)

0.75mm² (GREEN)

R=1500Ω

热敏电阻固定在(DC+）端子尾部线缆上

The thermistor is fixed on the terminal

热敏电阻固定在(DC-）端子尾部线缆上

The thermistor is fixed on the terminal

THERMISTOR

THERMISTOR
0.5mm²  (YELLOW)

0.5mm² (BROWN)

0.5mm² (RED)

T1+

0.75mm² (WHITE)

0.5mm²  (PUREPLE)

T1-

T2+

T2-

Cable specification power contacts

Cable specification signal contacts

Cable outer jacket diameter

2x 50mm ²

125A

2 x 0.75mm ²

32.5±1.0mm (Black)

Rated current

Rated Voltage

DC 1000V

Housing Material PA66+GF

Contact Material Aldary,Silver plating

Type of sensor PT1000

Cable specification sensor contacts 4 x 0.5mm ²

Housing color Black

DC-

DC+

PP

CP

PE

白色标签

LABEL

1

2


