
 

  

 

  

 

  

  

  

 

  

 

 

 

 

 

Datasheet 

 

RS Pro USB-C to 4-Port (3A1C) Hub 

 
Stock No: 144-7993 

ENGLISH 

Product Details 

Compliant with USB 3.0 specification, USB-C to 4-Port (3A1C) Hub can 

easily connect up to 4 USB 3.0 (3A1C) devices to your computer, such as 

the hard disc drive, the USB flash drive, or the mobile devices. The built-in 

USB-C port is capable of delivering data, power and video signals. It is 

streamlined, sleek and compact design in the perfect solution for USB port 

expansion. 
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• USB 3.0 Output Port x4 

    Hub downstream link, Type-C female connector x1, power supply up to 15W 

    Hub downstream link, Type-A female connector x3 

• USB-C Input Port x1 

    Host upstream link, Type-C male connector 

• Support auto switching between self-powered and bus-powered mode 

System Requirements 

Package Contents 

Features 

• Windows®  PC 

• Mac®  PC 

• Chromebook™ 

• USB-C to 4-Port (3A1C) Hub x1 

• Power Adapter x1 

• User’s Manual x1 

Specifications Item Description 

User 

Interface 

USB 3.0 Output Port x4 

- Hub downstream link, Type-C female connector x1, charging power up to 15W 

- Hub downstream link, Type-A female 

connector x3 

USB 3.0 Input Port x1 

- Host upstream link, Type-C male connector 

DC Power Jack x 1 

Power 

Supply 
Self-powered 

Switching power adapter 

- Input: AC 100-240V 

- Output: DC 5V 4A 

Data Rate USB3.0: 

Low-speed (1.5 Mbps) / Full-speed (12Mbps) / High-speed (480 Mbps) / Super- 

speed (5 Gbps) 

USB2.0: 

Low-speed (1.5Mbps) / Full-speed (12Mbps) / High-speed (480Mbps) 

Housing Plastic 

Working 

Environment 

Operation Temperature 0~40°C 

Storage Temperature -20~70°C 

Compliance CE, FCC 

http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/


 

  

 

  

 

  

  

  

 

  

 

 

 

 

 

http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/
http://uk.rs-online.com/web/b/rs-pro/

