D-Sub DIN41652.

Turned crimp contacts

Identification

Individual contacts?)

1) Minimum order 100 pieces
or multiples of 100

Male contacts

Female contacts

* Performance level 1 as per CECC 75301-802, 500 mating cycles, 10 days 4 mixed gas test — IEC 60512

CECC 75301-802
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Use crimp tool with the part no. 09 99 000 0501 and the locator with the part no. 09 99 000 0531. Details see chapter 20
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https://b2b.harting.com/ebusiness/EN/search/09670003476
https://b2b.harting.com/ebusiness/EN/search/09670003576
https://b2b.harting.com/ebusiness/EN/search/09670003676
https://b2b.harting.com/ebusiness/EN/search/09670005476
https://b2b.harting.com/ebusiness/EN/search/09670005576
https://b2b.harting.com/ebusiness/EN/search/09670005676
https://b2b.harting.com/ebusiness/EN/search/09670007476
https://b2b.harting.com/ebusiness/EN/search/09670007576
https://b2b.harting.com/ebusiness/EN/search/09670007676
https://b2b.harting.com/ebusiness/EN/search/09670008476
https://b2b.harting.com/ebusiness/EN/search/09670008576
https://b2b.harting.com/ebusiness/EN/search/09670008676

