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Guide Information

RAVENSCROFT PLASTICS LTD E161178
GREEN LN

NEWTOWN, TEWKESBURY

GLOUCESTERSHIRE

GLO5 8HD ENGLAND, UNITED KINGDOM

Plastic wiring ducts, Cat. Nos. UPVC Narrow Slot Betaduct 19x50, -25x37.5, -25x50, -25x75, -25x100, -37.5x37.5,
-37.5x50, -37.5x75, -37.5x100, -50x37.5, -50x50, -50x75, -50x100, -75x37.5, -75x50, -75x75, -75x100, -100x50, -
100x75, -100x100 for use in temperatures not exceeding 50C ; Cat. Nos. UPVC Plain Betaduct 15x15, -19x50, -
25x20, -25x35, -25x37.5, -25x50, -25x75, -25x100, -37.5x37.5, -37.5x50, -37.5x75, -37.5x100, -50x23, -50x37.5, -
50x50, -30x75, -50x100, -75x37.5, -75x50, -75x75, -75x100, -100x125, -100x40, -100x50, -100x735, -100x100, -
125x75 for use at temperatures not exceeding 50C ; Cat. Nos. UPVC Standard Slot Betaduct 15x135, 19x50, 25x20,
25x33, 25x37.5, 25x50, 25x75, 25x100, 37.5x37.5, 37.5x50, 37.5x75, 37.5x100, 50x25, 50x37.5, 50x50, 50x75,
50x100, 75x37.5, 75x50, 75x75, 75x100, 100x50, 100x75, 100x100, 100x125, 125x75 for use at temperatures not
exceeding 50 C .

Marking: Company name or trademark Betaduct, the designation and factory identification, if applicable, on the
product or smallest unit package.
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The devices covered under this category are incomplete in certain constructional features or restricted in performance
capabilities and are intended for use as components of complete equipment submitted for investigation rather than for
direct separate installation in the field. THE FINALL ACCEPTANCE OF THE COMPONENT IS DEPENDENT
UPON ITS INSTALLATION AND USE IN COMPLETE EQUIPMENT SUBMITTED TO UNDERWRITERS
LABORATORIES INC.

GENERAL

This category covers bundling devices, cable straps, wiring ducts, etc., which provide mechanical means for holding
or routing conductors within equipment.

Investigation generally includes flammability, elevated temperature exposure and mechanical property
considerations.

REQUIREMENTS

The basic standard used to investigate products in this category is UL 1565, "Positioning Devices."
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Notice of Disclaimer

By accessing these Listings, Designs, Constructions, Systems and Assemblies, the user
acknowledges and accepts the terms and conditions upon which this service is made
available.

THIS INFORMATION AND ALL RELATED MATERIALS, SUPPORT AND SERVICES ARE MADE
AVAILABLE BY UL FOR USE ONLY BY USERS FOR THEIR INTERNAL PURPOSES AND IS "AS
IS," WITHOUT ANY REPRESENTATION OR WARRANTY OF ANY KIND, EXPRESS OR IMPLIED,
INCLUDING BUT NOT LIMITED TO ANY IMPLIED WARRANTIES OF MERCHANTABILITY OR
FITNESS FOR A PARTICULAR PURPOSE.

UL cannot and does not warrant that this information is current, accurate, or complete. This
database contains the names of companies who have qualified to use the UL Mark and those
products for which samples have been evaluated by UL and judged to be eligible for Listing.
The manufacturer is not obligated to label all of his production. Accordingly, the appearance
of a company's name or product in this database does not in itself assure those products are
covered under UlL's Listing and Follow-Up Service. Only those products bearing the
appropriate UL Mark should be considered covered under UL's Listing and Follow-Up Service.
Any reproduction or re-transmission of this information is prohibited unless reproduced or re-
transmitted in its entirety, including this Notice of Disclaimer.

UL does not permit hyperlinking to this website without its express prior written consent and
the execution of a hyperlinking agreement.
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