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Datasheet

Tight Buffered Distribution Fibre
Optic Cable CPR

Item Description

ENGLISH

Tight buffered universal distribution cables are constructed of 900 um tight buffered fibres surrounded by
waterblocking e-glass strength members jacketed in an LSZH outer jacket. Euroclass Dca-s1,d1,al

Features/Benefits

Applications

+ Choice of fibre type

* Colour coded fibres

« High strength waterblocking E-Glass rodent resistant
yarn strength members for ease of handling

* LSZH jacket

» Euroclass Dca-s1,d1,al

+ Easy to strip

Specifications

+ Universal cable for installation in ducts, tunnels,
trunking, under floor or ceiling spaces

* Fibre backbones in riser and horizontal
configurations

DESCRIPTION 4-CORE 8-CORE 12-CORE 24-CORE
Quter Diameter mm 54 £0.3 59x0.3 7.6 +£0.3 9.6 0.3
Weight ka/km 26 32 45 65
Maximum Tensile Load (installation) N 400 400 450 650
Cable water blocking pass pass pass pass
Minimum Bend Radius (installation) mm 108 118 152 192
Minimum Bend Radius (installed) mm 54 59 76 96
Fire Performance (EN50575) Euroclass Dca-sl.dl,21
Operating Temperature °C -20~+60 -20~+60 -20~+60 -20~+60
Storage Temperature °C -20~+60 -20~+60 -20~+60 -20~+60
Installation Temperature °C -5~+60 -5~+50 -5~+50 -5~+50
Crush Resistance (Short term) N/100 mm 500 500 500 500
Fire Test Parameter Test Method Result

IEC 60332-1
Reaction to Fire IEC 60332-3-24

EN 50575 EuroClass Dca-s1,d1,al
Smoke Density IEC 61034-2
Halogen acid gas content IEC 60754-1 Zero
Degree of acidity of gases IEC 60754-2 Minimum 4.3 pH

Maximum 10 pS/mm
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